- ALUMINIUM EXTRUDED PARALLEL GROOVE CLAMP
CABLE TO CABLE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EAEPG c
Doc. Rev. Dt. -

MATERIAL OF P.G.CLAMP - ALUMINIUM ALLOY GRADE 63401 WP MATERIAL OF NUT,BOLT,PLAIN
WASHER MILD STEEL HOT DIP GALVANISED. SPRING WASHER SPRING STEEL ELECTRO
GALVANISED.

P.G. CLAMP SUITABLE FOR < 145 KV
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CATALOG NO. | FIG. CONDUCTOR CONDUCTOR DIA. DIMENSIONS BOLT | NO.OF
AREA sq.mm. RANGE mm. mm. SIZE | BOLTS
MIN. MAX. MIN. MAX. w L J
EAEPG-12 I 16 70 5.10 10.50 36 22 M8 1
EAEPG-12A Il 16 70 5.10 10.50 36 46 M8 2
EAEPG-16 I 25 120 6.30 14.00 44 50 M8 1
EAEPG-16A Il 25 120 6.30 14.00 44 50 M8 2
EAEPG-16B 1} 25 120 6.30 14.00 44 75 M8 3
EAEPG-20A Il 35 240 7.50 21.00 65 68 M10 2
EAEPG-20B 1} 35 240 7.50 21.00 65 100 M10 3
NOTE:
1) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g. CATALOG
NO. OF 3 BOLTED, 35-240 sq.mm.P.G.CLAMP WITH STAINLESS STEEL NUT BOLTS IS EAEPG-

20B_SS.
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