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MATERIAL OF BUS SUPPORT - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

BUS SUPPORT SUITABLE FOR < 245 KV
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8 SLOT EQUISPACED ON 127 P.C.D.
SLOT SIZE 27 x 18.
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S00=100 S3=225 S7=350
S0=110 S4=250 S79=390
S1=140 S41=280 S8=400
$2=200 S5=300 S9=450
S6=330
CATALOG NO. CONDUCTOR RANGE DIMENSIONS-mm.
AA QD mm. X w J1
EATCR-2 22.00 - 26.00 85 36 12
EATCR-4 26.00 - 28.13 85 36 12
EATCR-6 28.00 - 30.15 85 36 12
EATCR-8 30.00 - 32.00 85 36 12
EATCR-10 32.00 - 34.00 90 40 12
EATCR-12 34.00 - 37.00 90 40 12
EATCR-14 37.00 - 40.00 90 40 12
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NOTE:

1) PLEASE ADD SUFFIX S00, S0, S1---S9 AS REQUIRED FOR CABLE SPACING. FOR e.g. CATALOG
NO. OF CONDUCTORDIA. 22.00 & CABLE SPACING 140mm. IS EATCR-2_S1

2) FOR CONDUCTOR SPACING S00=100mm.,S0=110mm. TYPE | IS OFFERED.

3) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g. CATALOG
NO. OF 37.00-40.00 CONDUCTOR TO 250mm. CONDUCTOR SPACING IS EATCR-14_S4_SS

4) PAD MOUNTING HARDWARE IS OBTAINED FROM CATALOG TYPES EHBG, EHNG, EHFG, EHWG
FOR GALVANISED SCREWING HARDWARES. AND EHBS, EHNS, EHFS, EHWS FOR STAINLESS
STEEL SCREWING HARDWARES.

5) COMMON CLAMP OFFERED FOR PCD=76 mm. & PCD=127 mm.
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