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- BIMETTALIC SLEEVE
TRANSITION SLEEVE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EBMS
Doc. Rev. Dt. -

MATERIAL OF BIMETAL: ELECTROLYTIC GRADE COPPER (MIN.99.9%) & ELECTROLYTIC GRADE
ALUMINIUM (MIN.99.5%) BY VOLUME 1:4 MOLECULAR BONDED. SLEEVE FORMED WITH COPPER
VISIBLE ON INNER DIAMETER OF SLEEVE AND ALUMINIUM ON OUTER DIAMETER OF SLEEVE.

CATALOG NO. DIMENSIONS-mm.

D@ L
EBMS-00 16 60
EBMS-0 18 60
EBMS-1 20 60
EBMS-2 22 60
EBMS-3 24 60
EBMS-3X 24 76
EBMS-4 26 60
EBMS-4X 26 76
EBMS-5 28 60
EBMS-5X 28 76
EBMS-6 30 60
EBMS-6X 30 76
EBMS-7 32 76
EBMS-8 34 76
EBMS-10 36 76
EBMS-11 38 76
EBMS-12 40 76
EBMS-13 42 76
EBMS-14 44 76
EBMS-15 46 76
EBMS-16 48 76
EBMS-17 50 76
EBMS-18 52 76
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CATALOG NO. DIMENSIONS-mm.
D@ L
EBMS-19 54 76
EBMS-20 56 76
EBMS-21 58 76
EBMS-22 60 65
EBMS-23 62 65
EBMS-24 64 65
EBMS-25 66 65
EBMS-26 68 65
EBMS-27 70 65
NOTE:
1) UNSPECIFIED SIZE IS OBTAINED BY QUOTING CATALOG NO. AS EBMS-XXXD_XXXL. FOR e.g.

CATALOG NO. OF SLEEVE 73 mm.INNER DIA.160 mm.LONG IS EBMS-073D_160L.

2) SLEEVE OF HIGHER THICKNESS T=2mm., 3mm., 4mm. IS OBTAINED BY ADDING SUFFIX TO THE
CATALOG TYPE. FOR e.g. CATALOG NO. OF SLEEVE 2mm. THICK, 30mm. DIA., 60mm.LONG IS
EBMS2-6.
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