- POST INSULATOR - CONDUCTOR
SINGLE CONDUCTOR -57 /76 mm PCD

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EEI-1844
Doc. Rev. Dt. -

MATERIAL OF BUS SUPPORT - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER.
SPRING STEEL ELECTRO GALVANISED.

BUS SUPPORT SUITABLE FOR = 145 kV
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4NOS.M10 (11.5 @) HOLES EQUISPACED
ON'K' PCD. 4 NOS. M10 (11.5 @)/M12 (14 @) HOLES EQUISPACED
ON'K'PCD.
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EEI-1844_F_2_02 M10 I F 18.13-21.00

EEI-1844_C_2_02 57 02 M10 | C 10.00-16.52 2
EEI-1844_F_2_03 M12 I F 18.13-21.00

EEI-1844_C_2_03 76 03 M12 | C 10.00-16.52 2
EEI-1844_F_1_02 M10 I F 18.13-21.00

EEI-1844_C_1_02 57 02 M10 | C 10.00-16.52 1

ITEM CODE PCD | (K) | raeprorsse | FIGNO- | TYPEN®) COND. AA® NO. OF CLAMPS
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