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S.No. TYPE PAGE NO.

1.0. TERMINAL CONNECTORS-CONDUCTOR
M 1F.IRI.A1T SINGLE CONDUCTOR

1111 EACF A1-A2
1112 EUCF A3-A4

1.1.2 TWIN CONDUCTORS

1121 A2CFS A5-AT
1122  A2CFL A8-A10
1.2 STUD
1.2.1 SINGLE CONDUCTOR
1211  EAUSC A11-A14
1212 EADSC A15-A21
1213 EAUCF A22-A23

12.2 TWIN CONDUCTORS

1221  ADS2C A24-A31
1222  ADS2CL A32-A39
1223  AUS2C A40-A46
2.0. TERMINAL CONNECTORS-TUBE
2.1 FLAT
211 EXAPNSION
2114 EAFTF B1-B2
212 RIGID
2121 EARTF B3-B4

22 STUD
221 EXPANSION STRAIGHT

2211  EAFTS B5-B9
222 EXPANSION 90 DEGREE

2221 EAFST B10-B 14

223 RIGID STRAIGHT

2231 EADST B15-B 19
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224 RIGID 90 DEGREE
2241 EATST B20-B 22
2242 EATTS B23-B27

3.0. OTHER CONNECTORS-CONDUCTORS

3.1 PARALLEL GROOVE CLAMP
3141 SINGLE/SINGLE CONDUCTOR

3111 EACPG C1-C3
3112 EAEPG C4-C4

3.1.2 TWIN / TWIN CONDUCTORS

3121 A2CPG C5-C7
4.0. SPACERS
41 TWIN CONDUCTORS
411 RIGID
4111 EAPCS D1-D2
4112 EAEPS D3-D4
4113 WAPCS D5-D6
412 FLEXIBLE
4121 EAFCS D7-D8
42 QUAD CONDUCTORS
421 RIGID
4211 EAEQS D9-D10
422 FLEXIBLE
4221 EAFQS D11-D12

5.0. OTHER CONNECTORS - TUBE

5.1 END CAP
5.1.1 INTERNAL

51.1.1 EACBI E1-E1

5112 EACBD E2-E3
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5.1.2 EXTERNAL
51.21 EACBE E4-E4
5.2 COUPLER
5.2.1 RIGID
5211  EASTT E5-ES
522 EXPANSION
5221  EAFTT E6-E7
53 WELDING SLEEVE
5.3.1 STANDARD
53.1.1  EAWS E8-E9

6.0. POST INSULATOR - TUBE

6.1 TUBE-LIGHT DUTY
6.1.1 STRAIGHT-RIGID/SLIDING

6.1.1.1  EAURC F1-F2

6.1.12 EAUR F3-F4
6.1.2 90 DEGREE-RIGID

6.1.21 EARR F5-F7
6.1.3 STRAIGHT-EXPANSION

6.1.3.1  EAURF F8-F9
6.14 90 DEGREE-EXPANSION

6.141 EARRF F10-F12

6.2 TUBE-HEAVY DUTY
6.2.1 STRAIGHT-RIGID/SLIDING

6.21.1  AURC F13-F14
6.2.2 STRAIGHT-EXPANSION

6221 AURF F15-F 16

7.0. POST INSULATOR - CONDUCTOR

7.1 SINGLE CONDUCTOR
711 57/ 76 mm PCD
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7111 EEN1844 G1-G1
712 76/127 mm PCD
7121 EE1260 G2-G2
72 TWIN CONDUCTORS
721 76/127 mmPCD
7244  EATCR G3-G4
8.0. TEE CONNECTORS
8.1 CONDUCTOR-CONDUCTOR
811  SINGLE/SINGLE
8111  EATCC H1-H5
812  TWIN/SINGLE
8121  AT2CC H6-H 11
813 TWINTWIN
8131  AT2C2C H12-H17

8.2 TEE CONNECTORS-CONDUCTOR/FLAT
8.2.1 SINGLE CONDUCTOR

8211 EATCF H18-H19
8.2.2 TWIN CONDUCTORS
8221  AT2CF H20-H22

8.3 TEE CONNECTORS- TUBE/CONDUCTOR
8.3.1 TUBE/SINGLE CONDUCTOR

8311 EATTC H23 -H26
8.3.2 TUBE/TWIN CONDUCTORS
8321 ATT2C H27-H30

8.4 TEE CONNECTORS- TUBE/TUBE
8.4.1 STRAIGHT

8411  EATTT H31-H33
8.4.2 ANGLE-SINGLE / SINGLE

8421 EATT-10 H34-H36
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8422 EATT-10E H37-H38

84.3 ANGLE- DOUBLE / SINGLE

8431  EATT210 H39-H 41
8432  EATT2-10E H42-H43
85  TEE CONNECTORS- TUBE / FLAT
851  RIGID
8511  EATTF Hd4-H45
9.0. BIMETAL
9.1 SLEEVE

9.1.1 FULL ROUND
9.1.11 EBMS [1-12

9.2 PLATE
9.21 SQUARE- 4 HOLES

9211 EBMP 13-14

9.3 WASHER
9.3.1 SQUARE-1 HOLE

9311 EBMW [5-15

10.0. SCREWING HARDWARE

10.1 STEEL GALVANSIED

10.1.1  BOLT

10.1.1.1 EHBG J1-J2
10.1.2  NUT

10.1.21 EHNG J3-J3

10.1.3  LOCK WASHER

10.1.3.1 EHWG J4-J4
10.1.4  FLAT WASHER

10.1.4.1 EHFG J5-J5
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10.2 STAINLESS STEEL
1021 BOLT
10.2.1.1 EHBS J6-J7
1022  NUT
10.2.21 EHNS J8-J8
10.2.3  LOCK WASHER
10.2.3.1 EHWS J9-J9
10.24  FLAT WASHER
10.24.1 EHFS J10-J10
1025 UBOLTS
10.2.5.1 EHUS J1-yn
1026  CHECKNUT
10.2.6.1 EHCNS J12-J12

11.0. DATA
1.1 REFERENCE DATA
1111 AAC/AAAC/ACSR CONDUCTOR
11.1.1.1 OVERALL DIAMETER K1-K1
11.1.2  TUBULAR BUS BAR DIMENSION

11.1.2.1  PHYSICAL PROPERTIES K2-K2

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in



M ENGINEERING INDUSTRIES

Il ND E X

S.No. TYPE PAGE NO.

12.0 EARTH WIRE ACCESSORIES

121 TENSION CLAMP

12.1.1 REGULAR (EEI-2210) L1-L1

1212 HEAVY DUTY (EEI-2728R1) L2-L2
12.2 PAD CLAMP

12.2.1 80 mm BOLTED TYPE (EEI-3212) L3-L3

1222 80 mm COMPRESSION TYPE (EEI-2727) L4-L4
12.3 PARALLEL GROOVE CLAMP

12.3.1 PG CLAMP (EEI-3213R1) L5-L5
12.4 T - CLAMP

1241 T - CLAMP (EEI-3208) L6-L6

12.5 CLEAT CLAMP

12.5.1 CLEAT FOR WIRE (EEI-1136R2) L7-L7

1252 CLEAT FOR FLAT (EEI-1116R2) L8-L8
12.6 LUG

12.6.1 LUG (EEI-1077) L9-L9

12.7 DOWN LEAD CLAMP

12.71 DOWN CLAMP FOR WIRE (EEI-3214R1) L10-L10
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1.0. TERMINAL CONNECTORS-CONDUCTOR
1.1 FLAT
1.1.1 SINGLE CONDUCTOR
1111 EACF A1-A2
1112 EUCF A3-A4
11.2 TWIN CONDUCTORS
1121 A2CFS AS5-AT
1122  A2CFL A8-A10
1.2 STUD
1.2.1 SINGLE CONDUCTOR
1211 EAUSC A11-A14
1212 EADSC A15-A21
1.21.3  EAUCF A22-A23
122 TWIN CONDUCTORS
1221 ADS2C A24-A31
1222 ADS2CL A32-A39
1223 AUS2C A40-A46
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ALUMINIUM STRAIGHT BOLT TERMINAL
CONDUCTOR TO FLAT

Issue No.
Issue Dt.
Doc. Rev. No.
Doc. Rev. Dt.

3
02.01.15
0

EACF

MATERIAL OF TERMINAL - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

TERMINAL SUITABLE FOR < 145 KV

‘Y’ CONTACT SURFACE

4HOLESH@

OBLONG SLOTS - 4 Nos.
150

TYPE- Il

22.5

___]l___/

TYPE - IV

&9

OBLONG SLOTS - 4 Nos.

o9

5

H c W o
H1=11Q C1=25.0 C6=55.0 W1=80 @1=45°
H2=14Q C2=32.0 C7=40.0,44.5,50.0 W2=100 @2=90°
H3=18Q C3=40.0 C8=40.0,44.5,50.0,55.0 W3=120

C4=44.5 (OBLONG SLOTS) W4=CUSTOM MADE
C5=50.0 C9=CUSTOM MADE
CATALOG TYPE |CONDUCTOR RANGE DIMENSIONS-mm.

NO. AAQ mm. L X T Y J
EACF-6 I 11l 10.00 — 16.00 150 110 12 60 10
EACF-7 LIl 16.00 — 18.05 150 110 12 60 10
EACF-9 11l 18.00 — 22.26 150 110 12 60 10
EACF-11B Y 22.00 — 26.00 150 110 12 74 10
EACF-11C LIV 26.00 — 28.13 150 110 12 74 10
EACF-13B LIV 28.00 — 30.15 150 110 12 74 10
EACF-13C Y 30.00 — 32.00 150 110 12 74 10
EACF-15B LIV 32.00 — 34.00 170 130 14 84 10
EACF-15C LIV 34.00 — 37.00 170 130 14 84 10

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in

A1



- ALUMINIUM STRAIGHT BOLT TERMINAL
CONDUCTOR TO FLAT

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EACF
Doc. Rev. Dt. -
CATALOG TYPE CONDUCTOR RANGE DIMENSIONS-mm.

NO. AA QD mm. L X T Y J
EACF-15D 1,IV 37.00 — 40.00 170 130 14 84 10
EACF-16B 1,IV 40.00 — 43.00 170 130 16 94 10
EACF-16C | 43.00 — 46.63 170 130 16 94 10

NOTE:

1) PLEASE ADD SUFFIX H1, H2, H3 AS REQUIRED FOR DIAMETER OF 4 HOLES H DIA. IN THE
TERMINAL FOR e.g. CATALOG NO. OF TERMINAL FOR CONDUCTOR DIA.10.0 TO 16.0 mm.
WITH 14 mm HOLEDIAIS EACF-6_H2

2) PLEASE ADD SUFFIX C1,C2----C9 AS REQUIRED FOR CENTRE TO CENTRE DISTANCE OF 4
HOLE IN THE TERMINAL PAD. IN CASE OF CUSTOM MADE PLEASE SPECIFY NUMERICAL
VALUEFORe.g.
FOR STANDARDITEMS :
CATALOG NO. OF TERMINALFOR CONDUCTORDIA.10.0TO 16.0mmWITH 14mm HOLE DIA.
HOLE TOHOLE CENTRE 50mm. IS EACF-6_H2 C5
FORCUSTOMMADEITEMS :
CATALOG NO. OF TERMINAL FOR CONDUCTORNDIA. 10.0 TO 16.0 mm WITH 14mm HOLE DIA.
HOLE TOHOLE CENTRE 42mm IS EACF-6_H2_42

3) PLEASE ADD SUFFIX W1, W2--W4 AS REQUIRED FOR WIDTH OF TERMINAL. e.g. CATALOG
NO. OF TERMINAL FOR CONDUCTORDIA.10.0 TO 16.0 mm WITH 14mm HOLE DIA. HOLE TO
HOLE CENTRE 50mm.TERMINALWIDTH 80mm. ISEACF-6_H2_C5_W1

4) ANGLE CONNECTORS MAY BE OBTAINED BY SPECIFYING DESIRED ANGLE AND CONTACT
SURFACE AS ILLUSTRATED. ADD CONTACT SURFACE LETTER AND REQUIRED ANGLE
TYPE e.g. CATALOG NO. OF TERMINAL FOR CONDUCTORDIA. 10.0 TO 16.0 mm WITH 14mm
HOLE DIA. HOLE TO HOLE CENTRE 50mm.TERMINAL WIDTH 80mm. CONDUCTOR TAKEOFF
ANGLE 45°ISEACF-6_H2 C5 W1_X@1.

5) VALUES IN THE CATALOG IS SUITABLE FOR W=80mm VALUES WILL DIFFER IF W CHANGES.

6) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS e.g. CATALOG
NO. OF TERMINALFOR CONDUCTORDIA. 10.0TO 16.0 mm WITH 14mm HOLE DIA.HOLETO
HOLE CENTRE 50mm.TERMINAL WIDTH 80mm. WITH STAINLESS STEEL NUT BOLTS IS
EACF6 _H2 C5 W1_SS

7) PAD MOUNTING HARDWARE IS OBTAINED FROM CATALOG TYPES EHBG, EHNG, EHFG,

EHWG FOR GALVANISED SCREWING HARDWARES.AND EHBS, EHNS, EHCNS,EHFS,
EHWS FOR STAINLESS STEEL SCREWING HARDWARES.
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- ALUMINIUM UNIVERSAL BOLT TERMINAL
CONDUCTOR TO FLAT UNIVERSAL

Issue No. 3
. 02.01.15
Issue Dt EUCF
Doc. Rev. No. 0
Doc. Rev. Dt. -

MATERIAL OF TERMINAL - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED

TERMINAL SUITABLE FOR< 145KV

4HOLESH @ 4HOLESH @
TYPE - /
/ N\ " A : ]
@ @ 2o Y @ i
=0 | [ Q: >
& O F SR =
C V% \
= ‘ 14 X 27 SLOTS - 4 NOS.
I7 [} I )|
s % & P
cece A 8%3‘{ '_‘%}'
E i \ [
Sl BN BT i A G =S
; EE
NOTE : FOR CHANGE OF CONDUCTOR I%’.
TAKEOFF, PLEASE ROTATE GRIPPER 90°
H C W
H1=11Q0 C1=25.0 C5=50.0 W1= 80
H2=140 C2=32.0 C6=55.0 W2=100
H3=180 C3=40.0 C7=32.0, 40.0, 44.50, 50.0 W3=120
C4=44.5 C9=CUSTOM MADE
CATALOG No. TYPE CONDUCTOR RANGE DIMENSIONS - mm.
AA O mm. X T Y J
EUCF-6 A-ll 10.00 - 16.00 72 12 60 10
EUCF-7 A-l 16.00 - 18.05 72 12 60 10
EUCF-9 A-l 18.00 - 22.26 72 12 60 10
EUCF-11B B,C 22.00 - 26.00 72 12 74 10
EUCF-11C B,C 26.00 - 28.13 76 12 74 10
EUCF-13B B,C 28.00 - 30.15 76 12 74 10
EUCF-13C B,C 30.00 - 32.00 76 12 74 10

NOTE :

1) PLEASE ADD SUFFIX H1, H2,H3 AS REQUIRED FOR DIAMETER OF 4 HOLES H DIA. IN THE
TERMINAL FOR e.g. CATALOG NO. OF TERMINAL FOR CONDUCTOR DIA.10.0 TO 16.0 mm. WITH
14 mm. HOLE DIAIS EUCF-6_H2

2) PLEASE ADD SUFFIX C1,C2----C6 AS REQUIRED FOR CENTRE TO CENTRE DISTANCE OF 4
HOLES IN THE TERMINAL PAD. IN CASE OF CUSTOM MADE PLEASE SPECIFY NUMERICAL
VALUEFORe.g.
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- ALUMINIUM UNIVERSAL BOLT TERMINAL
CONDUCTOR TO FLAT UNIVERSAL

Issue No. 3
. 02.01.15
Issue Dt EUCF
Doc. Rev. No. 0
Doc. Rev. Dt. -

3)

FORSTANDARD ITEMS :

CATALOG NO. OF TERMINAL FOR CONDUCTOR DIA. 10.0 TO 16.0 mm WITH 14mm HOLE DIA.
HOLE TOHOLE CENTRE 50mm. ISEUCF-6_H2_C5

FORCUSTOM MADE ITEMS :

CATALOG NO. OF TERMINALFOR CONDUCTORDIA.10.0 TO 16.0mm WITH 14mm HOLE DIA. HOLE
TOHOLE CENTRE42mm|S EUCF-6_H2_42

PLEASE ADD SUFFIXW1, W2,W3 AS REQUIRED FORWIDTH OF TERMINAL. e.g. CATALOG NO. OF
TERMINAL FOR CONDUCTOR DIA. 10.0 TO 16.0 mm WITH 14mm HOLE DIA. HOLE TO HOLE
CENTRE 50mm.TERMINALWIDTH 80mm. IS EUCF-6_H2_C5_W1

VALUES IN THE CATALOG IS SUITABLE FOR W=80mm VALUES WILL DIFFER IF W CHANGES.

PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEELNUT BOLTS e.g. CATALOG NO. OF
TERMINAL FOR CONDUCTOR DIA. 10.0 TO 16.0 mm WITH 14mm HOLE DIA. HOLE TO HOLE
CENTRE 50mm.TERMINAL WIDTH 80mm. WITH STAINLESS STEEL NUT BOLTS IS EUCF-
6_H2_C5 W1_SS

PAD MOUNTING HARDWARE IS OBTAINED FROM CATALOG TYPES EHBG, EHNG, EHFG, EHWG
FOR GALVANISED SCREWING HARDWARES. AND EHBS, EHNS, EHCNS,EHFS, EHWS FOR
STAINLESS STEEL SCREWING HARDWARES.
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ALUMINIUM STRAIGHT PAD TERMINAL
TWIN CONDUCTORS TO FLAT STRAIGHT

Issue No.
Issue Dt.
Doc. Rev. No.
Doc. Rev. Dt.

3
02.01.15
0

A2CFS

MATERIAL OF TERMINAL - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

TERMINAL SUITABLE FOR < 145 kV

HQ@ HOLE 4 Nos.

100 + 10

170 o°
, , \ s
1 [T _T]1 I B!
F%—I R—tnl
Les
EIG-Il EIG-|
H (o w S
H1=110 C1=25.0 C4=44.5 W1=80 S00=100 S3=225 S6=330
H2=14Q C2=32.0 C5=50.0 W2=100 S0=110 S4=250 S7=350
H3=18Q C3=40.0 C6=55.0 W3=120 S1=140 S41=280 S79=390
C9=CUSTOM MADE S$2=200 S5=300 S8=400
S9=450
CATALOG CONDUCTOR DIMENSIONS-mm.
NO. TYPE FIG. RANGE
AA QO mm. T Y J
A2CFS-6 Il Il 10.00 - 16.00 12 60 10
A2CFS-7 Il I 16.00-18.05 12 60 10
A2CFS-9 Il I 18.00-22.26 12 60 10
A2CFS-11B 1,11 I 22.00-26.00 20 74 10
A2CFS-11C 1,1 I 26.00-28.13 20 74 10
A2CFS-13B 1,11 I 28.00-30.15 20 74 10
A2CFS-13C 1,11 I 30.00-32.00 20 74 10
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- ALUMINIUM STRAIGHT PAD TERMINAL
TWIN CONDUCTORS TO FLAT STRAIGHT

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 A2CFS
Doc. Rev. Dt. -
CONDUCTOR
DIMENSIONS-mm.
CAL’;LOG TYPE FIG. RANGE
) AA QD mm. T Y J
A2CFS-15B I | 32.00-34.00 25 84 10
A2CFS-15C | | 34.00-37.00 25 84 10
A2CFS-15D I | 37.00-40.00 25 84 10
A2CFS-16B | | 40.00-43.00 25 94 10
A2CFS-16C I I 43.00-46.63 30 94 10
NOTE:
1) PLEASE ADD SUFFIX H1, H2, H3 AS REQUIRED FOR DIAMETER OF 4 HOLES H DIA. IN THE

TERMINAL FOR e.g. CATALOG NO. OF TERMINAL FOR CONDUCTOR DIA.10.0 TO 16.0mm.
WITH 14mm. HOLE DIA IS A2CFS-6_H2.

2) PLEASE ADD SUFFIX C1,C2----C9 AS REQUIRED FOR CENTRE TO CENTRE DISTANCE OF 4
HOLE IN THE TERMINAL PAD. IN CASE OF CUSTOM MADE PLEASE SPECIFY NUMERICAL
VALUE FOR e.g.
FOR STANDARD ITEMS:
CATALOG NO. OF TERMINAL FOR CONDUCTOR DIA. 10.0 TO 16.0mm. WITH 14mm
HOLE DIA. HOLE TO HOLE CENTRE 50mm. IS A2CFS-6_H2_CS5.
FOR CUSTOM MADE:
CATALOG NO. OF TERMINAL FOR CONDUCTOR DIA. 10.0 TO 16.0mm. WITH 14mm
HOLE DIA. HOLE TO HOLE CENTRE 42mm. IS A2CFS-6_H2_42.

3) PLEASE ADD SUFFIX W1, --W3 AS REQUIRED FOR WIDTH OF TERMINAL. e.g. CATALOG NO. OF
TERMINAL FOR CONDUCTOR DIA. 10.0 TO 16.0 mm. WITH 14mm. HOLE DIA. HOLE TO HOLE
CENTRE 50mm.TERMINAL WIDTH 80mm. IS A2CFS-6_H2_C5_W1.

4) VALUES IN THE CATALOG IS SUITABLE FOR W=80mm. VALUES WILL DIFFER IF W CHANGES.
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- ALUMINIUM STRAIGHT PAD TERMINAL
TWIN CONDUCTORS TO FLAT STRAIGHT

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 A2CFS
Doc. Rev. Dt. -

PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS e.g. CATALOG NO.
OF TERMINAL FOR CONDUCTOR DIA. 10.0 TO 16.0mm. WITH 14mm. HOLE DIA. HOLE TO HOLE
CENTRE 50mm. TERMINAL WIDTH 80mm. WITH STAINLESS STEEL NUT BOLTS IS
A2CFS-6_H2_C5_W1_SS.

PAD MOUNTING HARDWARE IS OBTAINED FROM CATALOG TYPES EHBG, EHNG, EHFG, EHWG
FOR GALVANISED SCREWING HARDWARES AND EHBS, EHNS, EHCNS, EHFS, EHWS FOR
STAINLESS STEEL SCREWING HARDWARES.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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- ALUMINIUM 90 DEGREE PAD TERMINAL
TWIN CONDUCTORS TO FLAT 90 DEGREE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 A2CFL
Doc. Rev. Dt. -

MATERIAL OF TERMINAL - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

TERMINAL SUITABLE FOR <= 145 kV

H@ HOLE 4 Nos.
c2 2

”Ie 4

;t_ T T o
G FIG:
H C w S
H1=11Q C1=25.0 C4=44.5 W1=80 S00=100 S3=225 S6=330
H2=14Q C2=32.0 C5=50.0 W2=100 S0=110 S4=250 S7=350
H3=189 C3=40.0 C6=55.0 W3=120 S1=140 S41=280 S79=390
C9=CUSTOM MADE S2=200 S5=300 S8=400
S9=450
CONDUCTOR
CA-LI:)ITOG FIG. TYPE RANGE DIMENSIONS-mm.
AA O mm. X T Y J
A2CFL-6 Il Il 10.00 - 16.00 73 12 60 10
A2CFL-7 Il | 16.00 - 18.05 73 12 60 10
A2CFL-9 Il | 18.00 - 22.26 73 12 60 10
A2CFL-11B | | 22.00 - 26.00 81 20 74 10

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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- ALUMINIUM 90 DEGREE PAD TERMINAL
TWIN CONDUCTORS TO FLAT 90 DEGREE

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 A2CFL
Doc. Rev. Dt. -
CONDUCTOR
DIMENSIONS-mm.
CAL‘;LOG TYPE FIG. RANGE
) AA D mm. X T Y J
A2CFL-11C I I 26.00 - 28.13 81 20 74 10
A2CFL-13B I I 28.00 - 30.15 81 20 74 10
A2CFL-13C I I 30.00 - 32.00 81 20 74 10
A2CFL-15B I I 32.00 - 34.00 102 25 84 10
A2CFL-15C I I 34.00 - 37.00 102 25 84 10
A2CFL-15D I I 37.00 - 40.00 102 25 84 10
A2CFL-16B I I 40.00 - 43.00 102 25 94 10
A2CFL-16C I I 43.00 - 46.63 107 30 94 10
NOTE:
1) PLEASE ADD SUFFIX H1, H2, H3 AS REQUIRED FOR DIAMETER OF 4 HOLES H DIA. IN THE

TERMINAL FOR e.g. CATALOG NO. OF TERMINAL FOR CONDUCTOR DIA.10.0 TO 16.0mm.
WITH 14mm. HOLE DIA IS A2CFL-6_H2.

2) PLEASE ADD SUFFIX C1,C2----C9 AS REQUIRED FOR CENTRE TO CENTRE DISTANCE OF 4
HOLE IN THE TERMINAL PAD. IN CASE OF CUSTOM MADE PLEASE SPECIFY NUMERICAL
VALUE FOR e.g.
FOR STANDARD ITEMS:
CATALOG NO. OF TERMINAL FOR CONDUCTOR DIA. 10.0 TO 16.0mm. WITH 14mm
HOLE DIA. HOLE TO HOLE CENTRE 50mm. IS A2CFL-6_H2_CS5.
FOR CUSTOM MADE:
CATALOG NO. OF TERMINAL FOR CONDUCTOR DIA. 10.0 TO 16.0mm. WITH 14mm
HOLE DIA. HOLE TO HOLE CENTRE 42mm. IS A2CFL-6_H2_42.

3) PLEASE ADD SUFFIX W1, --W3 AS REQUIRED FOR WIDTH OF TERMINAL. e.g. CATALOG NO. OF
TERMINAL FOR CONDUCTOR DIA. 10.0 TO 16.0 mm. WITH 14mm. HOLE DIA. HOLE TO HOLE
CENTRE 50mm.TERMINAL WIDTH 80mm. IS A2CFL-6_H2_C5_W1.

4) VALUES IN THE CATALOG IS SUITABLE FOR W=80mm. VALUES WILL DIFFER IF W CHANGES.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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- ALUMINIUM 90 DEGREE PAD TERMINAL
TWIN CONDUCTORS TO FLAT 90 DEGREE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 A2CFL
Doc. Rev. Dt. -

5)

6)

PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS e.g. CATALOG NO. OF
TERMINAL FOR CONDUCTOR DIA. 10.0 TO 16.0mm. WITH 14mm. HOLE DIA. HOLE TO HOLE CENTRE
50mm.TERMINAL WIDTH 80mm. WITH STAINLESS STEEL NUT BOLTS IS A2CFL-6_H2_C5_W1_SS.

PAD MOUNTING HARDWARE IS OBTAINED FROM CATALOG TYPES EHBG, EHNG, EHFG, EHWG FOR
GALVANISED SCREWING HARDWARES. AND EHBS, EHNS, EHCNS,EHFS, EHWS FOR STAINLESS STEEL

SCREWING HARDWARES.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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ALUMINIUM UNIVERSAL BOLT TERMINAL
CONDUCTOR TO STUD

Issue No.
Issue Dt.
Doc. Rev. No.
Doc. Rev. Dt.

3
0
0

2.01.15

EAUSC

MATERIAL OF TERMINAL - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED

TERMINAL SUITABLE FOR< 145KV

CATALOG No. | FIG. STUD DIA. CONDUCTOR RANGE DIMENSIONS - mm.

TYPE ESd mm. AAG mm. L w1 w2 J
EAUSC-000 A-ll 16.00 - 18.00 10.00 - 16.00 130 60 60 10
EAUSC - 00 A-ll 16.00 - 18.00 16.00 - 18.00 130 60 60 10
EAUSC- 0 A-ll 16.00 - 18.00 18.00 - 22.26 130 60 60 10
EAUSC - 1 A-ll 18.10 - 20.00 10.00 - 16.00 130 60 60 10
EAUSC - 2 A-l 18.10 - 20.00 16.00 - 18.05 130 60 60 10
EAUSC - 3 A-l 18.10 - 20.00 18.00 - 22.26 130 60 60 10
EAUSC - 4 A-ll 20.10 - 22.00 10.00 - 16.00 130 60 74 10
EAUSC - 5 A-l 20.10 - 22.00 16.00 - 18.05 130 60 74 10
EAUSC - 6 A-l 20.10 - 22.00 18.00 - 22.26 130 60 74 10
EAUSC - 7 B 20.10 - 22.00 22.00 - 26.00 150 74 74 10
EAUSC - 8 B 20.10 - 22.00 26.00 - 28.13 150 74 74 10
EAUSC - 9 B 20.10 - 22.00 28.00 - 30.15 150 74 74 10
EAUSC- 10 B 20.10 - 22.00 30.00 - 32.00 150 74 74 10
EAUSC -1 A-ll 22.10-24.00 10.00 - 16.00 130 60 74 10
EAUSC -12 A-l 22.10-24.00 16.00 - 18.05 130 60 74 10
EAUSC -13 A-l 22.10-24.00 18.00 - 22.26 130 60 74 10
EAUSC -14 B 22.10-24.00 22.00 - 26.00 150 74 74 10

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
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ALUMINIUM UNIVERSAL BOLT TERMINAL
CONDUCTOR TO STUD

Issue No. 3
Doc. Rev. Dt. -
CATALOG No. FIG. STUD DIA. CONDUCTOR RANGE DIMENSIONS - mm.
TYPE EG mm. AAG mm. L w1 w2 J
EAUSC-15 B 22.10 - 24.00 26.00 - 28.13 150 74 74 10
EAUSC-16 B 22.10 - 24.00 28.00 - 30.15 150 74 74 10
EAUSC-17 B 22.10 - 24.00 30.00 - 32.00 150 74 74 10
EAUSC-18 A-ll 24.10 - 26.00 10.00 - 16.00 130 60 74 10
EAUSC-19 A-l 24.10 - 26.00 16.00 - 18.05 130 60 74 10
EAUSC-20 A-l 24.10 - 26.00 18.00 - 22.26 130 60 74 10
EAUSC-21 B 24.10 - 26.00 22.00 - 26.00 150 74 74 10
EAUSC-22 B 24.10 - 26.00 26.00 - 28.13 150 74 74 10
EAUSC-23 B 24.10 - 26.00 28.00 - 30.15 150 74 74 10
EAUSC-24 B 24.10 - 26.00 30.00 - 32.00 150 74 74 10
EAUSC-25 A-ll 26.10 - 28.00 10.00 - 16.00 130 60 74 10
EAUSC-26 A-l 26.10 - 28.00 16.00 - 18.05 130 60 74 10
EAUSC-27 A-l 26.10 - 28.00 18.00 - 22.26 130 60 74 10
EAUSC-28 B 26.10 - 28.00 22.00 - 26.00 150 74 74 10
EAUSC-29 B 26.10 - 28.00 26.00 - 28.13 150 74 74 10
EAUSC-30 B 26.10 - 28.00 28.00 - 30.15 150 74 74 10
EAUSC-31 B 26.10 - 28.00 30.00 - 32.00 150 74 74 10
EAUSC-32 A-ll 28.10 - 30.000 10.00 - 16.00 130 60 74 10
EAUSC-33 A-l 28.10 - 30.00 16.00 - 18.05 130 60 74 10
EAUSC-34 A-l 28.10 - 30.00 18.00 - 22.26 130 60 74 10
EAUSC-35 B 28.00 - 30.00 22.00 - 26.00 150 74 74 10
EAUSC-36 B 28.10 - 30.00 26.00 - 28.13 150 74 74 10
EAUSC-37 B 28.10 - 30.00 28.00 - 30.15 150 74 74 10
EAUSC-38 B 28.10 - 30.00 30.00 - 32.00 150 74 74 10
EAUSC-39 A-ll 30.10 - 32.00 10.00 - 16.00 130 60 74 10
EAUSC-40 A-l 30.10 - 32.00 16.00 - 18.05 130 60 74 10
EAUSC-41 A-l 30.10 - 32.00 18.00 - 22.26 130 60 74 10
EAUSC-42 B 30.10 - 32.00 22.00 - 26.00 150 74 74 10
EAUSC-43 B 30.10 - 32.00 26.00 - 28.13 150 74 74 10
EAUSC-44 B 30.10 - 32.00 28.00 - 30.15 150 74 74 10
EAUSC-45 B 30.10 - 32.00 30.00 - 32.00 150 74 74 10
EAUSC-46 A-ll 32.10 - 34.00 10.00 - 16.00 146 60 84 10
EAUSC-47 A-l 32.10 - 34.00 16.00 - 18.05 146 60 84 10
EAUSC-48 A-l 32.10 - 34.00 18.00 - 22.26 146 60 84 10
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ALUMINIUM UNIVERSAL BOLT TERMINAL
CONDUCTOR TO STUD

Issue No. 3

Issue Dt. 02.01.15 EAUSC

Doc. Rev. No. 0

Doc. Rev. Dt. -

CATALOG No. FIG. STUD DIA. CONDUCTOR RANGE DIMENSIONS - mm.
TYPE EG mm. AAG mm. L w1 w2 J

EAUSC-49 B 32.10 - 34.00 22.00 - 26.00 166 74 84 10
EAUSC-50 B 32.10 - 34.00 26.00 - 28.13 166 74 84 10
EAUSC-51 B 32.10 - 34.00 28.00 - 30.15 166 74 84 10
EAUSC-52 B 32.10 - 34.00 30.00 - 32.00 166 74 84 10
EAUSC-53 A-ll 34.10 - 36.00 10.00 - 16.00 146 60 84 10
EAUSC-54 A-l 34.10 - 36.00 16.00 - 18.05 146 60 84 10
EAUSC-55 A-l 34.10 - 36.00 18.00 - 22.26 146 60 84 10
EAUSC-56 B 34.10 - 36.00 22.00 - 26.00 166 74 84 10
EAUSC-57 B 34.10 - 36.00 26.00 - 28.13 166 74 84 10
EAUSC-58 B 34.10 - 36.00 28.00 - 30.15 166 74 84 10
EAUSC-59 B 34.10 - 36.00 30.00 - 32.00 166 74 84 10
EAUSC-60 A-ll 36.10 - 38.00 10.00 - 16.00 146 60 84 10
EAUSC-61 A-l 36.10 - 38.00 16.00 - 18.05 146 60 84 10
EAUSC-62 A-l 36.10 - 38.00 18.00 - 22.26 146 60 84 10
EAUSC-63 B 36.10 - 38.00 22.00 - 26.00 166 74 84 10
EAUSC-64 B 36.10 - 38.00 26.00 - 28.13 166 74 84 10
EAUSC-65 B 36.10 - 38.00 28.00 - 30.15 166 74 84 10
EAUSC-66 B 36.10 - 38.00 30.00 - 32.00 166 74 84 10
EAUSC-67 A-ll 38.10-40.00 10.00 - 16.00 146 60 84 10
EAUSC-68 A-l 38.10 - 40.00 16.00 - 18.05 146 60 84 10
EAUSC-69 A-l 38.10-40.00 18.00 - 22.26 146 60 84 10
EAUSC-70 B 38.10 - 40.00 22.00 - 26.00 166 74 84 10
EAUSC-71 B 38.10-40.00 26.00 - 28.13 166 74 84 10
EAUSC-72 B 38.10 - 40.00 28.00 - 30.15 166 74 84 10
EAUSC-73 B 38.10-40.00 30.00 - 32.00 166 74 84 10
EAUSC-74 A-ll 40.10 - 42.00 10.00 - 16.00 146 60 94 10
EAUSC-75 A-l 40.10 - 42.00 16.00 - 18.05 146 60 94 10
EAUSC-76 A-l 40.10-42.00 18.00 - 22.26 146 60 94 10
EAUSC-77 B 40.10 - 42.00 22.00 - 26.00 166 74 94 10
EAUSC-78 B 40.10 - 42.00 26.00 - 28.13 166 74 94 10
EAUSC-79 B 40.10 - 42.00 28.00 - 30.15 166 74 94 10
EAUSC-80 B 40.10 - 42.00 30.00 - 32.00 166 74 94 10
EAUSC-81 A-ll 42.10 - 44.00 10.00 - 16.00 146 60 94 10
EAUSC-82 A-l 42.10 - 44.00 16.00 - 18.05 146 60 94 10
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ALUMINIUM UNIVERSAL BOLT TERMINAL
CONDUCTOR TO STUD

Issue No. 3

Doc. Rev. Dt. -

CATALOG No. FIG. STUD DIA. CONDUCTOR RANGE DIMENSIONS - mm.

TYPE EG mm. AAG mm. L w1 w2 J

EAUSC-83 A-l 42.10 - 44.00 18.00 - 22.26 146 60 94 10
EAUSC-84 B 42.10 - 44.00 22.00 - 26.00 166 74 94 10
EAUSC-85 B 42.10 - 44.00 26.00 - 28.13 166 74 94 10
EAUSC-86 B 42.10 - 44.00 28.00 - 30.15 166 74 94 10
EAUSC-87 B 42.10 - 44.00 30.00 - 32.00 166 74 94 10
EAUSC-88 A-ll 44.10 - 46.00 10.00 - 16.00 146 60 94 10
EAUSC-89 A-l 44,10 - 46.00 16.00 - 18.05 146 60 94 10
EAUSC-90 A-l 44.10 - 46.00 18.00 - 22.26 146 60 94 10
EAUSC-91 B 4410 - 46.00 22.00 - 26.00 166 74 94 10
EAUSC-92 B 44.10 - 46.00 26.00 - 28.13 166 74 94 10
EAUSC-93 B 4410 - 46.00 28.00 - 30.15 166 74 94 10
EAUSC-94 B 44.10 - 46.00 30.00 - 32.00 166 74 94 10
EAUSC-95 A-ll 46.10 - 48.00 10.00 - 16.00 146 60 94 10
EAUSC-96 A-l 46.10 - 48.00 16.00 - 18.05 146 60 94 10
EAUSC-97 A-l 46.10 - 48.00 18.00 - 22.26 146 60 94 10
EAUSC-98 B 46.10 - 48.00 22.00 - 26.00 166 74 94 10
EAUSC-99 B 46.10 - 48.00 26.00 - 28.13 166 74 94 10
EAUSC-100 B 46.10 - 48.00 28.00 - 30.15 166 74 94 10
EAUSC-101 B 46.10 - 48.00 30.00 - 32.00 166 74 94 10
EAUSC-102 A-ll 48.10 - 50.00 10.00 - 16.00 146 60 94 10
EAUSC-103 A-l 48.10 - 50.00 16.00 - 18.05 146 60 94 10
EAUSC-104 A-l 48.10 - 50.00 18.00 - 22.26 146 60 94 10
EAUSC-105 B 48.10 - 50.00 22.00 - 26.00 166 74 94 10
EAUSC-106 B 48.10 - 50.00 26.00 - 28.13 166 74 94 10
EAUSC-107 B 48.10 - 50.00 28.00 - 30.15 166 74 94 10
EAUSC-108 B 48.10 - 50.00 30.00 - 32.00 166 74 94 10

NOTE:

1) TO SPECIFY USE OF BIMETALLIC SLEEVE, ADD SUFFIX BMAS REQUIRED. e.g. CATALOG NO. OF

TERMINAL WITH BIMETALLIC SLEEVE SUITABLE FOR 30 @ CU STUD & FOR CONDUCTOR
DIA.10.0TO 16.0 mm. IS EAUSC-32_BM

2) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS e.g. CATALOG NO.
OF TERMINAL FOR STUD DIA. 48.00-50.00 & CONDUCTOR DIA. 30.00-32.00 WITH STAINLESS
STEELNUTBOLTS ISEAUSC-108_SS

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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ALUMINIUM STUD TERMINAL
STUD TO CABLE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EADSC
Doc. Rev. Dt. -

MATERIAL OF TERMINAL - ALUMINIUMALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6). MATERIAL
OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER SPRING STEEL
ELECTRO GALVANISED.

TERMINAL SUITABLE FOR < 145 KV

L W2
CATALOG NO. STUD DIA. CONDUCTOR RANGE DIMENSIONS-mm.

EG mm. AAG mm. L w1 w2 J

EADSC-1 18.10-20.00 10.00-16.00 136 60 60 10
EADSC-2 18.10-20.00 16.00-18.05 136 60 60 10
EADSC-3 18.10-20.00 18.00-22.26 136 60 60 10
EADSC-4 20.10-22.00 10.00-16.00 136 60 60 10
EADSC-5 20.10-22.00 16.00-18.05 136 60 60 10
EADSC-6 20.10-22.00 18.00-22.26 136 60 60 10
EADSC-7 20.10-22.00 22.00-26.00 136 74 60 10
EADSC-8 20.10-22.00 26.00-28.13 136 74 60 10
EADSC-9 20.10-22.00 28.00-30.15 136 74 60 10
EADSC-10 20.10-22.00 30.00-32.00 136 74 60 10
EADSC-11 20.10-22.00 32.00-34.00 152 84 60 10
EADSC-12 20.10-22.00 34.00-37.00 152 84 60 10
EADSC-13 20.10-22.00 37.00-40.00 152 84 60 10
EADSC-14 20.10-22.00 40.00-43.00 152 94 60 10

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
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ALUMINIUM STUD TERMINAL
STUD TO CABLE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EADSC

Doc. Rev. Dt. -

CATALOG NO. STUD DIA. CONDUCTOR RANGE DIMENSIONS-mm.
EG mm. AAG mm. L w1 w2 J

EADSC-15 20.10-22.00 43.00-46.63 152 94 60 10
EADSC-16 22.10-24.00 10.00-16.00 136 60 74 10
EADSC-17 22.10-24.00 16.00-18.05 136 60 74 10
EADSC-18 22.10-24.00 18.00-22.26 136 60 74 10
EADSC-19 22.10-24.00 22.00-26.00 136 74 74 10
EADSC-20 22.10-24.00 26.00-28.13 136 74 74 10
EADSC-21 22.10-24.00 28.00-30.15 136 74 74 10
EADSC-22 22.10-24.00 30.00-32.00 136 74 74 10
EADSC-23 22.10-24.00 32.00-34.00 152 84 74 10
EADSC-24 22.10-24.00 34.00-37.00 152 84 74 10
EADSC-25 22.10-24.00 37.00-40.00 152 84 74 10
EADSC-26 22.10-24.00 40.00-43.00 152 94 74 10
EADSC-27 22.10-24.00 43.00-46.63 152 94 74 10
EADSC-28 24.10-26.00 10.00-16.00 136 60 74 10
EADSC-29 24.10-26.00 16.00-18.05 136 60 74 10
EADSC-30 24.10-26.00 18.00-22.26 136 60 74 10
EADSC-31 24.10-26.00 22.00-26.00 136 74 74 10
EADSC-32 24.10-26.00 26.00-28.13 136 74 74 10
EADSC-33 24.10-26.00 28.00-30.15 136 74 74 10
EADSC-34 24.10-26.00 30.00-32.00 136 74 74 10
EADSC-35 24.10-26.00 32.00-34.00 152 84 74 10
EADSC-36 24.10-26.00 34.00-37.00 152 84 74 10
EADSC-37 24.10-26.00 37.00-40.00 152 84 74 10
EADSC-38 24.10-26.00 40.00-43.00 152 94 74 10
EADSC-39 24.10-26.00 43.00-46.63 152 94 74 10
EADSC-40 26.10-28.00 10.00-16.00 136 60 74 10
EADSC-41 26.10-28.00 16.00-18.05 136 60 74 10
EADSC-42 26.10-28.00 18.00-22.26 136 60 74 10
EADSC-43 26.10-28.00 22.00-26.00 136 74 74 10
EADSC-44 26.10-28.00 26.00-28.13 136 74 74 10
EADSC-45 26.10-28.00 28.00-30.15 136 74 74 10
EADSC-46 26.10-28.00 30.00-32.00 136 74 74 10
EADSC-47 26.10-28.00 32.00-34.00 152 84 74 10
EADSC-48 26.10-28.00 34.00-37.00 152 84 74 10
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ALUMINIUM STUD TERMINAL
STUD TO CABLE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EADSC

Doc. Rev. Dt. -

CATALOG NO. STUD DIA. CONDUCTOR RANGE DIMENSIONS-mm.
EG mm. AAG mm. L w1 w2 J

EADSC-49 26.10-28.00 37.00-40.00 152 84 74 10
EADSC-50 26.10-28.00 40.00-43.00 152 94 74 10
EADSC-51 26.10-28.00 43.00-46.63 152 94 74 10
EADSC-52 26.10-28.00 10.00-16.00 136 60 74 10
EADSC-53 28.10-30.00 16.00-18.05 136 60 74 10
EADSC-54 28.10-30.00 18.00-22.26 136 60 74 10
EADSC-55 28.10-30.00 22.00-26.00 136 74 74 10
EADSC-56 28.10-30.00 26.00-28.13 136 74 74 10
EADSC-57 28.10-30.00 28.00-30.15 136 74 74 10
EADSC-58 28.10-30.00 30.00-32.00 136 74 74 10
EADSC-59 28.10-30.00 32.00-34.00 152 84 74 10
EADSC-60 28.10-30.00 34.00-37.00 152 84 74 10
EADSC-61 28.10-30.00 37.00-40.00 152 84 74 10
EADSC-62 28.10-30.00 40.00-43.00 152 94 74 10
EADSC-63 28.10-30.00 43.00-46.63 152 94 74 10
EADSC-64 30.10-32.00 10.00-16.00 136 60 74 10
EADSC-65 30.10-32.00 16.00-18.05 136 60 74 10
EADSC-66 30.10-32.00 18.00-22.26 136 60 74 10
EADSC-67 30.10-32.00 22.00-26.00 136 74 74 10
EADSC-68 30.10-32.00 26.00-28.13 136 74 74 10
EADSC-69 30.10-32.00 28.00-30.15 136 74 74 10
EADSC-70 30.10-32.00 30.00-32.00 136 74 74 10
EADSC-71 30.10-32.00 32.00-34.00 152 84 74 10
EADSC-72 30.10-32.00 34.00-37.00 152 84 74 10
EADSC-73 30.10-32.00 37.00-40.00 152 84 74 10
EADSC-74 30.10-32.00 40.00-43.00 152 94 74 10
EADSC-75 30.10-32.00 43.00-46.63 152 94 74 10
EADSC-76 32.10-34.00 10.00-16.00 152 60 84 10
EADSC-77 32.10-34.00 16.00-18.05 152 60 84 10
EADSC-78 32.10-34.00 18.00-22.26 152 60 84 10
EADSC-79 32.10-34.00 22.00-26.00 152 74 84 10
EADSC-80 32.10-34.00 26.00-28.13 152 74 84 10
EADSC-81 32.10-34.00 28.00-30.15 152 74 84 10
EADSC-82 32.10-34.00 30.00-32.00 152 74 84 10
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ALUMINIUM STUD TERMINAL
STUD TO CABLE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EADSC

Doc. Rev. Dt. -

CATALOG NO. STUD DIA. CONDUCTOR RANGE DIMENSIONS-mm.
EG mm. AAG mm. L w1 w2 J

EADSC-83 32.10-34.00 32.00-34.00 168 84 84 10
EADSC-84 32.10-34.00 34.00-37.00 168 84 84 10
EADSC-85 32.10-34.00 37.00-40.00 168 84 84 10
EADSC-86 32.10-34.00 40.00-43.00 168 94 84 10
EADSC-87 32.10-34.00 43.00-46.63 168 94 84 10
EADSC-88 34.10-36.00 10.00-16.00 152 60 84 10
EADSC-89 34.10-36.00 16.00-18.05 152 60 84 10
EADSC-90 34.10-36.00 18.00-22.26 152 60 84 10
EADSC-91 34.10-36.00 22.00-26.00 152 74 84 10
EADSC-92 34.10-36.00 26.00-28.13 152 74 84 10
EADSC-93 34.10-36.00 28.00-30.15 152 74 84 10
EADSC-94 34.10-36.00 30.00-32.00 152 74 84 10
EADSC-95 34.10-36.00 32.00-34.00 168 84 84 10
EADSC-96 34.10-36.00 34.00-37.00 168 84 84 10
EADSC-97 34.10-36.00 37.00-40.00 168 84 84 10
EADSC-98 34.10-36.00 40.00-43.00 168 94 84 10
EADSC-99 34.10-36.00 43.00-46.63 168 94 84 10
EADSC-100 36.10-38.00 10.00-16.00 152 60 84 10
EADSC-101 36.10-38.00 16.00-18.05 152 60 84 10
EADSC-102 36.10-38.00 18.00-22.26 152 60 84 10
EADSC-103 36.10-38.00 22.00-26.00 152 74 84 10
EADSC-104 36.10-38.00 26.00-28.13 152 74 84 10
EADSC-105 36.10-38.00 28.00-30.15 152 74 84 10
EADSC-106 36.10-38.00 30.00-32.00 152 74 84 10
EADSC-107 36.10-38.00 32.00-34.00 168 84 84 10
EADSC-108 36.10-38.00 34.00-37.00 168 84 84 10
EADSC-109 36.10-38.00 37.00-40.00 168 84 84 10
EADSC-110 36.10-38.00 40.00-43.00 168 94 84 10
EADSC-111 36.10-38.00 43.00-46.63 168 94 84 10
EADSC-112 38.10-40.00 10.00-16.00 152 60 84 10
EADSC-113 38.10-40.00 16.00-18.05 152 60 84 10
EADSC-114 38.10-40.00 18.00-22.26 152 60 84 10
EADSC-115 38.10-40.00 22.00-26.00 152 74 84 10
EADSC-116 38.10-40.00 26.00-28.13 152 74 84 10
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ALUMINIUM STUD TERMINAL
STUD TO CABLE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EADSC

Doc. Rev. Dt. -

CATALOG NO. STUD DIA. CONDUCTOR RANGE DIMENSIONS-mm.
EG mm. AAG mm. L w1 w2 J

EADSC-117 38.10-40.00 28.00-30.15 152 74 84 10
EADSC-118 38.10-40.00 30.00-32.00 152 74 84 10
EADSC-119 38.10-40.00 32.00-34.00 168 84 84 10
EADSC-120 38.10-40.00 34.00-37.00 168 84 84 10
EADSC-121 38.10-40.00 37.00-40.00 168 84 84 10
EADSC-122 38.10-40.00 40.00-43.00 168 94 84 10
EADSC-123 38.10-40.00 43.00-46.63 168 94 84 10
EADSC-124 38.10-42.00 10.00-16.00 152 60 94 10
EADSC-125 40.10-42.00 16.00-18.05 152 60 94 10
EADSC-126 40.10-42.00 18.00-22.26 152 60 94 10
EADSC-127 40.10-42.00 22.00-26.00 152 74 94 10
EADSC-128 40.10-42.00 26.00-28.13 152 74 94 10
EADSC-129 40.10-42.00 28.00-30.15 152 74 94 10
EADSC-130 40.10-42.00 30.00-32.00 152 74 94 10
EADSC-131 40.10-42.00 32.00-34.00 168 84 94 10
EADSC-132 40.10-42.00 34.00-37.00 168 84 94 10
EADSC-133 40.10-42.00 37.00-40.00 168 84 94 10
EADSC-134 40.10-42.00 40.00-43.00 168 94 94 10
EADSC-135 40.10-42.00 43.00-46.63 168 94 94 10
EADSC-136 42.10-44.00 10.00-16.00 152 60 94 10
EADSC-137 42.10-44.00 16.00-18.05 152 60 94 10
EADSC-138 42.10-44.00 18.00-22.26 152 60 94 10
EADSC-139 42.10-44.00 22.00-26.00 152 74 94 10
EADSC-140 42.10-44.00 26.00-28.13 152 74 94 10
EADSC-141 42.10-44.00 28.00-30.15 152 74 94 10
EADSC-142 42.10-44.00 30.00-32.00 152 74 94 10
EADSC-143 42.10-44.00 32.00-34.00 168 84 94 10
EADSC-144 42.10-44.00 34.00-37.00 168 84 94 10
EADSC-145 42.10-44.00 37.00-40.00 168 84 94 10
EADSC-146 42.10-44.00 40.00-43.00 168 94 94 10
EADSC-147 42.10-44.00 43.00-46.63 168 94 94 10
EADSC-148 44.10-46.00 10.00-16.00 152 60 94 10
EADSC-149 44.10-46.00 16.00-18.05 152 60 94 10
EADSC-150 44.10-46.00 18.00-22.26 152 60 94 10
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CATALOG NO. STUD DIA. CONDUCTOR RANGE DIMENSIONS-mm.
EG mm. AAG mm. L w1 w2 J

EADSC-151 44.10-46.00 22.00-26.00 152 74 94 10
EADSC-152 44.10-46.00 26.00-28.13 152 74 94 10
EADSC-153 44.10-46.00 28.00-30.15 152 74 94 10
EADSC-154 44.10-46.00 30.00-32.00 152 74 94 10
EADSC-155 44.10-46.00 32.00-34.00 168 84 94 10
EADSC-156 44.10-46.00 34.00-37.00 168 84 94 10
EADSC-157 44.10-46.00 37.00-40.00 168 84 94 10
EADSC-158 44.10-46.00 40.00-43.00 168 94 94 10
EADSC-159 44.10-46.00 43.00-46.63 168 94 94 10
EADSC-160 46.10-48.00 10.00-16.00 152 60 94 10
EADSC-161 46.10-48.00 16.00-18.05 152 60 94 10
EADSC-162 46.10-48.00 18.00-22.26 152 60 94 10
EADSC-163 46.10-48.00 22.00-26.00 152 74 94 10
EADSC-164 46.10-48.00 26.00-28.13 152 74 94 10
EADSC-165 46.10-48.00 28.00-30.15 152 74 94 10
EADSC-166 46.10-48.00 30.00-32.00 152 74 94 10
EADSC-167 46.10-48.00 32.00-34.00 168 84 94 10
EADSC-168 46.10-48.00 34.00-37.00 168 84 94 10
EADSC-169 46.10-48.00 37.00-40.00 168 84 94 10
EADSC-170 46.10-48.00 40.00-43.00 168 94 94 10
EADSC-171 46.10-48.00 43.00-46.63 168 94 94 10
EADSC-172 48.10-50.00 10.00-16.00 152 60 94 10
EADSC-173 48.10-50.00 16.00-18.05 152 60 94 10
EADSC-174 48.10-50.00 18.00-22.26 152 60 94 10
EADSC-175 48.10-50.00 22.00-26.00 152 74 94 10
EADSC-176 48.10-50.00 26.00-28.13 152 74 94 10
EADSC-177 48.10-50.00 28.00-30.15 152 74 94 10
EADSC-178 48.10-50.00 30.00-32.00 152 74 94 10
EADSC-179 48.10-50.00 32.00-34.00 168 84 94 10
EADSC-180 48.10-50.00 34.00-37.00 168 84 94 10
EADSC-181 48.10-50.00 37.00-40.00 168 84 94 10
EADSC-182 48.10-50.00 40.00-43.00 168 94 94 10
EADSC-183 48.10-50.00 43.00-46.63 168 94 94 10
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ALUMINIUM STUD TERMINAL
STUD TO CABLE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EADSC
Doc. Rev. Dt. -

NOTE :

1) TO SPECIFY USE OF BIMETALLIC SLEEVE, ADD SUFFIX BMAS REQUIRED. e.g. CATALOG NO. OF
TERMINAL WITH BIMETALLIC SLEEVE SUITABLE FOR 30 @ CU STUD & FOR CONDUCTOR
DIA.10.0 TO 16.0mm. IS EADSC-52_BM

2) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g.CATALOG
NO.OF 300 CUSTUD & FORCONDUCTORDIA.10.0TO 16.0mm.ISEADSC_52_BM_SS
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ALUMINIUM UNIVERSAL BOLT TERMINAL
CONDUCTOR TO UNIVERSAL THREADED STUD/BOLT

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EAUCF
Doc. Rev. Dt. -

MATERIAL OF TERMINAL - ALUMINIUMALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6). MATERIAL
OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER SPRING STEEL
ELECTRO GALVANISED.

TERMINAL SUITABLE FOR < 145 KV

HOLES TO SUIT THREADED
STUD / BOLT SIZEM

TYPE-| TYPE-II

3>

60

%
»
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O
| = LR
:E P ng g
AR
= !
¢ |
NOTE FOR FIG. NO. A : FOR CHANGE OF CONDUCTOR
TAKEOFF. PLEASE ROTATE GRIPPER 90°
THREADED STUD SIZE
M
M10 M16 M25
M12 M20 M30
M14 M22
CATALOG NO. FIG. TYPE CONDUCTOR RANGE DIMENSIONS - mm.
AAG mm. T Y C J
EAUCF - 6 A-ll 10.00 - 16.00 12 60 60 10
EAUCF - 7 A-l 16.00 - 18.05 12 60 60 10
EAUCF - 9 A-l 18.00 - 22.26 12 60 60 10
EAUCF-11B B 22.00 - 26.00 12 74 60 10
EAUCF-11C B 26.00 - 28.13 12 74 60 10
EAUCF-13B B 28.00 - 30.15 12 74 60 10
EAUCF-13C B 30.00 - 32.00 12 74 60 10
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ALUMINIUM UNIVERSAL BOLT TERMINAL
CONDUCTOR TO UNIVERSAL THREADED STUD/BOLT

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EAUCF
Doc. Rev. Dt. -

NOTE:

1) PLEASE ADD SUFFIX BM FOR CLAMPS WITH CU-AL BIMETAL WASHER FOR USE AT CU/AL,
BRASS/AL METAL JOINT. FOR eg. CATALOG NO. OF TERMINAL SUITABLE FOR CONDUCTOR DIA.
10.00-16.00 & THREADED STUD SIZE M20 WITH BIMETAL WASHER IS EAUCF-6_M20_BM

2) PLEASE ADD SUFFIX FOR THREADED STUD SIZE. FOR e.g. CATALOG NO. OF TERMINAL
SUITABLE FOR CONDUCTOR DIA. 10.00-16.00 mm & THREDED STUD SIZE M20 IS EAUCF-6_M20.

3) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS EXAMPLE CATALOG
NO. OF 30.00/32.00 CONDUCTOR TO THREADED STUD IS EAUCF-13C_SS

4) CU-ALBIMETALWASHERS ARE OBTAINED FROM CATALOG TYPE EBMW
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- ALUMINIUM STUD TERMINAL
STUD TO TWIN CABLES IN LINE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 ADS2C
Doc. Rev. Dt. -

MATERIAL OF TERMINAL - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

TERMINAL SUITABLE FOR < 145 KV

| S |
I I
VoA T T T v
b 7 7N 4
@ @ 6|
7 o 27
AA QD AA D
S+W1

w2 | | W1

)+ (]
[ I~ — U

S
§2=200 S$5=300 S8=400
S3=225 S6=330 S9=450

S4=250 S7=350
S41=280 S79=390
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STUD TO TWIN CABLES IN LINE
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Issue Dt. 02.01.15

Doc. Rev. No. 0 ADS2C
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CATALOG NO. STUD DIA. CONDUCTOR RANGE DIMENSIONS-mm.
EQ mm. AA Q. mm. w1 w2 J

ADS2C-1 18.10-20.00 10.00 - 16.00 60 60 10
ADS2C-2 18.10-20.00 16.00 - 18.05 60 60 10
ADS2C-3 18.10-20.00 18.00 - 22.26 60 60 10
ADS2C-4 20.10 - 22.00 10.00 - 16.00 60 60 10
ADS2C-5 20.10 - 22.00 16.00 - 18.05 60 60 10
ADS2C-6 20.10-22.00 18.00 - 22.26 60 60 10
ADS2C-7 20.10-22.00 22.00 - 26.00 74 60 10
ADS2C-8 20.10-22.00 26.00 - 28.13 74 60 10
ADS2C-9 20.10 - 22.00 28.00 - 30.15 74 60 10
ADS2C-10 20.10 - 22.00 30.00 - 32.00 74 60 10
ADS2C-11 20.10 - 22.00 32.00 - 34.00 84 60 10
ADS2C-12 20.10 - 22.00 34.00 - 37.00 84 60 10
ADS2C-13 20.10 - 22.00 37.00 - 40.00 84 60 10
ADS2C-14 20.10 - 22.00 40.00 - 43.00 94 60 10
ADS2C-15 20.10 - 22.00 43.00 - 46.63 94 60 10
ADS2C-16 22.10-24.00 10.00 - 16.00 60 74 10
ADS2C-17 22.10-24.00 16.00 - 18.05 60 74 10
ADS2C-18 22.10-24.00 18.00 - 22.26 60 74 10
ADS2C-19 22.10 - 24.00 22.00 - 26.00 74 74 10
ADS2C-20 22.10-24.00 26.00 - 28.13 74 74 10
ADS2C-21 22.10 - 24.00 28.00 - 30.15 74 74 10
ADS2C-22 22.10-24.00 30.00 - 32.00 74 74 10
ADS2C-23 22.10 - 24.00 32.00 - 34.00 84 74 10
ADS2C-24 22.10 - 24.00 34.00 - 37.00 84 74 10
ADS2C-25 22.10-24.00 37.00 - 40.00 84 74 10
ADS2C-26 22.10-24.00 40.00 - 43.00 94 74 10
ADS2C-27 22.10-24.00 43.00 - 46.63 94 74 10
ADS2C-28 24.10 - 26.00 10.00 - 16.00 60 74 10
ADS2C-29 24.10 - 26.00 16.00 - 18.05 60 74 10
ADS2C-30 24.10 - 26.00 18.00 - 22.26 60 74 10
ADS2C-31 24.10 - 26.00 22.00 - 26.00 74 74 10

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795

E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in




A 26
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CATALOG NO. STUD DIA. CONDUCTOR RANGE DIMENSIONS-mm.
EQ mm. AA Q. mm. w1 w2 J

ADS2C-32 24.10 - 26.00 26.00 - 28.13 74 74 10
ADS2C-33 24.10 - 26.00 28.00 - 30.15 74 74 10
ADS2C-34 24.10 - 26.00 30.00 - 32.00 74 74 10
ADS2C-35 24.10 - 26.00 32.00 - 34.00 84 74 10
ADS2C-36 24.10 - 26.00 34.00 - 37.00 84 74 10
ADS2C-37 24.10 - 26.00 37.00 - 40.00 84 74 10
ADS2C-38 24.10 - 26.00 40.00 - 43.00 94 74 10
ADS2C-39 24.10 - 26.00 43.00 - 46.63 94 74 10
ADS2C-40 26.10 - 28.00 10.00 - 16.00 60 74 10
ADS2C-41 26.10 - 28.00 16.00 - 18.05 60 74 10
ADS2C-42 26.10 - 28.00 18.00 - 22.26 60 74 10
ADS2C-43 26.10 - 28.00 22.00 - 26.00 74 74 10
ADS2C-44 26.10 - 28.00 26.00 - 28.13 74 74 10
ADS2C-45 26.10 - 28.00 28.00 - 30.15 74 74 10
ADS2C-46 26.10 - 28.00 30.00 - 32.00 74 74 10
ADS2C-47 26.10 - 28.00 32.00 - 34.00 84 74 10
ADS2C-48 26.10 - 28.00 34.00 - 37.00 84 74 10
ADS2C-49 26.10 - 28.00 37.00 - 40.00 84 74 10
ADS2C-50 26.10 - 28.00 40.00 - 43.00 94 74 10
ADS2C-51 26.10 - 28.00 43.00 - 46.63 94 74 10
ADS2C-52 28.10 - 30.00 10.00 - 16.00 60 74 10
ADS2C-53 28.10 - 30.00 16.00 - 18.05 60 74 10
ADS2C-54 28.10 - 30.00 18.00 - 22.26 60 74 10
ADS2C-55 28.10 - 30.00 22.00 - 26.00 74 74 10
ADS2C-56 28.10 - 30.00 26.00 - 28.13 74 74 10
ADS2C-57 28.10 - 30.00 28.00 - 30.15 74 74 10
ADS2C-58 28.10 - 30.00 30.00 - 32.00 74 74 10
ADS2C-59 28.10 - 30.00 32.00 - 34.00 84 74 10
ADS2C-60 28.10 - 30.00 34.00 - 37.00 84 74 10
ADS2C-61 28.10 - 30.00 37.00 - 40.00 84 74 10
ADS2C-62 28.10 - 30.00 40.00 - 43.00 94 74 10
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CATALOG NO. STUD DIA. CONDUCTOR RANGE DIMENSIONS-mm.
EQ mm. AA Q. mm. w1 w2 J

ADS2C-63 28.10 - 30.00 43.00 - 46.63 94 74 10
ADS2C-64 30.10 - 32.00 10.00 - 16.00 60 74 10
ADS2C-65 30.10 - 32.00 16.00 - 18.05 60 74 10
ADS2C-66 30.10 - 32.00 18.00 - 22.26 60 74 10
ADS2C-67 30.10 - 32.00 22.00 - 26.00 74 74 10
ADS2C-68 30.10 - 32.00 26.00 - 28.13 74 74 10
ADS2C-69 30.10 - 32.00 28.00 - 30.15 74 74 10
ADS2C-70 30.10 - 32.00 30.00 - 32.00 74 74 10
ADS2C-71 30.10 - 32.00 32.00 - 34.00 84 74 10
ADS2C-72 30.10 - 32.00 34.00 - 37.00 84 74 10
ADS2C-73 30.10 - 32.00 37.00 - 40.00 84 74 10
ADS2C-74 30.10 - 32.00 40.00 - 43.00 94 74 10
ADS2C-75 30.10 - 32.00 43.00 - 46.63 94 74 10
ADS2C-76 32.10 - 34.00 10.00 - 16.00 60 84 10
ADS2C-77 32.10 - 34.00 16.00 - 18.05 60 84 10
ADS2C-78 32.10 - 34.00 18.00 - 22.26 60 84 10
ADS2C-79 32.10 - 34.00 22.00 - 26.00 74 84 10
ADS2C-80 32.10 - 34.00 26.00 - 28.13 74 84 10
ADS2C-81 32.10 - 34.00 28.00 - 30.15 74 84 10
ADS2C-82 32.10 - 34.00 30.00 - 32.00 74 84 10
ADS2C-83 32.10 - 34.00 32.00 - 34.00 84 84 10
ADS2C-84 32.10 - 34.00 34.00 - 37.00 84 84 10
ADS2C-85 32.10 - 34.00 37.00 - 40.00 84 84 10
ADS2C-86 32.10 - 34.00 40.00 - 43.00 94 84 10
ADS2C-87 32.10 - 34.00 43.00 - 46.63 94 84 10
ADS2C-88 34.10 - 36.00 10.00 - 16.00 60 84 10
ADS2C-89 34.10 - 36.00 16.00 - 18.05 60 84 10
ADS2C-90 34.10 - 36.00 18.00 - 22.26 60 84 10
ADS2C-91 34.10 - 36.00 22.00 - 26.00 74 84 10
ADS2C-92 34.10 - 36.00 26.00 - 28.13 74 84 10
ADS2C-93 34.10 - 36.00 28.00 - 30.15 74 84 10
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CATALOG NO. STUD DIA. CONDUCTOR RANGE DIMENSIONS-mm.
EQ mm. AA Q. mm. w1 w2 J

ADS2C-94 34.10 - 36.00 30.00 - 32.00 74 84 10
ADS2C-95 34.10 - 36.00 32.00 - 34.00 84 84 10
ADS2C-96 34.10 - 36.00 34.00 - 37.00 84 84 10
ADS2C-97 34.10 - 36.00 37.00 - 40.00 84 84 10
ADS2C-98 34.10 - 36.00 40.00 - 43.00 94 84 10
ADS2C-99 34.10 - 36.00 43.00 - 46.63 94 84 10
ADS2C-100 36.10 - 38.00 10.00 - 16.00 60 84 10
ADS2C-101 36.10 - 38.00 16.00 - 18.05 60 84 10
ADS2C-102 36.10 - 38.00 18.00 - 22.26 60 84 10
ADS2C-103 36.10 - 38.00 22.00 - 26.00 74 84 10
ADS2C-104 36.10 - 38.00 26.00 - 28.13 74 84 10
ADS2C-105 36.10 - 38.00 28.00 - 30.15 74 84 10
ADS2C-106 36.10 - 38.00 30.00 - 32.00 74 84 10
ADS2C-107 36.10 - 38.00 32.00 - 34.00 84 84 10
ADS2C-108 36.10 - 38.00 34.00 - 37.00 84 84 10
ADS2C-109 36.10 - 38.00 37.00 - 40.00 84 84 10
ADS2C-110 36.10 - 38.00 40.00 - 43.00 94 84 10
ADS2C-111 36.10 - 38.00 43.00 - 46.63 94 84 10
ADS2C-112 38.10 - 40.00 10.00 - 16.00 60 84 10
ADS2C-113 38.10 - 40.00 16.00 - 18.05 60 84 10
ADS2C-114 38.10 - 40.00 18.00 - 22.26 60 84 10
ADS2C-115 38.10 - 40.00 22.00 - 26.00 74 84 10
ADS2C-116 38.10 - 40.00 26.00 - 28.13 74 84 10
ADS2C-117 38.10 - 40.00 28.00 - 30.15 74 84 10
ADS2C-118 38.10 - 40.00 30.00 - 32.00 74 84 10
ADS2C-119 38.10 - 40.00 32.00 - 34.00 84 84 10
ADS2C-120 38.10 - 40.00 34.00 - 37.00 84 84 10
ADS2C-121 38.10 - 40.00 37.00 - 40.00 84 84 10
ADS2C-122 38.10 - 40.00 40.00 - 43.00 94 84 10
ADS2C-123 38.10 - 40.00 43.00 - 46.63 94 84 10
ADS2C-124 40.10 - 42.00 10.00 - 16.00 60 94 10
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CATALOG NO. STUD DIA. CONDUCTOR RANGE DIMENSIONS-mm.
EQ mm. AA Q. mm. w1 w2 J

ADS2C-125 40.10-42.00 16.00 - 18.05 60 94 10
ADS2C-126 40.10-42.00 18.00 - 22.26 60 94 10
ADS2C-127 40.10 - 42.00 22.00 - 26.00 74 94 10
ADS2C-128 40.10 - 42.00 26.00 - 28.13 74 94 10
ADS2C-129 40.10-42.00 28.00 - 30.15 74 94 10
ADS2C-130 40.10-42.00 30.00 - 32.00 74 94 10
ADS2C-131 40.10-42.00 32.00 - 34.00 84 94 10
ADS2C-132 40.10-42.00 34.00 - 37.00 84 94 10
ADS2C-133 40.10-42.00 37.00 - 40.00 84 94 10
ADS2C-134 40.10-42.00 40.00 - 43.00 94 94 10
ADS2C-135 40.10 - 42.00 43.00 - 46.63 94 94 10
ADS2C-136 42.10 - 44.00 10.00 - 16.00 60 94 10
ADS2C-137 42.10 - 44.00 16.00 - 18.05 60 94 10
ADS2C-138 42.10 - 44.00 18.00 - 22.26 60 94 10
ADS2C-139 42.10 - 44.00 22.00 - 26.00 74 94 10
ADS2C-140 42.10 - 44.00 26.00 - 28.13 74 94 10
ADS2C-141 42.10 - 44.00 28.00 - 30.15 74 94 10
ADS2C-142 42.10 - 44.00 30.00 - 32.00 74 94 10
ADS2C-143 42.10 - 44.00 32.00 - 34.00 84 94 10
ADS2C-144 42.10 - 44.00 34.00 - 37.00 84 94 10
ADS2C-145 42.10 - 44.00 37.00 - 40.00 84 94 10
ADS2C-146 42.10 - 44.00 40.00 - 43.00 94 94 10
ADS2C-147 42.10 - 44.00 43.00 - 46.63 94 94 10
ADS2C-148 44.10 - 46.00 10.00 - 16.00 60 94 10
ADS2C-149 44.10 - 46.00 16.00 - 18.05 60 94 10
ADS2C-150 44.10 - 46.00 18.00 - 22.26 60 94 10
ADS2C-151 44.10 - 46.00 22.00 - 26.00 74 94 10
ADS2C-152 44.10 - 46.00 26.00 - 28.13 74 94 10
ADS2C-153 44.10 - 46.00 28.00 - 30.15 74 94 10
ADS2C-154 44.10 - 46.00 30.00 - 32.00 74 94 10
ADS2C-155 44.10 - 46.00 32.00 - 34.00 84 94 10
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ADS2C-156 44.10 - 46.00 34.00 - 37.00 84 94 10
ADS2C-157 44.10 - 46.00 37.00 - 40.00 84 94 10
ADS2C-158 44.10 - 46.00 40.00 - 43.00 94 94 10
ADS2C-159 44.10 - 46.00 43.00 - 46.63 94 94 10
ADS2C-160 46.10 - 48.00 10.00 - 16.00 60 94 10
ADS2C-161 46.10 - 48.00 16.00 - 18.05 60 94 10
ADS2C-162 46.10 - 48.00 18.00 - 22.26 60 94 10
ADS2C-163 46.10 - 48.00 22.00 - 26.00 74 94 10
ADS2C-164 46.10 - 48.00 26.00 - 28.13 74 94 10
ADS2C-165 46.10 - 48.00 28.00 - 30.15 74 94 10
ADS2C-166 46.10 - 48.00 30.00 - 32.00 74 94 10
ADS2C-167 46.10 - 48.00 32.00 - 34.00 84 94 10
ADS2C-168 46.10 - 48.00 34.00 - 37.00 84 94 10
ADS2C-169 46.10 - 48.00 37.00 - 40.00 84 94 10
ADS2C-170 46.10 - 48.00 40.00 - 43.00 94 94 10
ADS2C-171 46.10 - 48.00 43.00 - 46.63 94 94 10
ADS2C-172 48.10 - 50.00 10.00 - 16.00 60 94 10
ADS2C-173 48.10 - 50.00 16.00 - 18.05 60 94 10
ADS2C-174 48.10 - 50.00 18.00 - 22.26 60 94 10
ADS2C-175 48.10 - 50.00 22.00 - 26.00 74 94 10
ADS2C-176 48.10 - 50.00 26.00 - 28.13 74 94 10
ADS2C-177 48.10 - 50.00 28.00 - 30.15 74 94 10
ADS2C-178 48.10 - 50.00 30.00 - 32.00 74 94 10
ADS2C-179 48.10 - 50.00 32.00 - 34.00 84 94 10
ADS2C-180 48.10 - 50.00 34.00 - 37.00 84 94 10
ADS2C-181 48.10 - 50.00 37.00 - 40.00 84 94 10
ADS2C-182 48.10 - 50.00 40.00 - 43.00 94 94 10
ADS2C-183 48.10 - 50.00 43.00 - 46.63 94 94 10
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Doc. Rev. Dt. -
NOTE:
1) TO SPECIFY USE OF BIMETALLIC SLEEVE, ADD SUFFIX BM AS REQUIRED. e.g. CATALOG NO. OF

TERMINAL WITH BIMETALLIC SLEEVE SUITABLE FOR 30 @ CU STUD & FOR TWIN CONDUCTOR
DIA.10.0 TO 16.0 mm. IS ADS2C-52_BM

2) PLEASE ADD SUFFIX S2--S9 AS REQUIRED FOR CABLE SPACING FOR e.g. CATALOG NO. OF
TWIN CABLE DIA. 10.00-16.00 mm. FOR SPACING 250 mm. IS ADS2C-1_S4.

3) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g.CATALOG NO.
OF 30 @ CU STUD & FOR CONDUCTOR DIA.10.0 TO 16.0 mm.FOR SPACING 250 mm.
IS ADS2C_52_BM_S4_SS.

4) FOR CABLE SPACING BELOW S2=200 mm. PLEASE REFER CATALOG TYPE 'AUS2C’
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MATERIAL OF TERMINAL - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

TERMINAL SUITABLE FOR < 145 KV
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CONDUCTOR

CATALOG NO. STUD DIA. RANGE DIMENSIONS-mm.
EQ mm. AAG. mm. w1 w2 L J
ADS2CL-1 18.10 - 20.00 10.00 - 16.00 60 60 100 10
ADS2CL-2 18.10 - 20.00 16.00 - 18.05 60 60 100 10
ADS2CL-3 18.10 - 20.00 18.00 - 22.26 60 60 100 10
ADS2CL-4 20.10 - 22.00 10.00 - 16.00 60 60 100 10
ADS2CL-5 20.10 - 22.00 16.00 - 18.05 60 60 100 10
ADS2CL-6 20.10 - 22.00 18.00 - 22.26 60 60 100 10
ADS2CL-7 20.10 - 22.00 22.00 - 26.00 74 60 100 10
ADS2CL-8 20.10 - 22.00 26.00 - 28.13 74 60 104 10
ADS2CL-9 20.10 - 22.00 28.00 - 30.15 74 60 104 10
ADS2CL-10 20.10 - 22.00 30.00 - 32.00 74 60 104 10
ADS2CL-11 20.10 - 22.00 32.00 - 34.00 84 60 108 10
ADS2CL-12 20.10 - 22.00 34.00 - 37.00 84 60 108 10
ADS2CL-13 20.10 - 22.00 37.00 - 40.00 84 60 108 10
ADS2CL-14 20.10 - 22.00 40.00 - 43.00 94 60 108 10
ADS2CL-15 20.10 - 22.00 43.00 - 46.63 94 60 112 10
ADS2CL-16 22.10-24.00 10.00 - 16.00 60 74 100 10
ADS2CL-17 22.10-24.00 16.00 - 18.05 60 74 100 10
ADS2CL-18 22.10-24.00 18.00 - 22.26 60 74 100 10
ADS2CL-19 22.10-24.00 22.00 - 26.00 74 74 104 10
ADS2CL-20 22.10 - 24.00 26.00 - 28.13 74 74 104 10
ADS2CL-21 22.10 - 24.00 28.00 - 30.15 74 74 104 10
ADS2CL-22 22.10 - 24.00 30.00 - 32.00 74 74 104 10
ADS2CL-23 22.10 - 24.00 32.00 - 34.00 84 74 108 10
ADS2CL-24 22.10 - 24.00 34.00 - 37.00 84 74 108 10
ADS2CL-25 22.10 - 24.00 37.00 - 40.00 84 74 108 10
ADS2CL-26 22.10 - 24.00 40.00 - 43.00 94 74 108 10
ADS2CL-27 22.10 - 24.00 43.00 - 46.63 94 74 112 10
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CONDUCTOR
CATALOG NO. STUD DIA. RANGE DIMENSIONS-mm.
EQ mm. AAG. mm. w1 w2 L J

ADS2CL-28 24.10 - 26.00 10.00 - 16.00 60 74 100 10
ADS2CL-29 24.10 - 26.00 16.00 - 18.05 60 74 100 10
ADS2CL-30 24.10 - 26.00 18.00 - 22.26 60 74 100 10
ADS2CL-31 24.10 - 26.00 22.00 - 26.00 74 74 104 10
ADS2CL-32 24.10 - 26.00 26.00 - 28.13 74 74 104 10
ADS2CL-33 24.10 - 26.00 28.00 - 30.15 74 74 104 10
ADS2CL-34 24.10 - 26.00 30.00 - 32.00 74 74 104 10
ADS2CL-35 24.10 - 26.00 32.00 - 34.00 84 74 108 10
ADS2CL-36 24.10 - 26.00 34.00 - 37.00 84 74 108 10
ADS2CL-37 24.10 - 26.00 37.00 - 40.00 84 74 108 10
ADS2CL-38 24.10 - 26.00 40.00 - 43.00 94 74 108 10
ADS2CL-39 24.10 - 26.00 43.00 - 46.63 94 74 112 10
ADS2CL-40 26.10 - 28.00 10.00 - 16.00 60 74 100 10
ADS2CL-41 26.10 - 28.00 16.00 - 18.05 60 74 100 10
ADS2CL-42 26.10 - 28.00 18.00 - 22.26 60 74 100 10
ADS2CL-43 26.10 - 28.00 22.00 - 26.00 74 74 100 10
ADS2CL-44 26.10 - 28.00 26.00 - 28.13 74 74 104 10
ADS2CL-45 26.10 - 28.00 28.00 - 30.15 74 74 104 10
ADS2CL-46 26.10 - 28.00 30.00 - 32.00 74 74 104 10
ADS2CL-47 26.10 - 28.00 32.00 - 34.00 84 74 108 10
ADS2CL-48 26.10 - 28.00 34.00 - 37.00 84 74 108 10
ADS2CL-49 26.10 - 28.00 37.00 - 40.00 84 74 108 10
ADS2CL-50 26.10 - 28.00 40.00 - 43.00 94 74 108 10
ADS2CL-51 26.10 - 28.00 43.00 - 46.63 94 74 112 10
ADS2CL-52 28.10 - 30.00 10.00 - 16.00 60 74 100 10
ADS2CL-53 28.10 - 30.00 16.00 - 18.05 60 74 100 10
ADS2CL-54 28.10 - 30.00 18.00 - 22.26 60 74 100 10
ADS2CL-55 28.10 - 30.00 22.00 - 26.00 74 74 104 10
ADS2CL-56 28.10 - 30.00 26.00 - 28.13 74 74 104 10
ADS2CL-57 28.10 - 30.00 28.00 - 30.15 74 74 104 10
ADS2CL-58 28.10 - 30.00 30.00 - 32.00 74 74 104 10
ADS2CL-59 28.10 - 30.00 32.00 - 34.00 84 74 108 10
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CONDUCTOR

CATALOG NO. STUD DIA. RANGE DIMENSIONS-mm.
EQ mm. AAQ@. mm. w1 w2 L J
ADS2CL-60 28.10 - 30.00 34.00 - 37.00 84 74 108 10
ADS2CL-61 28.10 - 30.00 37.00 - 40.00 84 74 108 10
ADS2CL-62 28.10 - 30.00 40.00 - 43.00 94 74 108 10
ADS2CL-63 28.10 - 30.00 43.00 - 46.63 94 74 112 10
ADS2CL-64 30.10 - 32.00 10.00 - 16.00 60 74 100 10
ADS2CL-65 30.10 - 32.00 16.00 - 18.05 60 74 100 10
ADS2CL-66 30.10 - 32.00 18.00 - 22.26 60 74 100 10
ADS2CL-67 30.10 - 32.00 22.00 - 26.00 74 74 104 10
ADS2CL-68 30.10 - 32.00 26.00 - 28.13 74 74 104 10
ADS2CL-69 30.10 - 32.00 28.00 - 30.15 74 74 104 10
ADS2CL-70 30.10 - 32.00 30.00 - 32.00 74 74 104 10
ADS2CL-71 30.10 - 32.00 32.00 - 34.00 84 74 108 10
ADS2CL-72 30.10 - 32.00 34.00 - 37.00 84 74 108 10
ADS2CL-73 30.10 - 32.00 37.00 - 40.00 84 74 108 10
ADS2CL-74 30.10 - 32.00 40.00 - 43.00 94 74 108 10
ADS2CL-75 30.10 - 32.00 43.00 - 46.63 94 74 112 10
ADS2CL-76 32.10 - 34.00 10.00 - 16.00 60 84 116 10
ADS2CL-77 32.10 - 34.00 16.00 - 18.05 60 84 116 10
ADS2CL-78 32.10 - 34.00 18.00 - 22.26 60 84 116 10
ADS2CL-79 32.10 - 34.00 22.00 - 26.00 74 84 120 10
ADS2CL-80 32.10 - 34.00 26.00 - 28.13 74 84 120 10
ADS2CL-81 32.10 - 34.00 28.00 - 30.15 74 84 120 10
ADS2CL-82 32.10 - 34.00 30.00 - 32.00 74 84 120 10
ADS2CL-83 32.10 - 34.00 32.00 - 34.00 84 84 124 10
ADS2CL-84 32.10 - 34.00 34.00 - 37.00 84 84 124 10
ADS2CL-85 32.10 - 34.00 37.00 - 40.00 84 84 124 10
ADS2CL-86 32.10 - 34.00 40.00 - 43.00 94 84 124 10
ADS2CL-87 32.10 - 34.00 43.00 - 46.63 94 84 128 10
ADS2CL-88 34.10 - 36.00 10.00 - 16.00 60 84 116 10
ADS2CL-89 34.10 - 36.00 16.00 - 18.05 60 84 116 10
ADS2CL-90 34.10 - 36.00 18.00 - 22.26 60 84 116 10
ADS2CL-91 34.10 - 36.00 22.00 - 26.00 74 84 120 10
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ADS2CL-92 34.10 - 36.00 26.00 - 28.13 74 84 120 10
ADS2CL-93 34.10 - 36.00 28.00 - 30.15 74 84 120 10
ADS2CL-94 34.10 - 36.00 30.00 - 32.00 74 84 120 10
ADS2CL-95 34.10 - 36.00 32.00 - 34.00 84 84 124 10
ADS2CL-96 34.10 - 36.00 34.00 - 37.00 84 84 124 10
ADS2CL-97 34.10 - 36.00 37.00 - 40.00 84 84 124 10
ADS2CL-98 34.10 - 36.00 40.00 - 43.00 94 84 124 10
ADS2CL-99 34.10 - 36.00 43.00 - 46.63 94 84 128 10
ADS2CL-100 36.10 - 38.00 10.00 - 16.00 60 84 116 10
ADS2CL-101 36.10 - 38.00 16.00 - 18.05 60 84 116 10
ADS2CL-102 36.10 - 38.00 18.00 - 22.26 60 84 116 10
ADS2CL-103 36.10 - 38.00 22.00 - 26.00 74 84 120 10
ADS2CL-104 36.10 - 38.00 26.00 - 28.13 74 84 120 10
ADS2CL-105 36.10 - 38.00 28.00 - 30.15 74 84 120 10
ADS2CL-106 36.10 - 38.00 30.00 - 32.00 74 84 120 10
ADS2CL-107 36.10 - 38.00 32.00 - 34.00 84 84 124 10
ADS2CL-108 36.10 - 38.00 34.00 - 37.00 84 84 124 10
ADS2CL-109 36.10 - 38.00 37.00 - 40.00 84 84 124 10
ADS2CL-110 36.10 - 38.00 40.00 - 43.00 94 84 124 10
ADS2CL-111 36.10 - 38.00 43.00 - 46.63 94 84 128 10
ADS2CL-112 38.10 - 40.00 10.00 - 16.00 60 84 116 10
ADS2CL-113 38.10 - 40.00 16.00 - 18.05 60 84 116 10
ADS2CL-114 38.10 - 40.00 18.00 - 22.26 60 84 116 10
ADS2CL-115 38.10 - 40.00 22.00 - 26.00 74 84 120 10
ADS2CL-116 38.10 - 40.00 26.00 - 28.13 74 84 120 10
ADS2CL-117 38.10 - 40.00 28.00 - 30.15 74 84 120 10
ADS2CL-118 38.10 - 40.00 30.00 - 32.00 74 84 120 10
ADS2CL-119 38.10 - 40.00 32.00 - 34.00 84 84 124 10
ADS2CL-120 38.10 - 40.00 34.00 - 37.00 84 84 124 10
ADS2CL-121 38.10 - 40.00 37.00 - 40.00 84 84 124 10
ADS2CL-122 38.10 - 40.00 40.00 - 43.00 94 84 124 10
ADS2CL-123 38.10 - 40.00 43.00 - 46.63 94 84 128 10
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ADS2CL-124 40.10 - 42.00 10.00 - 16.00 60 94 116 10
ADS2CL-125 40.10 - 42.00 16.00 - 18.05 60 94 116 10
ADS2CL-126 40.10 - 42.00 18.00 - 22.26 60 94 116 10
ADS2CL-127 40.10 - 42.00 22.00 - 26.00 74 94 120 10
ADS2CL-128 40.10 - 42.00 26.00 - 28.13 74 94 120 10
ADS2CL-129 40.10 - 42.00 28.00 - 30.15 74 94 120 10
ADS2CL-130 40.10 - 42.00 30.00 - 32.00 74 94 120 10
ADS2CL-131 40.10 - 42.00 32.00 - 34.00 84 94 124 10
ADS2CL-132 40.10 - 42.00 34.00 - 37.00 84 94 124 10
ADS2CL-133 40.10 - 42.00 37.00 - 40.00 84 94 124 10
ADS2CL-134 40.10 - 42.00 40.00 - 43.00 94 94 124 10
ADS2CL-135 40.10 - 42.00 43.00 - 46.63 94 94 128 10
ADS2CL-136 42.10 - 44.00 10.00 - 16.00 60 94 116 10
ADS2CL-137 42.10 - 44.00 16.00 - 18.05 60 94 116 10
ADS2CL-138 42.10 - 44.00 18.00 - 22.26 60 94 116 10
ADS2CL-139 42.10 - 44.00 22.00 - 26.00 74 94 120 10
ADS2CL-140 42.10 - 44.00 26.00 - 28.13 74 94 120 10
ADS2CL-141 42.10 - 44.00 28.00 - 30.15 74 94 120 10
ADS2CL-142 42.10 - 44.00 30.00 - 32.00 74 94 120 10
ADS2CL-143 42.10 - 44.00 32.00 - 34.00 84 94 124 10
ADS2CL-144 42.10 - 44.00 34.00 - 37.00 84 94 124 10
ADS2CL-145 42.10 - 44.00 37.00-40.00 84 94 124 10
ADS2CL-146 42.10 - 44.00 40.00 - 43.00 94 94 124 10
ADS2CL-147 42.10 - 44.00 43.00 - 46.63 94 94 128 10
ADS2CL-148 44.10 - 46.00 10.00 - 16.00 60 94 116 10
ADS2CL-149 44.10 - 46.00 16.00 - 18.05 60 94 116 10
ADS2CL-150 44.10 - 46.00 18.00 - 22.26 60 94 116 10
ADS2CL-151 4410 - 46.00 22.00 - 26.00 74 94 120 10
ADS2CL-152 44.10 - 46.00 26.00 - 28.13 74 94 120 10
ADS2CL-153 44.10 - 46.00 28.00 - 30.15 74 94 120 10
ADS2CL-154 44.10 - 46.00 30.00 - 32.00 74 94 120 10
ADS2CL-155 4410 - 46.00 32.00 - 34.00 84 94 124 10
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ALUMINIUM STUD TERMINAL

STUD TO TWIN CABLES 90 DEGREE TAKE OFF

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 ADS2CL

Doc. Rev. Dt. -

CONDUCTOR
CATALOG NO. STUD DIA. RANGE DIMENSIONS-mm.
EQ mm. AA@. mm. w1 w2 L J
ADS2CL-156 44.10 - 46.00 34.00 - 37.00 84 94 124 10
ADS2CL-157 44.10 - 46.00 37.00 - 40.00 84 94 124 10
ADS2CL-158 44.10 - 46.00 40.00 - 43.00 94 94 124 10
ADS2CL-159 44.10 - 46.00 43.00 - 46.63 94 94 128 10
ADS2CL-160 46.10 - 48.00 10.00 - 16.00 60 94 116 10
ADS2CL-161 46.10 - 48.00 16.00 - 18.05 60 94 116 10
ADS2CL-162 46.10 - 48.00 18.00 - 22.26 60 94 116 10
ADS2CL-163 46.10 - 48.00 22.00 - 26.00 74 94 120 10
ADS2CL-164 46.10 - 48.00 26.00 - 28.13 74 94 120 10
ADS2CL-165 46.10 - 48.00 28.00 - 30.15 74 94 120 10
ADS2CL-166 46.10 - 48.00 30.00 - 32.00 74 94 120 10
ADS2CL-167 46.10 - 48.00 32.00 - 34.00 84 94 124 10
ADS2CL-168 46.10 - 48.00 34.00 - 37.00 84 94 124 10
ADS2CL-169 46.10 - 48.00 37.00 - 40.00 84 94 124 10
ADS2CL-170 46.10 - 48.00 40.00 - 43.00 94 94 124 10
ADS2CL-171 46.10 - 48.00 43.00 - 46.63 94 94 128 10
ADS2CL-172 48.10 - 50.00 10.00 - 16.00 60 94 116 10
ADS2CL-173 48.10 - 50.00 16.00 - 18.05 60 94 116 10
ADS2CL-174 48.10 - 50.00 18.00 - 22.26 60 94 116 10
ADS2CL-175 48.10 - 50.00 22.00 - 26.00 74 94 120 10
ADS2CL-176 48.10 - 50.00 26.00 - 28.13 74 94 120 10
ADS2CL-177 48.10 - 50.00 28.00 - 30.15 74 94 120 10
ADS2CL-178 48.10 - 50.00 30.00 - 32.00 74 94 120 10
ADS2CL-179 48.10 - 50.00 32.00 - 34.00 84 94 124 10
ADS2CL-180 48.10 - 50.00 34.00 - 37.00 84 94 124 10
ADS2CL-181 48.10 - 50.00 37.00 - 40.00 84 94 124 10
ADS2CL-182 48.10 - 50.00 40.00 - 43.00 94 94 124 10
ADS2CL-183 48.10 - 50.00 43.00 - 46.63 94 94 128 10
NOTE:
1) TO SPECIFY USE OF BIMETALLIC SLEEVE, ADD SUFFIX BM AS REQUIRED. e.g. CATALOG NO. OF

TERMINAL WITH BIMETALLIC SLEEVE SUITABLE FOR 30 @ CU STUD & FOR TWIN CONDUCTOR
DIA.10.0 TO 16.0 mm. IS ADS2CL-52_BM.

2) PLEASE ADD SUFFIX S2--S9 AS REQUIRED FOR CABLE SPACING FOR e.g. CATALOG NO. OF
TWIN CABLE DIA. 10.00-16.00 mm. FOR SPACING 250 mm. IS ADS2CL-1_S4.
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- ALUMINIUM STUD TERMINAL
STUD TO TWIN CABLES 90 DEGREE TAKE OFF

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 ADS2CL
Doc. Rev. Dt. -

PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR
e.g. CATALOG NO. OF 30 @ CU STUD & FOR CONDUCTOR DIA.10.0 TO 16.0 mm.
FOR SPACING 250 mm. IS ADS2CL_52_BM_S4_SS.

FOR CABLE SPACING BELOW S2=200 mm. PLEASE REFER CATALOG TYPE 'AUS2C'.
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- ALUMINIUM UNIVERSAL BOLT TERMINAL
TWIN CONDUCTORS TO STUD

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 AUS2C
Doc. Rev. Dt. -

MATERIAL OF TERMINAL - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

TERMINAL SUITABLE FOR <= 145 kV
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TWIN CONDUCTORS TO STUD
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ALUMINIUM UNIVERSAL BOLT TERMINAL
TWIN CONDUCTORS TO STUD

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 AUS2C
Doc. Rev. Dt. -
S
S00=100 S3=225 S7=350
S0=110 S4=250 S79=390
$1=140 S41=280 S8=400
S2=200 S5=300 S9=450
S6=330
CONDUCTOR
CALA:)L.OG FIG. TYPE STUD DIA. RANGE DIMENSIONS-mm.
EG. mm. AA O mm. L w1 w2 J
AUS2C-000 A-ll 16.00-18.00 10.00-16.00 130 60 60 10
AUS2C-00 A-ll 16.00-18.00 16.00-18.00 130 60 60 10
AUS2C-0 A-ll 16.00-18.00 18.00-22.26 130 60 60 10
AUS2C-1 A-ll 18.10-20.00 10.00-16.00 130 60 60 10
AUS2C-2 A-l 18.10-20.00 16.00-18.05 130 60 60 10
AUS2C-3 A-l 18.10-20.00 18.00-22.26 130 60 60 10
AUS2C-4 A-ll 20.10-22.00 10.00 - 16.00 130 60 74 10
AUS2C-5 A-l 20.10-22.00 16.00-18.05 130 60 74 10
AUS2C-6 A-l 20.10-22.00 18.00-22.26 130 60 74 10
AUS2C-7 B 20.10-22.00 22.00-26.00 150 74 74 10
AUS2C-8 B 20.10-22.00 26.00-28.13 150 74 74 10
AUS2C-9 B 20.10-22.00 28.00-30.15 150 74 74 10
AUS2C-10 B 20.10-22.00 30.00-32.00 150 74 74 10
AUS2C-11 A-ll 22.10-24.00 10.00 - 16.00 130 60 74 10
AUS2C-12 A-l 22.10-24.00 16.00-18.05 130 60 74 10
AUS2C-13 A-l 22.10-24.00 18.00-22.26 130 60 74 10
AUS2C-14 B 22.10-24.00 22.00-26.00 150 74 74 10
AUS2C-15 B 22.10-24.00 26.00-28.13 150 74 74 10
AUS2C-16 B 22.10-24.00 28.00-30.15 150 74 74 10
AUS2C-17 B 22.10-24.00 30.00-32.00 150 74 74 10
AUS2C-18 A-ll 24.10-26.00 10.00 - 16.00 130 60 74 10
AUS2C-19 A-l 24.10-26.00 16.00-18.05 130 60 74 10
AUS2C-20 A-l 24.10-26.00 18.00-22.26 130 60 74 10
AUS2C-21 B 24.10-26.00 22.00-26.00 150 74 74 10
AUS2C-22 B 24.10-26.00 26.00-28.13 150 74 74 10
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ALUMINIUM UNIVERSAL BOLT TERMINAL
TWIN CONDUCTORS TO STUD

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 Aus2c

Doc. Rev. Dt. -

CONDUCTOR
CA'LA;OG FIG. TYPE STUD DIA. RANGE DIMENSIONS-mm.
EQ@. mm. AAQ mm. L w1 w2 J

AUS2C-23 B 24.10-26.00 28.00-30.15 150 74 74 10
AUS2C-24 B 24.10-26.00 30.00-32.00 150 74 74 10
AUS2C-25 A-ll 26.10-28.00 10.00 - 16.00 130 60 74 10
AUS2C-26 A-l 26.10-28.00 16.00-18.05 130 60 74 10
AUS2C-27 A-l 26.10-28.00 18.00-22.26 130 60 74 10
AUS2C-28 B 26.10-28.00 22.00-26.00 150 74 74 10
AUS2C-29 B 26.10-28.00 26.00-28.13 150 74 74 10
AUS2C-30 B 26.10-28.00 28.00-30.15 150 74 74 10
AUS2C-31 B 26.10-28.00 30.00-32.00 150 74 74 10
AUS2C-32 A-ll 28.10-30.00 10.00 - 16.00 130 60 74 10
AUS2C-33 A-l 28.10-30.00 16.00-18.05 130 60 74 10
AUS2C-34 A-l 28.10-30.00 18.00-22.26 130 60 74 10
AUS2C-35 B 28.10-30.00 22.00-26.00 150 74 74 10
AUS2C-36 B 28.10-30.00 26.00-28.13 150 74 74 10
AUS2C-37 B 28.10-30.00 28.00-30.15 150 74 74 10
AUS2C-38 B 28.10-30.00 30.00-32.00 150 74 74 10
AUS2C-39 A-ll 30.10-32.00 10.00 - 16.00 130 60 74 10
AUS2C-40 A-l 30.10-32.00 16.00-18.05 130 60 74 10
AUS2C-41 A-l 30.10-32.00 18.00-22.26 130 60 74 10
AUS2C-42 B 30.10-32.00 22.00-26.00 150 74 74 10
AUS2C-43 B 30.10-32.00 26.00-28.13 150 74 74 10
AUS2C-44 B 30.10-32.00 28.00-30.15 150 74 74 10
AUS2C-45 B 30.10-32.00 30.00-32.00 150 74 74 10
AUS2C-46 A-ll 32.10-34.00 10.00 - 16.00 146 60 84 10
AUS2C-47 A-l 32.10-34.00 16.00-18.05 146 60 84 10
AUS2C-48 A-l 32.10-34.00 18.00-22.26 146 60 84 10
AUS2C-49 B 32.10-34.00 22.00-26.00 166 74 84 10
AUS2C-50 B 32.10-34.00 26.00-28.13 166 74 84 10
AUS2C-51 B 32.10-34.00 28.00-30.15 166 74 84 10
AUS2C-52 B 32.10-34.00 30.00-32.00 166 74 84 10
AUS2C-53 A-ll 34.10-36.00 10.00 - 16.00 146 60 84 10
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ALUMINIUM UNIVERSAL BOLT TERMINAL
TWIN CONDUCTORS TO STUD

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 AUS2C

Doc. Rev. Dt. -

CONDUCTOR
CAL,L:;_.QG FIG. TYPE STUD DIA. RANGE DIMENSIONS-mm.
EG. mm. AA O mm. L w1 w2 J

AUS2C-54 A-l 34.10-36.00 16.00-18.05 146 60 84 10
AUS2C-55 A-l 34.10-36.00 18.00-22.26 146 60 84 10
AUS2C-56 B 34.10-36.00 22.00-26.00 166 74 84 10
AUS2C-57 B 34.10-36.00 26.00-28.13 166 74 84 10
AUS2C-58 B 34.10-36.00 28.00-30.15 166 74 84 10
AUS2C-59 B 34.10-36.00 30.00-32.00 166 74 84 10
AUS2C-60 A-ll 36.10-38.00 10.00 - 16.00 146 60 84 10
AUS2C-61 A-l 36.10-38.00 16.00-18.05 146 60 84 10
AUS2C-62 A-l 36.10-38.00 18.00-22.26 146 60 84 10
AUS2C-63 B 36.10-38.00 22.00-26.00 166 74 84 10
AUS2C-64 B 36.10-38.00 26.00-28.13 166 74 84 10
AUS2C-65 B 36.10-38.00 28.00-30.15 166 74 84 10
AUS2C-66 B 36.10-38.00 30.00-32.00 166 74 84 10
AUS2C-67 A-ll 38.10-40.00 10.00 - 16.00 146 60 84 10
AUS2C-68 A-l 38.10-40.00 16.00-18.05 146 60 84 10
AUS2C-69 A-l 38.10-40.00 18.00-22.26 146 60 84 10
AUS2C-70 B 38.10-40.00 22.00-26.00 166 74 84 10
AUS2C-71 B 38.10-40.00 26.00-28.13 166 74 84 10
AUS2C-72 B 38.10-40.00 28.00-30.15 166 74 84 10
AUS2C-73 B 38.10-40.00 30.00-32.00 166 74 84 10
AUS2C-74 A-ll 40.10-42.00 10.00 - 16.00 146 60 94 10
AUS2C-75 A-l 40.10-42.00 16.00-18.05 146 60 94 10
AUS2C-76 A-l 40.10-42.00 18.00-22.26 146 60 94 10
AUS2C-77 B 40.10-42.00 22.00-26.00 166 74 94 10
AUS2C-78 B 40.10-42.00 26.00-28.13 166 74 94 10
AUS2C-79 B 40.10-42.00 28.00-30.15 166 74 94 10
AUS2C-80 B 40.10-42.00 30.00-32.00 166 74 94 10
AUS2C-81 A-ll 42.10-44.00 10.00 - 16.00 146 60 94 10
AUS2C-82 A-l 42.10-44.00 16.00-18.05 146 60 94 10
AUS2C-83 A-l 42.10-44.00 18.00-22.26 146 60 94 10
AUS2C-84 B 42.10-44.00 22.00-26.00 166 74 94 10
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ALUMINIUM UNIVERSAL BOLT TERMINAL
TWIN CONDUCTORS TO STUD

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 Aus2c

Doc. Rev. Dt. -

CONDUCTOR
CAL%ITOG FIG. TYPE STUD DIA. RANGE DIMENSIONS-mm.
EQ@. mm. AAQ mm. L w1 w2 J
AUS2C-85 B 42.10-44.00 26.00-28.13 166 74 94 10
AUS2C-86 B 42.10-44.00 28.00-30.15 166 74 94 10
AUS2C-87 B 42.10-44.00 30.00-32.00 166 74 94 10
AUS2C-88 A-ll 44.10-46.00 10.00 - 16.00 146 60 94 10
AUS2C-89 A-l 44.10-46.00 16.00-18.05 146 60 94 10
AUS2C-90 A-l 44.10-46.00 18.00-22.26 146 60 94 10
AUS2C-91 B 44.10-46.00 22.00-26.00 166 74 94 10
AUS2C-92 B 44.10-46.00 26.00-28.13 166 74 94 10
AUS2C-93 B 44.10-46.00 28.00-30.15 166 74 94 10
AUS2C-94 B 44.10-46.00 30.00-32.00 166 74 94 10
AUS2C-95 A-ll 46.10-48.00 10.00 - 16.00 146 60 94 10
AUS2C-96 A-l 46.10-48.00 16.00-18.05 146 60 94 10
AUS2C-97 A-l 46.10-48.00 18.00-22.26 146 60 94 10
AUS2C-98 B 46.10-48.00 22.00-26.00 166 74 94 10
AUS2C-99 B 46.10-48.00 26.00-28.13 166 74 94 10
AUS2C-100 B 46.10-48.00 28.00-30.15 166 74 94 10
AUS2C-101 B 46.10-48.00 30.00-32.00 166 74 94 10
AUS2C-102 A-ll 48.10-50.00 10.00 - 16.00 146 60 94 10
AUS2C-103 A-l 48.10-50.00 16.00-18.05 146 60 94 10
AUS2C-104 A-l 48.10-50.00 18.00-22.26 146 60 94 10
AUS2C-105 B 48.10-50.00 22.00-26.00 166 74 94 10
AUS2C-106 B 48.10-50.00 26.00-28.13 166 74 94 10
AUS2C-107 B 48.10-50.00 28.00-30.15 166 74 94 10
AUS2C-108 B 48.10-50.00 30.00-32.00 166 74 94 10
NOTE:

1)

TO SPECIFY USE OF BIMETALLIC SLEEVE, ADD SUFFIX BM AS REQUIRED. e.g. CATALOG NO.

OF TERMINAL WITH BIMETALLIC SLEEVE SUITABLE FOR 30 @ CU STUD & FOR CONDUCTOR

DIA.10.0 TO 16.0mm. IS AUS2C-32_BM.
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- ALUMINIUM UNIVERSAL BOLT TERMINAL
TWIN CONDUCTORS TO STUD

Issue No. 3

Issue Dt. 02.01.15
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Doc. Rev. Dt. -

2)

PLEASE ADD SUFFIX S00--S9 AS REQUIRED FOR CABLE SPACING FOR e.g. CATALOG NO. OF
TWIN CABLE DIA. 10.00-16.00 mm. FOR SPACING 250 mm. IS ADS2C-1_S4.

PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS e.g. CATALOG NO.
OF TERMINAL FOR STUD DIA. 48.10-50.00 & CONDUCTOR DIA. 30.00-32.00 WITH STAINLESS
STEEL NUT BOLTS IS AUS2C-108_SS.
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M ENGINEERING INDUSTRIES

I ND E X

S.No. TYPE PAGE NO.

2.0. TERMINAL CONNECTORS-TUBE

2.1 FLAT
2.11 EXAPNSION
2111 EAFTF B1-B2
212 RIGID
2121 EARTF B3-B4

22 STUD
221 EXPANSION STRAIGHT

2211 EAFTS B5-B9
222 EXPANSION 90 DEGREE

2221 EAFST B10-B14

223 RIGID STRAIGHT

2231 EADST B15-B 19

224 RIGID 90 DEGREE

2241  EATST B20-B22

2242 EATTS B23-B27
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ALUMINIUM EXPANSION TERMINAL
TUBE TO FLAT

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EAFTF
Doc. Rev. Dt. -

MATERIAL OF EXPANSION TERMINAL - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-
6). MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED. FLEXIBLE JUMPER -ALUMINIUM

TERMINAL SUITABLE FOR < 145 KV

OBLONG SLOTS - 4 Nos.

4 HOLES H@ cl2 CI2

2 OE_{%}_-?- i 2 uu_«l____“____H__E_ — L >
4|4 | IR a

=
=g

Li‘30

VIEW WITHOUT AL. JUMPER & AL. TUBE \@

VIEW WITHOUT AL. JUMPER & AL. TUBE \©
FIG-1I

4/8 x FACTORY WELD

H Cc w
H1=110 C1=25.0 C4=44.5 W1=80
H2=140 C2=32.0 C5=50.0 W2=100
H3=18Q C3=40.0 C6=CUSTOM MADE W3=120

C7=40,44.5,50(OBLONG SLOT) W4=CUSTOM MADE

C8=40, 44.5, 50, 55, 60
(OBLONG SLOT)

CATALOG NO. | FIG. NO. ALUMINIUM TUBE DIMENSIONS-mm.
TUBE SIZE DIA.

IPS DO L Y T X J
EAFTF - 2 1,11 1.00" 33.40 230 108 12 158 10
EAFTF - 4 1,11 1.25" 42.16 230 116 12 158 10
EAFTF - 6 1,11 1.50" 48.26 230 116 12 158 10
EAFTF - 8 1,11 2.00" 60.30 230 128 12 158 10
EAFTF - 10 1,11 2.50" 73.03 230 140 12 158 10
EAFTF - 12 1,11 3.00" 88.90 230 158 12 158 10
EAFTF - 14 I, 3.50" 101.60 240 168 12 158 12
EAFTF - 16 Il 4.00" 114.30 240 184 12 158 12
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ALUMINIUM EXPANSION TERMINAL
TUBE TO FLAT

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EAFTF
Doc. Rev. Dt. -

NOTE :

1)

2)

3)

4)

5)
6)

7)

8)

9)

PLEASE ADD SUFFIX H1, H2, H3 AS REQUIRED FOR DIAMETER OF 4 HOLES H DIA. IN THE TERMINAL
FOR e.g. CATALOG NO. OF TERMINAL FOR TUBE DIA. 60.30mm. WITH 14 mm.HOLE DIA IS EAFTF-
8 H2

PLEASE ADD SUFFIX C1,C2----C8 AS REQUIRED FOR CENTRE TO CENTRE DISTANCE OF 4 HOLES
INTHE TERMINAL PAD. IN CASE OF CUSTOM MADE, PLEASE SPECIFY NUMERICALVALUE FORe.g.

FORSTANDARD ITEMS :

CATALOG NO. OF TERMINAL FOR TUBE DIA.60.30mm. WITH 14mm.HOLE DIA. HOLE TO HOLE
CENTRE 50mm. IS EAFTF-8_H2_C5

FORCUSTOM MADE ITEMS :

CATALOG NO. OF TERMINAL FOR TUBE DIA.60.30mm. WITH 14mm. HOLE DIA. HOLE TO HOLE
CENTRE 42mm. ISEAFTF-8_H2_42

PLEASE ADD SUFFIX W1, W2--W4 AS REQUIRED FOR WIDTH OF TERMINAL. e.g. CATALOG NO. OF
TERMINAL FOR TUBE DIA.60.30mm. WITH 14mm. HOLE DIA. HOLE TO HOLE CENTRE
50mm.TERMINALWIDTH 80mm. ISEAFTF-8_H2_C5_W1.

FOR NOMINAL TUBE SIZE > 38mm. O.D., 40mm. O.D., 50mm. O.D., 60mm. O.D., 80mm. O.D., 100mm.
0.D., 120mm. O.D. ETC. PLEASE ADD SUITABLE SUFFIX TO THE CATALOG TYPE e.g. CATALOG NO.
OF EXPANSION TERMINAL CONNECTOR SUITABLE FOR 80 mm. O.D. ALUMINIUM TUBE IS EAFTF-80.

VALUES IN THE CATALOG IS SUITABLE FOR W=80mm. VALUES WILL DIFFER IF W CHANGES.

FOUR HOLES DIA.14mm. FOR HOLE CENTRES C3=40 mm.,C4=44.5 mm.,C5=50 mm.WITHDRAWN
FOUR OBLONG SLOTS WITH COMMON CENTRE C7 INTRODUCED FOR TERMINAL PAD WIDTH
W1=80mm.CENTER C8 INTRODUCEDFOR TERMINAL PAD WIDTH W2=100MM. PLEASE REFER
TYPICAL FIG.1II.

TO SPECIFY USE OF BIMETALLIC PLATE, ADD SUFFIX BM AS REQUIRED. e.g. CATALOG NO. OF
TERMINALFORTUBE DIA. 60.30mm. WITH 14 mm.HOLE DIA.IS EAFTF-8_H2_BM

PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS EXAMPLE CATALOG
NO.OF TUBE DIA.60.30mm. WITH 14mm.HOLE DIA. HOLE TO HOLE CENTRE 50mm. TERMINAL
WIDTH 80mm. ISEAFTF-8_H2_C5_W1_SS.

PAD MOUNTING HARDWARE IS OBTAINED FROM CATALOG TYPES EHBG, EHNG, EHFG, EHWG
FOR GALVANISED SCREWING HARDWARES AND EHBS, EHNS, EHFS, EHWS FOR STAINLESS
STEEL SCREWING HARDWARES.
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- ALUMINIUM FLAT TERMINAL
B TUBE TO FLAT

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EARTF
Doc. Rev. Dt. -

MATERIAL OF TERMINAL - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

TERMINAL SUITABLE FOR < 245 KV

ci2, ci2

Ci2

CONTACT SURFACE
2 A

4HOLESH@

FIG.A

H Cc w o
H1=110 C1=25.0 C4=44.5 W1=80 @1=45°
H2=140 C2=32.0 C5=50.0 W2=100 @2=90°
H3=180 C3=40.0 C6=55.0 W3=120 @3=30°

CATALOG NO. | FIG. | ALUMINIUM | TUBE DIA. DIMENSIONS-mm.
TYPE | TUBE SIZE

IPS Do L Y T X J
EARTF-2 B 1.00" 33.40 170 84 12 130 10
EARTF-4 B 1.25" 42.16 170 94 12 130 10
EARTF-6 B 1.50" 48.26 172 94 12 132 10
EARTF-8 A 2.00" 60.30 155 128 12 115 10
EARTF-10 A 2.50" 73.03 155 140 12 115 10
EARTF-12 A 3.00" 88.90 175 158 14 135 10
EARTF-14 A 3.50" 101.60 185 168 14 145 12
EARTF-16 A 4.00" 114.30 200 184 20 160 12
EARTF-18 A 4.50" 127.00 205 210 25 165 12
EARTF-20 A 5.00" 141.30 225 222 30 185 12
EARTF-22 A 6.00” 168.00 230 248 18 180 12
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Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in

B3



- ALUMINIUM FLAT TERMINAL
TUBE TO FLAT

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EARTF
Doc. Rev. Dt. -
NOTE:

1)

PLEASE ADD SUFFIX H1, H2, H3 AS REQUIRED FOR DIAMETER OF 4 HOLES H DIA. IN THE
TERMINAL FOR e.g. CATALOG NO. OF TERMINAL FOR TUBE DIA. 60.30mm. WITH 14mm. HOLE DIA
IS EARTF-8_H2.

PLEASE ADD SUFFIX C1,C2----C6 AS REQUIRED FOR CENTRE TO CENTRE DISTANCE OF 4 HOLE
IN THE TERMINAL PAD. FOR e.g. CATALOG NO. OF TERMINAL FOR TUBE DIA.60.30mm. WITH
14mm. HOLE DIA. HOLE TOHOLE CENTRE 50mm. IS EARTF-8_H2_C5.

PLEASEADD SUFFIXW1, W2, W3AS REQUIRED FORWIDTH OF TERMINAL. FOR e.g. CATALOG NO.
OF TERMINAL FOR TUBE DIA.60.30mm. WITH 14mm. HOLE DIA. HOLE TO HOLE CENTRE
50mm.TERMINALWIDTH 80mm. ISEARTF-8_H2_C5_W1.

FOR NOMINAL TUBE SIZE > 38mm.O.D., 40mm.O.D., 50mm.O.D., 60mm.O.D., 80mm.
0O.D., 100mm.0.D., 120mm.O.D. ETC. PLEASE ADD SUITABLE SUFFIX TO THE CATALOG TYPE
e.g. CATALOG NO. OF TERMINAL CONNECTOR SUITABLE FOR 80mm. OD ALUMINIUM TUBE IS
EARTF-80.

CENTRE PAD MAY BE OBTAINED BY ADDING SUFFIX CP FOR e.g. CATALOG NO. OF 2.00" IPS
ALUMINIUM TUBE WITH CENTRE PAD IS EARTF-8_HX_CX_CP.

ANGLE CONNECTORS MAY BE OBTAINED BY SPECIFYING DESIRED ANGLE AND CONTACT
SURFACE AS ILLUSTRATED. ADD CONTACT SURFACE LETTER AND REQUIRED ANGLE TO
CATALOG NUMBER. FOR e.g. CATALOG NO. OF 2.00" IPS ANGLE CONNECTOR WITH CONTACT
SURFACE REQUIRED ON SIDE NANGLE 90 DEGREE IS EARTF-8_HX_CX_N90.

VALUES IN THE CATALOG IS SUITABLE FORW=80mm. VALUES WILL DIFFER IF W CHANGES.

PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g.CATALOG
NO.OF TERMINAL FOR 5.00" IPS TUBE TO PAD WITH STAINLESS STEEL NUT BOLTS IS EARTF-
20_HX_CX_SS.

PAD MOUNTING HARDWARE IS OBTAINED FROM CATALOG TYPES EHBG, EHNG, EHFG, EHWG
FOR GALVANISED SCREWING HARDWARES. AND EHBS, EHNS, EHFS, EHWS FOR STAINLESS
STEEL SCREWING HARDWARES.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
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ALUMINIUM EXPANSION TERMINAL
STUD TO TUBE

Issue No.
Issue Dt.
Doc. Rev. No.
Doc. Rev. Dt.

3
02.01.15
0

EAFTS

MATERIAL OF EXPANSION TERMINAL - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994
(LM-6). MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEELELECTRO

TERMINAL SUITABLE FOR < 145 kV

CATALOG NO. | FIG. NO. ALUMINIUM STUD DIA DIMENSIONS-mm.
TUBE SIZE EQ

IPS mm. DG mm. L Y w J
EAFTS -1 I 1.00" 33.40 20.00 220 108 60 10
EAFTS -2 I 1.25" 42.16 20.00 220 116 60 10
EAFTS -3 | 1.50" 48.26 20.00 220 116 60 10
EAFTS -4 I 2.00" 60.30 20.00 220 128 60 10
EAFTS -5 I 2.50" 73.03 20.00 220 140 60 10
EAFTS -6 I 3.00" 88.90 20.00 220 158 60 10
EAFTS -7 Il 3.50" 101.60 20.00 230 168 60 12
EAFTS - 8 Il 4.00" 114.30 20.00 230 184 60 12
EAFTS -9 | 1.00" 33.40 20.00-22.00 220 108 60 10
EAFTS-10 | 1.25" 42.16 20.00-22.00 220 116 60 10
EAFTS-11 | 1.50" 48.26 20.00-22.00 220 116 60 10
EAFTS-12 | 2.00" 60.30 20.00-22.00 220 128 74 10
EAFTS-13 | 2.50" 73.03 20.00-22.00 220 140 74 10
EAFTS-14 | 3.00" 88.90 20.00-22.00 220 158 74 10
EAFTS-15 Il 3.50" 101.60 20.00-22.00 230 168 74 12
EAFTS-16 Il 4.00" 114.30 20.00-22.00 230 184 74 12
EAFTS-17 I 1.00" 33.40 22.00-24.00 220 108 74 10

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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ALUMINIUM EXPANSION TERMINAL
STUD TO TUBE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EAFTS

Doc. Rev. Dt. -

CATALOG NO. | FIG. NO. ALUMINIUM STUD DIA DIMENSIONS-mm.

TUBE SIZE EQ
IPS mm. mm. L Y w J

EAFTS-18 | 1.25" 42.16 22.00-24.00 220 116 74 10
EAFTS-19 | 1.50" 48.26 22.00-24.00 220 116 74 10
EAFTS-20 | 2.00" 60.30 22.00-24.00 220 128 74 10
EAFTS-21 | 2.50" 73.03 22.00-24.00 220 140 74 10
EAFTS-22 | 3.00" 88.90 22.00-24.00 220 158 74 10
EAFTS-23 I 3.50" 101.60 22.00-24.00 230 168 74 12
EAFTS-24 I 4.00" 114.30 22.00-24.00 230 184 74 12
EAFTS-25 | 1.00" 33.40 24.00-26.00 220 108 74 10
EAFTS-26 | 1.25" 42.16 24.00-26.00 220 116 74 10
EAFTS-27 | 1.50" 48.26 24.00-26.00 220 116 74 10
EAFTS-28 | 2.00" 60.30 24.00-26.00 220 128 74 10
EAFTS-29 | 2.50" 73.03 24.00-26.00 220 140 74 10
EAFTS-30 | 3.00" 88.90 24.00-26.00 220 158 74 10
EAFTS-31 Il 3.50" 101.60 24.00-26.00 230 168 74 12
EAFTS-32 Il 4.00" 114.30 24.00-26.00 230 184 74 12
EAFTS-33 | 1.00" 33.40 26.00-28.00 220 108 74 10
EAFTS-34 | 1.25" 42.16 26.00-28.00 220 116 74 10
EAFTS-35 | 1.50" 48.26 26.00-28.00 220 116 74 10
EAFTS-36 | 2.00" 60.30 26.00-28.00 220 128 74 10
EAFTS-37 | 2.50" 73.03 26.00-28.00 220 140 74 10
EAFTS-38 | 3.00" 88.90 26.00-28.00 220 158 74 10
EAFTS-39 I 3.50" 101.60 26.00-28.00 230 168 74 12
EAFTS-40 I 4.00" 114.30 26.00-28.00 230 184 74 12
EAFTS-41 | 1.00" 33.40 28.00-30.00 220 108 74 10
EAFTS-42 | 1.25" 42.16 28.00-30.00 220 116 74 10
EAFTS-43 | 1.50" 48.26 28.00-30.00 220 116 74 10
EAFTS-44 | 2.00" 60.30 28.00-30.00 220 128 74 10
EAFTS-45 | 2.50" 73.03 28.00-30.00 220 140 74 10
EAFTS-46 | 3.00" 88.90 28.00-30.00 220 158 74 10
EAFTS-47 I 3.50" 101.60 28.00-30.00 230 168 74 12
EAFTS-48 Il 4.00" 114.30 28.00-30.00 230 184 74 12
EAFTS-49 | 1.00" 33.40 30.00-32.00 220 108 74 10
EAFTS-50 | 1.25" 42.16 30.00-32.00 220 116 74 10
EAFTS-51 | 1.50" 48.26 30.00-32.00 220 116 74 10
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ALUMINIUM EXPANSION TERMINAL
STUD TO TUBE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EAFTS

Doc. Rev. Dt. -

CATALOG NO. | FIG. NO. ALUMINIUM STUD DIA DIMENSIONS-mm.

TUBE SIZE EQ
IPS mm. mm. L Y w J

EAFTS-52 | 2.00" 60.30 30.00-32.00 220 128 74 10
EAFTS-53 | 2.50" 73.03 30.00-32.00 220 140 74 10
EAFTS-54 | 3.00" 88.90 30.00-32.00 220 158 74 10
EAFTS-55 I 3.50" 101.60 30.00-32.00 230 168 74 12
EAFTS-56 Il 4.00" 114.30 30.00-32.00 230 184 74 12
EAFTS-57 | 1.00" 33.40 32.00-34.00 236 108 84 10
EAFTS-58 | 1.25" 42.16 32.00-34.00 236 116 84 10
EAFTS-59 | 1.50" 48.26 32.00-34.00 236 116 84 10
EAFTS-60 | 2.00" 60.30 32.00-34.00 236 128 84 10
EAFTS-61 | 2.50" 73.03 32.00-34.00 236 140 84 10
EAFTS-62 | 3.00" 88.90 32.00-34.00 236 158 84 10
EAFTS-63 Il 3.50" 101.60 32.00-34.00 246 168 84 12
EAFTS-64 Il 4.00" 114.30 32.00-34.00 246 184 84 12
EAFTS-65 | 1.00" 33.40 34.00-36.00 236 108 84 10
EAFTS-66 | 1.25" 42.16 34.00-36.00 236 116 84 10
EAFTS-67 | 1.50" 48.26 34.00-36.00 236 116 84 10
EAFTS-68 | 2.00" 60.30 34.00-36.00 236 128 84 10
EAFTS-69 | 2.50" 73.03 34.00-36.00 236 140 84 10
EAFTS-70 | 3.00" 88.90 34.00-36.00 236 158 84 10
EAFTS-71 Il 3.50" 101.60 34.00-36.00 246 168 84 12
EAFTS-72 Il 4.00" 114.30 34.00-36.00 246 184 84 12
EAFTS-73 | 1.00" 33.40 36.00-38.00 236 108 84 10
EAFTS-74 | 1.25" 42.16 36.00-38.00 236 116 84 10
EAFTS-75 | 1.50" 48.26 36.00-38.00 236 116 84 10
EAFTS-76 | 2.00" 60.30 36.00-38.00 236 128 84 10
EAFTS-77 | 2.50" 73.03 36.00-38.00 236 140 84 10
EAFTS-78 | 3.00" 88.90 36.00-38.00 236 158 84 10
EAFTS-79 Il 3.50" 101.60 36.00-38.00 246 168 84 12
EAFTS-80 Il 4.00" 114.30 36.00-38.00 246 184 84 12
EAFTS-81 | 1.00" 33.40 38.00-40.00 236 108 84 10
EAFTS-82 | 1.25" 42.16 38.00-40.00 236 116 84 10
EAFTS-83 | 1.50" 48.26 38.00-40.00 236 116 84 10
EAFTS-84 | 2.00" 60.30 38.00-40.00 236 128 84 10
EAFTS-85 | 2.50" 73.03 38.00-40.00 236 140 84 10
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ALUMINIUM EXPANSION TERMINAL
STUD TO TUBE

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EAFTS
Doc. Rev. Dt. -
CATALOG NO. | FIG. NO. ALUMINIUM STUD DIA DIMENSIONS-mm.
TUBE SIZE EQ
IPS mm. mm. L Y w J
EAFTS-86 | 3.00" 88.90 38.00-40.00 236 158 84 10
EAFTS-87 I 3.50" 101.60 38.00-40.00 246 168 84 12
EAFTS-88 I 4.00" 114.30 38.00-40.00 246 184 84 12
EAFTS-89 | 1.00" 33.40 40.00-42.00 236 108 94 10
EAFTS-90 | 1.25" 42.16 40.00-42.00 236 116 94 10
EAFTS-91 | 1.50" 48.26 40.00-42.00 236 116 94 10
EAFTS-92 | 2.00" 60.30 40.00-42.00 236 128 94 10
EAFTS-93 | 2.50" 73.03 40.00-42.00 236 140 94 10
EAFTS-94 | 3.00" 88.90 40.00-42.00 236 158 94 10
EAFTS-95 I 3.50" 101.60 40.00-42.00 246 168 94 12
EAFTS-96 Il 4.00" 114.30 40.00-42.00 246 184 94 12
EAFTS-97 | 1.00" 33.40 42.00-44.00 236 108 94 10
EAFTS-98 | 1.25" 42.16 42.00-44.00 236 116 94 10
EAFTS-99 | 1.50" 48.26 42.00-44.00 236 116 94 10
EAFTS-100 | 2.00" 60.30 42.00-44.00 236 128 94 10
EAFTS-101 | 2.50" 73.03 42.00-44.00 236 140 94 10
EAFTS-102 | 3.00" 88.90 42.00-44.00 236 158 94 10
EAFTS-103 I 3.50" 101.60 42.00-44.00 246 168 94 12
EAFTS-104 Il 4.00" 114.30 42.00-44.00 246 184 94 12
EAFTS-105 | 1.00" 33.40 44.00-46.00 236 108 94 10
EAFTS-106 | 1.25" 42.16 44.00-46.00 236 116 94 10
EAFTS-107 | 1.50" 48.26 44.00-46.00 236 116 94 10
EAFTS-108 | 2.00" 60.30 44.00-46.00 236 128 94 10
EAFTS-109 | 2.50" 73.03 44.00-46.00 236 140 94 10
EAFTS-110 | 3.00" 88.90 44.00-46.00 236 158 94 10
EAFTS-111 I 3.50" 101.60 44.00-46.00 246 168 94 12
EAFTS-112 Il 4.00" 114.30 44.00-46.00 246 184 94 12
EAFTS-113 | 1.00" 33.40 46.00-48.00 236 108 94 10
EAFTS-114 | 1.25" 42.16 46.00-48.00 236 116 94 10
EAFTS-115 | 1.50" 48.26 46.00-48.00 236 116 94 10
EAFTS-116 | 2.00" 60.30 46.00-48.00 236 128 94 10
EAFTS-117 | 2.50" 73.03 46.00-48.00 236 140 94 10
EAFTS-118 | 3.00" 88.90 46.00-48.00 236 158 94 10
EAFTS-119 I 3.50" 101.60 46.00-48.00 246 168 94 12
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ALUMINIUM EXPANSION TERMINAL
STUD TO TUBE

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EAFTS
Doc. Rev. Dt. -
CATALOG NO. | FIG. NO. ALUMINIUM STUD DIA DIMENSIONS-mm.
TUBE SIZE EQ
IPS mm. mm. L Y w J
EAFTS-120 Il 4.00" 114.3 46.00-48.00 246 184 94 12
EAFTS-121 | 1.00" 33.40 48.00-50.00 236 108 94 10
EAFTS-122 | 1.25" 42.16 48.00-50.00 236 116 94 10
EAFTS-123 | 1.50" 48.26 48.00-50.00 236 116 94 10
EAFTS-124 | 2.00" 60.30 48.00-50.00 236 128 94 10
EAFTS-125 | 2.50" 73.03 48.00-50.00 236 140 94 10
EAFTS-126 | 3.00" 88.90 48.00-50.00 236 158 94 10
EAFTS-127 Il 3.50" 101.60 48.00-50.00 246 168 94 12
EAFTS-128 Il 4.00" 114.30 48.00-50.00 246 184 94 12
NOTE:

1) TO SPECIFY USE OF BIMETALLIC SLEEVE, ADD SUFFIX BM AS REQUIRED. e.g. CATALOG NO. OF
TERMINAL WITH BIMETALLIC SLEEVE SUITABLE FOR 30 & CU STUD & FOR 2.00" IPS ALUMINIUM
TUBE IS EAFTS-44_BM

2) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS e.g. CATALOG NO. OF
300 CUSTUD & FOR2.00" IPSALUMINIUM TUBE IS EAFTS-44_BM_SS

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
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ALUMINIUM EXPANSION T STUD TERMINAL
STUD TO TUBE

Issue No.
Issue Dt.
Doc. Rev. No.
Doc. Rev. Dt.

3
02.01.15
0

EAFST

MATERIAL OF EXPANSION TERMINAL - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994
(LM-6). MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING
WASHER SPRING STEEL ELECTRO GALVANISED; FLEXIBLE JUMPER -ALUMINIUM.

TERMINAL SUITABLE FOR< 145KV

4/8 X FACTORY WELD

" VIEW WITHOUT AL. JUMPER & AL. TUBE

CATALOG NO. FIG. NO. ALUMINIUM STUD DIA DIMENSIONS-mm.
TUBE SIZE EQ
IPS mm. mm. L Y J
EAFST-1 I 1.00" 33.40 20.00 270 108 10
EAFST-2 I 1.25" 42.16 20.00 270 116 10
EAFST-3 I 1.50" 48.26 20.00 270 116 10
EAFST-4 I 2.00" 60.30 20.00 270 128 10
EAFST-5 I 2.50" 73.03 20.00 270 140 10
EAFST-6 I 3.00" 88.90 20.00 270 158 10
EAFST-7 Il 3.50" 101.60 20.00 280 168 12
EAFST-8 Il 4.00" 114.30 20.00 280 184 12
EAFST-9 I 1.00" 33.40 22.00 270 108 10
EAFST-10 I 1.25" 42.16 22.00 270 116 10
EAFST-11 I 1.50" 48.26 22.00 270 116 10
EAFST-12 I 2.00" 60.30 22.00 270 128 10
EAFST-13 I 2.50" 73.03 22.00 270 140 10
EAFST-14 I 3.00" 88.90 22.00 270 158 10
EAFST-15 Il 3.50" 101.60 22.00 280 168 12
EAFST-16 Il 4.00" 114.30 22.00 280 184 12
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- ALUMINIUM EXPANSION T STUD TERMINAL
B TUBE TO STUD

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EAFST
Doc. Rev. Dt. -
CATALOG NO. FIG. NO. ALUMINIUM STUD DIA DIMENSIONS-mm.
TUBE SIZE EQ

IPS mm. mm. L Y J
EAFST-17 I 1.00" 33.40 24.00 270 108 10
EAFST-18 I 1.25" 42.16 24.00 270 116 10
EAFST-19 I 1.50" 48.26 24.00 270 116 10
EAFST-20 I 2.00" 60.30 24.00 270 128 10
EAFST-21 I 2.50" 73.03 24.00 270 140 10
EAFST-22 I 3.00" 88.90 24.00 270 158 10
EAFST-23 1] 3.50" 101.60 24.00 280 168 12
EAFST-24 ] 4.00" 114.30 24.00 280 184 12
EAFST-25 I 1.00" 33.40 26.00 270 108 10
EAFST-26 I 1.25" 42.16 26.00 270 116 10
EAFST-27 I 1.50" 48.26 26.00 270 116 10
EAFST-28 I 2.00" 60.30 26.00 270 128 10
EAFST-29 I 2.50" 73.03 26.00 270 140 10
EAFST-30 I 3.00" 88.90 26.00 270 158 10
EAFST-31 ] 3.50" 101.60 26.00 280 168 12
EAFST-32 Il 4.00" 114.30 26.00 280 184 12
EAFST-33 I 1.00" 33.40 28.00 270 108 10
EAFST-34 I 1.25" 42.16 28.00 270 116 10
EAFST-35 I 1.50" 48.26 28.00 270 116 10
EAFST-36 I 2.00" 60.30 28.00 270 128 10
EAFST-37 I 2.50" 73.03 28.00 270 140 10
EAFST-38 I 3.00" 88.90 28.00 270 158 10
EAFST-39 1] 3.50" 101.60 28.00 280 168 12
EAFST-40 ] 4.00" 114.30 28.00 280 184 12
EAFST-41 I 1.00" 33.40 30.00 270 108 10
EAFST-42 I 1.25" 42.16 30.00 270 116 10
EAFST-43 I 1.50" 48.26 30.00 270 116 10
EAFST-44 I 2.00" 60.30 30.00 270 128 10
EAFST-45 I 2.50" 73.03 30.00 270 140 10
EAFST-46 I 3.00" 88.90 30.00 270 158 10
EAFST-47 1] 3.50" 101.60 30.00 280 168 12
EAFST-48 ] 4.00" 114.30 30.00 280 184 12
EAFST-49 I 1.00" 33.40 32.00 270 108 10
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ALUMINIUM EXPANSION T STUD TERMINAL
TUBE TO STUD

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EAFST
Doc. Rev. Dt. -
CATALOG NO. FIG. NO. ALUMINIUM STUD DIA DIMENSIONS-mm.
TUBE SIZE EQ
IPS mm. mm. L Y J
EAFST-50 I 1.25" 42.16 32.00 270 116 10
EAFST-51 I 1.50" 48.26 32.00 270 116 10
EAFST-52 I 2.00" 60.30 32.00 270 128 10
EAFST-53 I 2.50" 73.03 32.00 270 140 10
EAFST-54 I 3.00" 88.90 32.00 270 158 10
EAFST-55 Il 3.50" 101.60 32.00 280 168 12
EAFST-56 Il 4.00" 114.30 32.00 280 184 12
EAFST-57 I 1.00" 33.40 34.00 270 108 10
EAFST-58 I 1.25" 42.16 34.00 270 116 10
EAFST-59 I 1.50" 48.26 34.00 270 116 10
EAFST-60 I 2.00" 60.30 34.00 270 128 10
EAFST-61 I 2.50" 73.03 34.00 270 140 10
EAFST-62 I 3.00" 88.90 34.00 270 158 10
EAFST-63 Il 3.50" 101.60 34.00 280 168 12
EAFST-64 Il 4.00" 114.30 34.00 280 184 12
EAFST-65 I 1.00" 33.40 36.00 270 108 10
EAFST-66 I 1.25" 42.16 36.00 270 116 10
EAFST-67 I 1.50" 48.26 36.00 270 116 10
EAFST-68 I 2.00" 60.30 36.00 270 128 10
EAFST-69 I 2.50" 73.03 36.00 270 140 10
EAFST-70 I 3.00" 88.90 36.00 270 158 10
EAFST-71 Il 3.50" 101.60 36.00 280 168 12
EAFST-72 Il 4.00" 114.30 36.00 280 184 12
EAFST-73 I 1.00" 33.40 38.00 270 108 10
EAFST-74 I 1.25" 42.16 38.00 270 116 10
EAFST-75 I 1.50" 48.26 38.00 270 116 10
EAFST-76 I 2.00" 60.30 38.00 270 128 10
EAFST-77 I 2.50" 73.03 38.00 270 140 10
EAFST-78 I 3.00" 88.90 38.00 270 158 10
EAFST-79 ] 3.50" 101.60 38.00 280 168 12
EAFST-80 1] 4.00" 114.30 38.00 280 184 12
EAFST-81 I 1.00" 33.40 40.00 270 108 10
EAFST-82 I 1.25" 42.16 40.00 270 116 10
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- ALUMINIUM EXPANSION T STUD TERMINAL
B TUBE TO STUD

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EAFST
Doc. Rev. Dt. -
CATALOG NO. FIG. NO. ALUMINIUM STUD DIA DIMENSIONS-mm.
TUBE SIZE EQ

IPS mm. mm. L Y J
EAFST-83 I 1.50" 48.26 40.00 270 116 10
EAFST-84 I 2.00" 60.30 40.00 270 128 10
EAFST-85 I 2.50" 73.03 40.00 270 140 10
EAFST-86 I 3.00" 88.90 40.00 270 158 10
EAFST-87 1] 3.50" 101.60 40.00 280 168 12
EAFST-88 ] 4.00" 114.30 40.00 280 184 12
EAFST-89 I 1.00" 33.40 42.00 270 108 10
EAFST-90 I 1.25" 42.16 42.00 270 116 10
EAFST-91 I 1.50" 48.26 42.00 270 116 10
EAFST-92 I 2.00" 60.30 42.00 270 128 10
EAFST-93 I 2.50" 73.03 42.00 270 140 10
EAFST-94 I 3.00" 88.90 42.00 270 158 10
EAFST-95 Il 3.50" 101.60 42.00 280 168 12
EAFST-96 ] 4.00" 114.30 42.00 280 184 12
EAFST-97 I 1.00" 33.40 44.00 270 108 10
EAFST-98 I 1.25" 42.16 44.00 270 116 10
EAFST-99 I 1.50" 48.26 44.00 270 116 10
EAFST-100 I 2.00" 60.30 44.00 270 128 10
EAFST-101 I 2.50" 73.03 44.00 270 140 10
EAFST-102 I 3.00" 88.90 44.00 270 158 10
EAFST-103 1] 3.50" 101.60 44.00 280 168 12
EAFST-104 ] 4.00" 114.30 44.00 280 184 12
EAFST-105 I 1.00" 33.40 46.00 270 108 10
EAFST-106 I 1.25" 42.16 46.00 270 116 10
EAFST-107 I 1.50" 48.26 46.00 270 116 10
EAFST-108 I 2.00" 60.30 46.00 270 128 10
EAFST-109 I 2.50" 73.03 46.00 270 140 10
EAFST-110 I 3.00" 88.90 46.00 270 158 10
EAFST-111 Il 3.50" 101.60 46.00 280 168 12
EAFST-112 ] 4.00" 114.30 46.00 280 184 12
EAFST-113 I 1.00" 33.40 48.00 270 108 10
EAFST-114 I 1.25" 42.16 48.00 270 116 10
EAFST-115 I 1.50" 48.26 48.00 270 116 10
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- ALUMINIUM EXPANSION T STUD TERMINAL
TUBE TO STUD B

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EAFST
Doc. Rev. Dt. -
CATALOG NO. | FIG. NO. ALUMINIUM STUD DIA DIMENSIONS-mm.
TUBE SIZE EQ

IPS mm. mm. L Y J
EAFST-116 I 2.00" 60.30 48.00 270 128 10
EAFST-117 I 2.50" 73.03 48.00 270 140 10
EAFST-118 I 3.00" 88.90 48.00 270 158 10
EAFST-119 Il 3.50" 101.60 48.00 280 168 12
EAFST-120 Il 4.00" 114.30 48.00 280 184 12
EAFST-121 I 1.00" 33.40 50.00 270 108 10
EAFST-122 I 1.25" 42.16 50.00 270 116 10
EAFST-123 I 1.50" 48.26 50.00 270 116 10
EAFST-124 I 2.00" 60.30 50.00 270 128 10
EAFST-125 I 2.50" 73.03 50.00 270 140 10
EAFST-126 I 3.00" 88.90 50.00 270 158 10
EAFST-127 Il 3.50" 101.60 50.00 280 168 12
EAFST-128 ] 4.00" 114.30 50.00 280 184 12

NOTE:

1) TO SPECIFY USE OF BIMETALLIC SLEEVE, ADD SUFFIX BM AS REQUIRED. e.g. CATALOG NO. OF
TERMINAL WITH BIMETALLIC SLEEVE SUITABLE FOR 30 @ CU STUD & FOR 2.00" IPS ALUMINIUM
TUBE ISEAFST-44_BM

2) STUD, SIDENUT BOLT SIZE J=101S USED.

3) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS e.g. CATALOG NO.OF
30 CUSTUD & FOR2.00" IPSALUMINIUM TUBE IS EAFST-44_BM_SS
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ALUMINIUM STUD CONNECTOR
STUD TO TUBE

Issue No.
Issue Dt.
Doc. Rev. No.
Doc. Rev. Dt.

3
02.01.15
0

EADST

MATERIAL OF CONNECTOR - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

CONNECTOR SUITABLE FOR<145KV

w1

SECTION A-A

CATALOG NO. ALUMINIUM STUD DIA DIMENSIONS-mm.
TUBE SIZE EQ
IPS mm. mm. L w1 w2 J
EADST-1 1.00" 33.40 20.00 136 74 60 10
EADST-2 1.25" 42.16 20.00 152 94 60 10
EADST-3 1.50" 48.26 20.00 137 116 60 10
EADST-4 2.00" 60.30 20.00 137 128 60 10
EADST-5 2.50" 73.03 20.00 137 140 60 10
EADST-6 3.00" 88.90 20.00 142 158 60 10
EADST-7 3.50" 101.60 20.00 162 168 60 12
EADST-8 4.00" 114.30 20.00 172 184 60 12
EADST-9 1.00" 33.40 20.00-22.00 152 84 60 10
EADST-10 1.25" 42.16 20.00-22.00 152 94 60 10
EADST-11 1.50" 48.26 20.00-22.00 137 116 60 10
EADST-12 2.00" 60.30 20.00-22.00 137 128 60 10
EADST-13 2.50" 73.03 20.00-22.00 137 140 60 10
EADST-14 3.00" 88.90 20.00-22.00 142 158 60 10
EADST-15 3.50" 101.60 20.00-22.00 162 168 60 12
EADST-16 4.00" 114.30 20.00-22.00 172 184 60 12
EADST-17 1.00" 33.40 22.00-24.00 152 84 74 10
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ALUMINIUM STUD CONNECTOR
STUD TO TUBE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EADST

Doc. Rev. Dt. -

CATALOG NO. ALUMINIUM STUD DIA DIMENSIONS-mm.

TUBE SIZE EQ
IPS mm. mm. L w1 w2 J

EADST-18 1.25" 42.16 22.00-24.00 152 94 74 10
EADST-19 1.50" 48.26 22.00-24.00 137 116 74 10
EADST-20 2.00" 60.30 22.00-24.00 137 128 74 10
EADST-21 2.50" 73.03 22.00-24.00 137 140 74 10
EADST-22 3.00" 88.90 22.00-24.00 142 158 74 10
EADST-23 3.50" 101.60 22.00-24.00 162 168 74 12
EADST-24 4.00" 114.30 22.00-24.00 172 184 74 12
EADST-25 1.00" 33.40 24.00-26.00 152 84 74 10
EADST-26 1.25" 42.16 24.00-26.00 152 94 74 10
EADST-27 1.50" 48.26 24.00-26.00 137 116 74 10
EADST-28 2.00" 60.30 24.00-26.00 137 128 74 10
EADST-29 2.50" 73.03 24.00-26.00 137 140 74 10
EADST-30 3.00" 88.90 24.00-26.00 142 158 74 10
EADST-31 3.50" 101.60 24.00-26.00 162 168 74 12
EADST-32 4.00" 114.30 24.00-26.00 172 184 74 12
EADST-33 1.00" 33.40 26.00-28.00 152 84 74 10
EADST-34 1.25" 42.16 26.00-28.00 152 94 74 10
EADST-35 1.50" 48.26 26.00-28.00 137 116 74 10
EADST-36 2.00" 60.30 26.00-28.00 137 128 74 10
EADST-37 2.50" 73.03 26.00-28.00 137 140 74 10
EADST-38 3.00" 88.90 26.00-28.00 142 158 74 10
EADST-39 3.50" 101.60 26.00-28.00 162 168 74 12
EADST-40 4.00" 114.30 26.00-28.00 172 184 74 12
EADST-41 1.00" 33.40 28.00-30.00 152 84 74 10
EADST-42 1.25" 42.16 28.00-30.00 152 94 74 10
EADST-43 1.50" 48.26 28.00-30.00 137 116 74 10
EADST-44 2.00" 60.30 28.00-30.00 137 128 74 10
EADST-45 2.50" 73.03 28.00-30.00 137 140 74 10
EADST-46 3.00" 88.90 28.00-30.00 142 158 74 10
EADST-47 3.50" 101.60 28.00-30.00 162 168 74 12
EADST-48 4.00" 114.30 28.00-30.00 172 184 74 12
EADST-49 1.00" 33.40 30.00-32.00 152 84 74 10
EADST-50 1.25" 42.16 30.00-32.00 152 94 74 10
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ALUMINIUM STUD CONNECTOR
STUD TO TUBE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EADST

Doc. Rev. Dt. -

CATALOG NO. ALUMINIUM STUD DIA DIMENSIONS-mm.

TUBE SIZE EQ
IPS mm. mm. L w1 w2 J

EADST-51 1.50" 48.26 30.00-32.00 137 116 74 10
EADST-52 2.00" 60.30 30.00-32.00 137 128 74 10
EADST-53 2.50" 73.03 30.00-32.00 137 140 74 10
EADST-54 3.00" 88.90 30.00-32.00 142 158 74 10
EADST-55 3.50" 101.60 30.00-32.00 162 168 74 12
EADST-56 4.00" 114.30 30.00-32.00 172 184 74 12
EADST-57 1.00" 33.40 32.00-34.00 168 84 84 10
EADST-58 1.25" 42.16 32.00-34.00 168 94 84 10
EADST-59 1.50" 48.26 32.00-34.00 137 116 84 10
EADST-60 2.00" 60.30 32.00-34.00 151 128 84 10
EADST-61 2.50" 73.03 32.00-34.00 151 140 84 10
EADST-62 3.00" 88.90 32.00-34.00 156 158 84 10
EADST-63 3.50" 101.60 32.00-34.00 176 168 84 12
EADST-64 4.00" 114.30 32.00-34.00 186 184 84 12
EADST-65 1.00" 33.40 34.00-36.00 168 84 84 10
EADST-66 1.25" 42.16 34.00-36.00 168 94 84 10
EADST-67 1.50" 48.26 34.00-36.00 137 116 84 10
EADST-68 2.00" 60.30 34.00-36.00 151 128 84 10
EADST-69 2.50" 73.03 34.00-36.00 151 140 84 10
EADST-70 3.00" 88.90 34.00-36.00 156 158 84 10
EADST-71 3.50" 101.60 34.00-36.00 176 168 84 12
EADST-72 4.00" 114.30 34.00-36.00 186 184 84 12
EADST-73 1.00" 33.40 36.00-38.00 168 84 84 10
EADST-74 1.25" 42.16 36.00-38.00 168 94 84 10
EADST-75 1.50" 48.26 36.00-38.00 137 116 84 10
EADST-76 2.00" 60.30 36.00-38.00 151 128 84 10
EADST-77 2.50" 73.03 36.00-38.00 151 140 84 10
EADST-78 3.00" 88.90 36.00-38.00 156 158 84 10
EADST-79 3.50" 101.60 36.00-38.00 176 168 84 12
EADST-80 4.00" 114.30 36.00-38.00 186 184 84 12
EADST-81 1.00" 33.40 38.00-40.00 168 84 84 10
EADST-82 1.25" 42.16 38.00-40.00 168 94 84 10
EADST-83 1.50" 48.26 38.00-40.00 137 116 84 10
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ALUMINIUM STUD CONNECTOR
STUD TO TUBE

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EADST
Doc. Rev. Dt. -
CATALOG NO. ALUMINIUM STUD DIA DIMENSIONS-mm.
TUBE SIZE EQ
IPS mm. mm. L w1 w2 J
EADST-84 2.00" 60.30 38.00-40.00 151 128 84 10
EADST-85 2.50" 73.03 38.00-40.00 151 140 84 10
EADST-86 3.00" 88.90 38.00-40.00 156 158 84 10
EADST-87 3.50" 101.60 38.00-40.00 176 168 84 12
EADST-88 4.00" 114.30 38.00-40.00 186 184 84 12
EADST-89 1.00" 33.40 40.00-42.00 168 84 94 10
EADST-90 1.25" 42.16 40.00-42.00 168 94 94 10
EADST-91 1.50" 48.26 40.00-42.00 137 116 94 10
EADST-92 2.00" 60.30 40.00-42.00 151 128 94 10
EADST-93 2.50" 73.03 40.00-42.00 151 140 94 10
EADST-94 3.00" 88.90 40.00-42.00 156 158 94 10
EADST-95 3.50" 101.60 40.00-42.00 176 168 94 12
EADST-96 4.00" 114.30 40.00-42.00 186 184 94 12
EADST-97 1.00" 33.40 42.00-44.00 168 84 94 10
EADST-98 1.25" 42.16 42.00-44.00 168 94 94 10
EADST-99 1.50" 48.26 42.00-44.00 137 116 94 10
EADST-100 2.00" 60.30 42.00-44.00 151 128 94 10
EADST-101 2.50" 73.03 42.00-44.00 151 140 94 10
EADST-102 3.00" 88.90 42.00-44.00 156 158 94 10
EADST-103 3.50" 101.60 42.00-44.00 176 168 94 12
EADST-104 4.00" 114.30 42.00-44.00 186 184 94 12
EADST-105 1.00" 33.40 44.00-46.00 168 84 94 10
EADST-106 1.25" 42.16 44.00-46.00 168 94 94 10
EADST-107 1.50" 48.26 44.00-46.00 137 116 94 10
EADST-108 2.00" 60.30 44.00-46.00 151 128 94 10
EADST-109 2.50" 73.03 44.00-46.00 151 140 94 10
EADST-110 3.00" 88.90 44.00-46.00 156 158 94 10
EADST-111 3.50" 101.60 44.00-46.00 176 168 94 12
EADST-112 4.00" 114.30 44.00-46.00 186 184 94 12
EADST-113 1.00" 33.40 46.00-48.00 168 84 94 10
EADST-114 1.25" 42.16 46.00-48.00 168 94 94 10
EADST-115 1.50" 48.26 46.00-48.00 137 116 94 10
EADST-116 2.00" 60.30 46.00-48.00 151 128 94 10
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- ALUMINIUM STUD CONNECTOR
B STUD TO TUBE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EADST

Doc. Rev. Dt. -

CATALOG NO. ALUMINIUM STUD DIA DIMENSIONS-mm.

TUBE SIZE EQ
IPS mm. mm. L w1 w2 J
EADST-117 2.50" 73.03 46.00-48.00 151 140 94 10
EADST-118 3.00" 88.90 46.00-48.00 156 158 94 10
EADST-119 3.50" 101.60 46.00-48.00 176 168 94 12
EADST-120 4.00" 114.30 46.00-48.00 186 184 94 12
EADST-121 1.00" 33.40 48.00-50.00 168 84 94 10
EADST-122 1.25" 42.16 48.00-50.00 168 94 94 10
EADST-123 1.50" 48.26 48.00-50.00 137 116 94 10
EADST-124 2.00" 60.30 48.00-50.00 151 128 94 10
EADST-125 2.50" 73.03 48.00-50.00 151 140 94 10
EADST-126 3.00" 88.90 48.00-50.00 156 158 94 10
EADST-127 3.50" 101.60 48.00-50.00 176 168 94 12
EADST-128 4.00" 114.30 48.00-50.00 186 184 94 12
NOTE:

1) TO SPECIFY USE OF BIMETALLIC SLEEVE, ADD SUFFIX BM AS REQUIRED. e.g. CATALOG NO. OF
TERMINAL WITH BIMETALLIC SLEEVE SUITABLE FOR 30 @ CU STUD & FOR 2.00" IPS ALUMINIUM
TUBE ISEADST-44_BM

2) STUD, SIDENUT BOLT SIZE J=101S USED.

3) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g. CATALOG
NO.OF 30 CU STUD & FOR 2.00" IPSALUMINIUM TUBE IS EADST-44_BM_SS
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- ALUMINIUM STUD CONNECTOR
STUD TO TUBE B

Issue No. 3
. 02.01.15
Issue Dt EATST
Doc. Rev. No. 0
Doc. Rev. Dt. -

MATERIAL OF CONNECTOR - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

CONNECTOR SUITABLE FOR<245KV

I |
e _-_.-_.Qg
QL] ie
o' S
| eo |
CATALOG NO. ALUMINIUM STUD DIA DIMENSIONS-mm.
TUBE SIZE EQ
IPS mm. mm. L w J1 J2
EATST-36 2.00" 60.30 26.00-28.00 162 128 10 10
EATST-37 2.50" 73.03 26.00-28.00 162 140 10 10
EATST-38 3.00" 88.90 26.00-28.00 167 158 10 10
EATST-39 3.50" 101.60 26.00-28.00 187 168 10 12
EATST-40 4.00" 114.30 26.00-28.00 197 184 10 12
EATST-44 2.00" 60.30 28.00-30.00 162 128 10 10
EATST-45 2.50" 73.03 28.00-30.00 162 140 10 10
EATST-46 3.00" 88.90 28.00-30.00 167 158 10 10
EATST-47 3.50" 101.60 28.00-30.00 187 168 10 12
EATST-48 4.00" 114.30 28.00-30.00 197 184 10 12
EATST-52 2.00" 60.30 30.00-32.00 162 128 10 10
EATST-53 2.50" 73.03 30.00-32.00 162 140 10 10
EATST-54 3.00" 88.90 30.00-32.00 167 158 10 10
EATST-55 3.50" 101.60 30.00-32.00 187 168 10 12
EATST-56 4.00" 114.30 30.00-32.00 197 184 10 12
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- ALUMINIUM STUD CONNECTOR
B STUD TO TUBE

Issue No. 3

Issue Dt. 02.01.15 EATST

Doc. Rev. No. 0

Doc. Rev. Dt. -

CATALOG NO. ALUMINIUM STUD DIA DIMENSIONS-mm.

TUBE SIZE EQ
IPS mm. mm. L w J1 J2

EATST-60 2.00" 60.30 32.00-34.00 162 128 10 10
EATST-61 2.50" 73.03 32.00-34.00 162 140 10 10
EATST-62 3.00" 88.90 32.00-34.00 167 158 10 10
EATST-63 3.50" 101.60 32.00-34.00 187 168 10 12
EATST-64 4.00" 114.30 32.00-34.00 197 184 10 12
EATST-68 2.00" 60.30 34.00-36.00 162 128 10 10
EATST-69 2.50" 73.03 34.00-36.00 162 140 10 10
EATST-70 3.00" 88.90 34.00-36.00 167 158 10 10
EATST-71 3.50" 101.60 34.00-36.00 187 168 10 12
EATST-72 4.00" 114.30 34.00-36.00 197 184 10 12
EATST-76 2.00" 60.30 36.00-38.00 162 128 10 10
EATST-77 2.50" 73.03 36.00-38.00 162 140 10 10
EATST-78 3.00" 88.90 36.00-38.00 167 158 10 10
EATST-79 3.50" 101.60 36.00-38.00 187 168 10 12
EATST-80 4.00" 114.30 36.00-38.00 197 184 10 12
EATST-84 2.00" 60.30 38.00-40.00 162 128 10 10
EATST-85 2.50" 73.03 38.00-40.00 162 140 10 10
EATST-86 3.00" 88.90 38.00-40.00 167 158 10 10
EATST-87 3.50" 101.60 38.00-40.00 187 168 10 12
EATST-88 4.00" 114.30 38.00-40.00 197 184 10 12
EATST-92 2.00" 60.30 40.00-42.00 162 128 10 10
EATST-93 2.50" 73.03 40.00-42.00 162 140 10 10
EATST-94 3.00" 88.90 40.00-42.00 167 158 10 10
EATST-95 3.50" 101.60 40.00-42.00 187 168 10 12
EATST-96 4.00" 114.30 40.00-42.00 197 184 10 12
EATST-100 2.00" 60.30 42.00-44.00 162 128 10 10
EATST-101 2.50" 73.03 42.00-44.00 162 140 10 10
EATST-102 3.00" 88.90 42.00-44.00 167 158 10 10
EATST-103 3.50" 101.60 42.00-44.00 187 168 10 12
EATST-104 4.00" 114.30 42.00-44.00 197 184 10 12
EATST-108 2.00" 60.30 44.00-46.00 162 128 10 10
EATST-109 2.50" 73.03 44.00-46.00 162 140 10 10
EATST-110 3.00" 88.90 44.00-46.00 167 158 10 10
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- ALUMINIUM STUD CONNECTOR
STUD TO TUBE B

Issue No. 3

Issue Dt. 02.01.15 EATST

Doc. Rev. No. 0

Doc. Rev. Dt. -

CATALOG NO. ALUMINIUM STUD DIA DIMENSIONS-mm.

TUBE SIZE EQ
IPS mm. mm. L w J1 J2
EATST-111 3.50" 101.60 44.00-46.00 187 168 10 12
EATST-112 4.00" 114.30 44.00-46.00 197 184 10 12
EATST-116 2.00" 60.30 46.00-48.00 162 128 10 10
EATST-117 2.50" 73.03 46.00-48.00 162 140 10 10
EATST-118 3.00" 88.90 46.00-48.00 167 158 10 10
EATST-119 3.50" 101.60 46.00-48.00 187 168 10 12
EATST-120 4.00" 114.30 46.00-48.00 197 184 10 12
EATST-124 2.00" 60.30 48.00-50.00 162 128 10 10
EATST-125 2.50" 73.03 48.00-50.00 162 140 10 10
EATST-126 3.00" 88.90 48.00-50.00 167 158 10 10
EATST-127 3.50" 101.60 48.00-50.00 187 168 10 12
EATST-128 4.00" 114.30 48.00-50.00 197 184 10 12
NOTE:

1) TO SPECIFY USE OF BIMETALLIC SLEEVE, ADD SUFFIXBMAS REQUIRED. FOR e.g. CATALOG NO.
OF TERMINAL WITH BIMETALLIC SLEEVE SUITABLE FOR 30 @ CU STUD AND 2.00" IPSALUMINIUM
TUBE IS EATST-44_BM.

2) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g. CATALOG
NO.OF 48.00/50.00AL.STUD TO 4.00" IPSALUMINIUM TUBE IS EATST-128_SS.
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- ALUMINIUM T STUD CONNECTOR
TUBE TO STUD

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0
Doc. Rev. Dt. -

EATTS

SPRING STEEL ELECTRO GALVANISED.

MATERIAL OF CONNECTOR - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER

CONNECTOR SUITABLEFOR<145KV

| L 0 A

FIG.-1

FIG.- 1l

CATALOG NO. FIG. ALUMINIUM STUD DIA DIMENSIONS-mm.
TYPE TUBE SIZE EQD

IPS mm. mm. Cc w J1 J2
EATTS-1 I 1.00" 33.40 20.00 112 60 10 10
EATTS-2 I 1.25" 42.16 20.00 112 60 10 10
EATTS-3 I 1.50" 48.26 20.00 117 60 10 10
EATTS-4 I 2.00" 60.30 20.00 130 60 10 10
EATTS-5 Il 2.50" 73.03 20.00 136 60 10 10
EATTS-6 I 3.00" 88.90 20.00 145 60 10 10
EATTS-7 Il 3.50" 101.60 20.00 150 60 12 10
EATTS-8 I 4.00" 114.30 20.00 158 60 12 10
EATTS-9 I 1.00" 33.40 20.00-22.00 112 60 10 10
EATTS-10 I 1.25" 42.16 20.00-22.00 112 60 10 10
EATTS-11 I 1.50" 48.26 20.00-22.00 117 60 10 10
EATTS-12 I 2.00" 60.30 20.00-22.00 130 60 10 10
EATTS-13 Il 2.50" 73.03 20.00-22.00 136 60 10 10
EATTS-14 I 3.00" 88.90 20.00-22.00 145 60 10 10
EATTS-15 Il 3.50" 101.60 20.00-22.00 150 60 12 10
EATTS-16 I 4.00" 114.30 20.00-22.00 158 60 12 10
EATTS-17 I 1.00" 33.40 22.00-24.00 112 74 10 10
EATTS-18 I 1.25" 42.16 22.00-24.00 112 74 10 10
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ALUMINIUM T STUD CONNECTOR
TUBE TO STUD

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EATTS
Doc. Rev. Dt. -
CATALOG NO. FIG. ALUMINIUM STUD DIA DIMENSIONS-mm.
TYPE TUBE SIZE EQ

IPS mm. mm. C w J1 J2
EATTS-19 | 1.50” 48.26 22.00-24.00 117 74 10 10
EATTS-20 Il 2.00" 60.30 22.00-24.00 130 74 10 10
EATTS-21 Il 2.50" 73.03 22.00-24.00 136 74 10 10
EATTS-22 Il 3.00" 88.90 22.00-24.00 145 74 10 10
EATTS-23 Il 3.50" 101.60 22.00-24.00 150 74 12 10
EATTS-24 Il 4.00" 114.30 22.00-24.00 158 74 12 10
EATTS-25 | 1.00" 33.40 24.00-26.00 112 74 10 10
EATTS-26 | 1.25" 42.16 24.00-26.00 112 74 10 10
EATTS-27 | 1.50" 48.26 24.00-26.00 117 74 10 10
EATTS-28 Il 2.00" 60.30 24.00-26.00 130 74 10 10
EATTS-29 Il 2.50" 73.03 24.00-26.00 136 74 10 10
EATTS-30 Il 3.00" 88.90 24.00-26.00 145 74 10 10
EATTS-31 Il 3.50" 101.60 24.00-26.00 150 74 12 10
EATTS-32 Il 4.00" 114.30 24.00-26.00 158 74 12 10
EATTS-33 | 1.00" 33.40 26.00-28.00 112 74 10 10
EATTS-34 | 1.25" 42.16 26.00-28.00 112 74 10 10
EATTS-35 | 1.50" 48.26 26.00-28.00 117 74 10 10
EATTS-36 Il 2.00" 60.30 26.00-28.00 130 74 10 10
EATTS-37 Il 2.50" 73.03 26.00-28.00 136 74 10 10
EATTS-38 Il 3.00" 88.90 26.00-28.00 145 74 10 10
EATTS-39 Il 3.50" 101.60 26.00-28.00 150 74 12 10
EATTS-40 Il 4.00" 114.30 26.00-28.00 158 74 12 10
EATTS-41 | 1.00" 33.40 28.00-30.00 112 74 10 10
EATTS-42 | 1.25" 42.16 28.00-30.00 112 74 10 10
EATTS-43 | 1.50" 48.26 28.00-30.00 117 74 10 10
EATTS-44 Il 2.00" 60.30 28.00-30.00 130 74 10 10
EATTS-45 Il 2.50" 73.03 28.00-30.00 136 74 10 10
EATTS-46 Il 3.00" 88.90 28.00-30.00 145 74 10 10
EATTS-47 Il 3.50" 101.60 28.00-30.00 150 74 12 10
EATTS-48 Il 4.00" 114.30 28.00-30.00 158 74 12 10
EATTS-49 | 1.00" 33.40 30.00-32.00 112 74 10 10
EATTS-50 | 1.25" 42.16 30.00-32.00 112 74 10 10
EATTS-51 | 1.50" 48.26 30.00-32.00 117 74 10 10
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ALUMINIUM T STUD CONNECTOR
TUBE TO STUD

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EATTS
Doc. Rev. Dt. -
CATALOG NO. FIG. ALUMINIUM STUD DIA DIMENSIONS-mm.
TYPE TUBE SIZE EQ

IPS mm. mm. C w J1 J2
EATTS-52 1] 2.00" 60.30 30.00-32.00 130 74 10 10
EATTS-53 1l 2.50" 73.03 30.00-32.00 136 74 10 10
EATTS-54 Il 3.00" 88.90 30.00-32.00 145 74 10 10
EATTS-55 1l 3.50" 101.60 30.00-32.00 150 74 12 10
EATTS-56 1] 4.00" 114.30 30.00-32.00 158 74 12 10
EATTS-57 I 1.00" 33.40 32.00-34.00 128 84 10 10
EATTS-58 I 1.25" 42.16 32.00-34.00 128 84 10 10
EATTS-59 I 1.50" 48.26 32.00-34.00 133 84 10 10
EATTS-60 Il 2.00" 60.30 32.00-34.00 146 84 10 10
EATTS-61 ] 2.50" 73.03 32.00-34.00 152 84 10 10
EATTS-62 Il 3.00" 88.90 32.00-34.00 161 84 10 10
EATTS-63 ] 3.50" 101.60 32.00-34.00 166 84 12 10
EATTS-64 Il 4.00" 114.30 32.00-34.00 174 84 12 10
EATTS-65 I 1.00" 33.40 34.00-36.00 128 84 10 10
EATTS-66 I 1.25" 42.16 34.00-36.00 128 84 10 10
EATTS-67 I 1.50" 48.26 34.00-36.00 133 84 10 10
EATTS-68 Il 2.00" 60.30 34.00-36.00 146 84 10 10
EATTS-69 1l 2.50" 73.03 34.00-36.00 152 84 10 10
EATTS-70 Il 3.00" 88.90 34.00-36.00 161 84 10 10
EATTS-71 1l 3.50" 101.60 34.00-36.00 166 84 12 10
EATTS-72 1] 4.00" 114.30 34.00-36.00 174 84 12 10
EATTS-73 I 1.00" 33.40 36.00-38.00 128 84 10 10
EATTS-74 I 1.25" 42.16 36.00-38.00 128 84 10 10
EATTS-75 I 1.50" 48.26 36.00-38.00 133 84 10 10
EATTS-76 Il 2.00" 60.30 36.00-38.00 146 84 10 10
EATTS-77 ] 2.50" 73.03 36.00-38.00 152 84 10 10
EATTS-78 Il 3.00" 88.90 36.00-38.00 161 84 10 10
EATTS-79 ] 3.50" 101.60 36.00-38.00 166 84 12 10
EATTS-80 Il 4.00" 114.30 36.00-38.00 174 84 12 10
EATTS-81 I 1.00" 33.40 38.00-40.00 128 84 10 10
EATTS-82 I 1.25" 42.16 38.00-40.00 128 84 10 10
EATTS-83 I 1.50" 48.26 38.00-40.00 133 84 10 10
EATTS-84 1] 2.00" 60.30 38.00-40.00 146 84 10 10
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ALUMINIUM T STUD CONNECTOR
TUBE TO STUD

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EATTS
Doc. Rev. Dt. -
CATALOG NO. FIG. ALUMINIUM STUD DIA DIMENSIONS-mm.
TYPE TUBE SIZE EQ

IPS mm. mm. C w J1 J2
EATTS-85 Il 2.50" 73.03 38.00-40.00 152 84 10 10
EATTS-86 Il 3.00" 88.90 38.00-40.00 161 84 10 10
EATTS-87 Il 3.50" 101.60 38.00-40.00 166 84 12 10
EATTS-88 Il 4.00" 114.30 38.00-40.00 174 84 12 10
EATTS-89 | 1.00" 33.40 40.00-42.00 128 94 10 10
EATTS-90 | 1.25" 42.16 40.00-42.00 128 94 10 10
EATTS-91 | 1.50" 48.26 40.00-42.00 133 94 10 10
EATTS-92 Il 2.00" 60.30 40.00-42.00 146 94 10 10
EATTS-93 Il 2.50" 73.03 40.00-42.00 152 94 10 10
EATTS-94 Il 3.00" 88.90 40.00-42.00 161 94 10 10
EATTS-95 Il 3.50" 101.60 40.00-42.00 166 94 12 10
EATTS-96 Il 4.00" 114.30 40.00-42.00 174 94 12 10
EATTS-97 | 1.00" 33.40 42.00-44.00 128 94 10 10
EATTS-98 | 1.25" 42.16 42.00-44.00 128 94 10 10
EATTS-99 | 1.50" 48.26 42.00-44.00 133 94 10 10
EATTS-100 Il 2.00" 60.30 42.00-44.00 146 94 10 10
EATTS-101 Il 2.50" 73.03 42.00-44.00 152 94 10 10
EATTS-102 Il 3.00" 88.90 42.00-44.00 161 94 10 10
EATTS-103 Il 3.50" 101.60 42.00-44.00 166 94 12 10
EATTS-104 Il 4.00" 114.30 42.00-44.00 174 94 12 10
EATTS-105 | 1.00" 33.40 44.00-46.00 128 94 10 10
EATTS-106 | 1.25" 42.16 44.00-46.00 128 94 10 10
EATTS-107 | 1.50" 48.26 44.00-46.00 133 94 10 10
EATTS-108 Il 2.00" 60.30 44.00-46.00 146 94 10 10
EATTS-109 Il 2.50" 73.03 44.00-46.00 152 94 10 10
EATTS-110 Il 3.00" 88.90 44.00-46.00 161 94 10 10
EATTS-111 Il 3.50" 101.60 44.00-46.00 166 94 12 10
EATTS-112 Il 4.00" 114.30 44.00-46.00 174 94 12 10
EATTS-113 | 1.00" 33.40 46.00-48.00 128 94 10 10
EATTS-114 | 1.25" 42.16 46.00-48.00 128 94 10 10
EATTS-115 | 1.50" 48.26 46.00-48.00 133 94 10 10
EATTS-116 Il 2.00" 60.30 46.00-48.00 146 94 10 10
EATTS-117 Il 2.50" 73.03 46.00-48.00 152 94 10 10
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- ALUMINIUM T STUD CONNECTOR
TUBE TO STUD

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EATTS
Doc. Rev. Dt. -
CATALOG NO. FIG. ALUMINIUM STUD DIA DIMENSIONS-mm.
TYPE TUBE SIZE EQ
IPS mm. mm. C w J1 J2

EATTS-118 Il 3.00" 88.90 46.00-48.00 161 94 10 10
EATTS-119 1l 3.50" 101.60 46.00-48.00 166 94 12 10
EATTS-120 Il 4.00" 114.30 46.00-48.00 174 94 12 10
EATTS-121 I 1.00" 33.40 48.00-50.00 128 94 10 10
EATTS-122 I 1.25" 42.16 48.00-50.00 128 94 10 10
EATTS-123 I 1.50" 48.26 48.00-50.00 133 94 10 10
EATTS-124 ] 2.00" 60.30 48.00-50.00 146 94 10 10
EATTS-125 ] 2.50" 73.03 48.00-50.00 152 94 10 10
EATTS-126 ] 3.00" 88.90 48.00-50.00 161 94 10 10
EATTS-127 ] 3.50" 101.60 48.00-50.00 166 94 12 10
EATTS-128 ] 4.00" 114.30 48.00-50.00 174 94 12 10

NOTE :

1) TO SPECIFY USE OF BIMETALLIC SLEEVE, ADD SUFFIX BM AS REQUIRED. FOR e.g. CATALOG

NO. OF TERMINAL WITH BIMETALLIC SLEEVE SUITABLE FOR 30 @ CU STUD AND 2.00" IPS
ALUMINIUM TUBE IS EATTS-44_BM.

2) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g. CATALOG
NO.OF 4.00" IPS ALUMINIUM TUBE TO 48.00/50.00 AL.STUD IS EATTS-128_SS.
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M ENGINEERING INDUSTRIES

I ND E X

S.No. TYPE PAGE NO.

3.0. OTHER CONNECTORS-CONDUCTORS

3.1 PARALLEL GROOVE CLAMP

3.1.1 SINGLE/SINGLE CONDUCTOR
3.1.11  EACPG C1-C3

3112 EAEPG C4-C4

3.1.2 TWIN / TWIN CONDUCTORS

3121 A2CPG C5-C7
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C1

ALUMINIUM CAST PARALLEL GROOVE CLAMP
CABLE TO CABLE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EACPG
Doc. Rev. Dt. -

MATERIAL OF P.G.CLAMP - ALUMINIUM ALLOY GRADE 4600 CONFORMING 1S-617 1994 (LM-6).
MATERIAL OF NUT,BOLT PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER SPRING
STEEL ELECTRO GALVANISED.

P.G. CLAMP SUITABLE FOR <245KV

TYPE -1

AA Q@

TYPE -1l

CATALOG NO. | FIG. TYPE RUN CONDUCTOR TAP CONDUCTOR DIMENSIONS-mm.
RANGE RANGE

AQ mm. AAQ mm. J
EACPG-6 I 10.00-16.00 10.00-16.00 10
EACPG-7 | 10.00-16.00 16.00-18.05 10
EACPG-8 I 10.00-16.00 18.00-22.26 10
EACPG-9 I 10.00-16.00 22.00-26.00 12
EACPG-10 I 10.00-16.00 26.00-28.13 12
EACPG-11 | 10.00-16.00 28.00-30.15 12
EACPG-12 I 10.00-16.00 30.00-32.00 12
EACPG-16 | 16.00-18.05 22.00-26.00 12
EACPG-17 I 16.00-18.05 26.00-28.13 12
EACPG-18 | 16.00-18.05 28.00-30.15 12
EACPG-19 I 16.00-18.05 30.00-32.00 12
EACPG-23 | 18.00-22.26 22.00-26.00 12
EACPG-24 I 18.00-22.26 26.00-28.13 12
EACPG-25 | 18.00-22.26 28.00-30.15 12
EACPG-26 I 18.00-22.26 30.00-32.00 12
EACPG-30 Il 22.00-26.00 22.00-26.00 12
EACPG-31 I 22.00-26.00 26.00-28.13 12
EACPG-32 Il 22.00-26.00 28.00-30.15 12
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ALUMINIUM CAST PARALLEL GROOVE CLAMP
CABLE TO CABLE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EACPG

Doc. Rev. Dt. -

CATALOG NO. FIG. TYPE RUN CONDUCTOR TAP CONDUCTOR DIMENSIONS-mm.

RANGE RANGE
AQ mm. AA QD mm. J

EACPG-33 Il 22.00-26.00 30.00-32.00 12
EACPG-34 Il 22.00-26.00 32.00-34.00 12
EACPG-35 Il 22.00-26.00 34.00-37.00 16
EACPG-36 Il 22.00-26.00 37.00-40.00 16
EACPG-37 Il 22.00-26.00 40.00-43.00 16
EACPG-38 Il 22.00-26.00 43.00-46.63 16
EACPG-43 Il 26.00-28.13 26.00-28.13 12
EACPG-44 Il 26.00-28.13 28.00-30.15 12
EACPG-45 Il 26.00-28.13 30.00-32.00 12
EACPG-46 Il 26.00-28.13 32.00-34.00 12
EACPG-47 Il 26.00-28.13 34.00-37.00 16
EACPG-48 Il 26.00-28.13 37.00-40.00 16
EACPG-49 Il 26.00-28.13 40.00-43.00 16
EACPG-50 Il 26.00-28.13 43.00-46.63 16
EACPG-56 Il 28.00-30.15 28.00-30.15 12
EACPG-57 Il 28.00-30.15 30.00-32.00 12
EACPG-58 Il 28.00-30.15 32.00-34.00 12
EACPG-59 Il 28.00-30.15 34.00-37.00 16
EACPG-60 Il 28.00-30.15 37.00-40.00 16
EACPG-61 Il 28.00-30.15 40.00-43.00 16
EACPG-62 Il 28.00-30.15 43.00-46.63 16
EACPG-69 Il 30.00-32.00 30.00-32.00 12
EACPG-70 Il 30.00-32.00 32.00-34.00 12
EACPG-71 Il 30.00-32.00 34.00-37.00 12
EACPG-72 Il 30.00-32.00 37.00-40.00 16
EACPG-73 Il 30.00-32.00 40.00-43.00 16
EACPG-74 Il 30.00-32.00 43.00-46.63 16
EACPG-82 Il 32.00-34.00 32.00-34.00 12
EACPG-83 Il 32.00-34.00 34.00-37.00 16
EACPG-84 Il 32.00-34.00 37.00-40.00 16
EACPG-85 Il 32.00-34.00 40.00-43.00 16
EACPG-86 Il 32.00-34.00 43.00-46.63 16
EACPG-98 Il 34.00-37.00 34.00-37.00 16
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ALUMINIUM CAST PARALLEL GROOVE CLAMP
CABLE TO CABLE

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EACPG
Doc. Rev. Dt. -
CATALOG NO. FIG. TYPE RUN CONDUCTOR TAP CONDUCTOR DIMENSIONS-mm.
RANGE RANGE
AQ mm. AA O mm. J
EACPG-99 1] 34.00-37.00 37.00-40.00 16
EACPG-100 1] 34.00-37.00 40.00-43.00 16
EACPG-101 1] 34.00-37.00 43.00-46.63 16
EACPG-111 1] 37.00-40.00 37.00-40.00 16
EACPG-112 1] 37.00-40.00 40.00-43.00 16
EACPG-113 1] 37.00-40.00 43.00-46.63 16
EACPG-124 1] 40.00-43.00 40.00-43.00 16
EACPG-125 1] 40.00-43.00 43.00-46.63 16
EACPG-137 1] 43.00-46.63 43.00-46.63 16
NOTE:
1) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g. CATALOG

NO.OF 43.00/46.63 TO 43.00/46.63 WITH STAINLESS STEELNUTBOLTS ISEACPG-137_SS
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- ALUMINIUM EXTRUDED PARALLEL GROOVE CLAMP
CABLE TO CABLE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EAEPG
Doc. Rev. Dt. -

MATERIAL OF P.G.CLAMP - ALUMINIUM ALLOY GRADE 63401 WP MATERIAL OF NUT,BOLT,PLAIN
WASHER MILD STEEL HOT DIP GALVANISED. SPRING WASHER SPRING STEEL ELECTRO
GALVANISED.

P.G. CLAMP SUITABLE FOR < 145 KV

TYPE-lIl

¢ & &

7

i TYPE-Il

T

L

L

TYPE-I

CATALOG NO. | FIG. CONDUCTOR CONDUCTOR DIA. DIMENSIONS BOLT | NO.OF
AREA sg.mm. RANGE mm. mm. SIZE | BOLTS
MIN. MAX. MIN. MAX. w L J
EAEPG-12 I 16 70 5.10 10.50 36 22 M8 1
EAEPG-12A Il 16 70 5.10 10.50 36 46 M8 2
EAEPG-16 I 25 120 6.30 14.00 44 50 M8 1
EAEPG-16A Il 25 120 6.30 14.00 44 50 M8 2
EAEPG-16B 11 25 120 6.30 14.00 44 75 M8 3
EAEPG-20A Il 35 240 7.50 21.00 65 68 M10 2
EAEPG-20B 11 35 240 7.50 21.00 65 100 M10 3
NOTE:

1) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g. CATALOG
NO. OF 3 BOLTED, 35-240 sq.mm.P.G.CLAMP WITH STAINLESS STEEL NUT BOLTS IS EAEPG-
20B_SS.
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ALUMINIUM CAST PARALLEL GROOVE CLAMP
TWIN CABLES TO TWIN CABLES

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 A2CPG
Doc. Rev. Dt. -

MATERIAL OF P.G.CLAMP - ALUMINIUM ALLOY GRADE 4600 CONFORMING 1S-617 1994 (LM-6).
MATERIAL OF NUT, BOLT PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING. STEEL ELECTRO GALVANISED.

P.G.CLAMP SUITABLE FOR = 245 kV

® W’ 3
T
._%:& & SLOT FOR BINDING WIRE
1%
G , .
@ 9
z ( |
i SLOT FOR BINDING WIRE '@' '@' ‘@'- Vg_
2 e ¥ ¢ s
T '
I\ )
1%
@ IHI |H |HI )
7 Mm%
Y 9
TYPE-I TYPE-II
RUN CONDUCTOR TAP CONDUCTOR
DIMENSIONS- .
CATALOG NO. RANGE RANGE SIONS-mm
AQD. mm. AA Q. mm. J
A2CPG-6 10.00 - 16.00 10.00 - 16.00 10
A2CPG-7 10.00 - 16.00 16.00 - 18.05 10
A2CPG-8 10.00 - 16.00 18.00 - 22.26 10
A2CPG-9 10.00 - 16.00 22.00 - 26.00 12
A2CPG-10 10.00 - 16.00 26.00 - 28.13 12
A2CPG-11 10.00 - 16.00 28.00 - 30.15 12
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ALUMINIUM CAST PARALLEL GROOVE CLAMP
TWIN CABLES TO TWIN CABLES

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 A2CcpPG

Doc. Rev. Dt. -

RUN CONDUCTOR TAP CONDUCTOR
CATALOG NO. RANGE RANGE DIMENSIONS-mm.
AQ. mm. AA Q. mm. J

A2CPG-12 10.00 - 16.00 30.00 - 32.00 12
A2CPG-16 16.00 - 18.05 22.00 - 26.00 12
A2CPG-17 16.00 - 18.05 26.00 - 28.13 12
A2CPG-18 16.00 - 18.05 28.00 - 30.15 12
A2CPG-19 16.00 - 18.05 30.00 - 32.00 12
A2CPG-23 18.00 - 22.26 22.00 - 26.00 12
A2CPG-24 18.00 - 22.26 26.00 - 28.13 12
A2CPG-25 18.00 - 22.26 28.00 - 30.15 12
A2CPG-26 18.00 - 22.26 30.00 - 32.00 12
A2CPG-30 22.00 - 26.00 22.00 - 26.00 12
A2CPG-31 22.00 - 26.00 26.00 - 28.13 12
A2CPG-32 22.00 - 26.00 28.00 - 30.15 12
A2CPG-33 22.00 - 26.00 30.00 - 32.00 12
A2CPG-34 22.00 - 26.00 32.00 - 34.00 12
A2CPG-35 22.00 - 26.00 34.00 - 37.00 16
A2CPG-36 22.00 - 26.00 37.00 - 40.00 16
A2CPG-37 22.00 - 26.00 40.00 - 43.00 16
A2CPG-38 22.00 - 26.00 43.00 - 46.63 16
A2CPG-43 26.00 - 28.13 26.00 - 28.13 12
A2CPG-44 26.00 - 28.13 28.00 - 30.15 12
A2CPG-45 26.00 - 28.13 30.00 - 32.00 12
A2CPG-46 26.00 - 28.13 32.00 - 34.00 12
A2CPG-47 26.00 - 28.13 34.00 - 37.00 16
A2CPG-48 26.00 - 28.13 37.00 - 40.00 16
A2CPG-49 26.00 - 28.13 40.00 - 43.00 16
A2CPG-50 26.00 - 28.13 43.00 - 46.63 16
A2CPG-56 28.00 - 30.15 28.00 - 30.15 12
A2CPG-57 28.00 - 30.15 30.00 - 32.00 12
A2CPG-58 28.00 - 30.15 32.00 - 34.00 12
A2CPG-59 28.00 - 30.15 34.00 - 37.00 16
A2CPG-60 28.00 - 30.15 37.00 - 40.00 16
A2CPG-61 28.00 - 30.15 40.00 - 43.00 16
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ALUMINIUM CAST PARALLEL GROOVE CLAMP
TWIN CABLES TO TWIN CABLES

Issue No. 3
Issue Dt. 02.01.15
c Doc. Rev. No. 0 A2CPG
Doc. Rev. Dt. -
RUN CONDUCTOR TAP CONDUCTOR
CATALOG NO. RANGE RANGE DIMENSIONS-mm.
AQ. mm. AA O. mm. J
A2CPG-62 28.00 - 30.15 43.00 - 46.63 16
A2CPG-69 30.00 - 32.00 30.00 - 32.00 12
A2CPG-70 30.00 - 32.00 32.00 - 34.00 12
A2CPG-71 30.00 - 32.00 34.00 - 37.00 12
A2CPG-72 30.00 - 32.00 37.00 - 40.00 16
A2CPG-73 30.00 - 32.00 40.00 - 43.00 16
A2CPG-74 30.00 - 32.00 43.00 - 46.63 16
A2CPG-82 32.00 - 34.00 32.00 - 34.00 12
A2CPG-83 32.00 - 34.00 34.00 - 37.00 16
A2CPG-84 32.00 - 34.00 37.00 - 40.00 16
A2CPG-85 32.00 - 34.00 40.00 - 43.00 16
A2CPG-86 32.00 - 34.00 43.00 - 46.63 16
A2CPG-98 34.00 - 37.00 34.00 - 37.00 16
A2CPG-99 34.00 - 37.00 37.00 - 40.00 16
A2CPG-100 34.00 - 37.00 40.00 - 43.00 16
A2CPG-101 34.00 - 37.00 43.00 - 46.63 16
A2CPG-111 37.00 - 40.00 37.00 - 40.00 16
A2CPG-112 37.00 - 40.00 40.00 - 43.00 16
A2CPG-113 37.00 - 40.00 43.00 - 46.63 16
A2CPG-124 40.00 - 43.00 40.00 - 43.00 16
A2CPG-125 40.00 - 43.00 43.00 - 46.63 16
A2CPG-137 43.00 - 46.63 43.00 - 46.63 16
NOTE:
1) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g. CATALOG

NO. OF 43.00/46.63 TO 43.00/46.63 WITH STAINLESS STEEL NUT BOLTS IS A2CPG-137_SS.

2) FOR TYPE - Il PLEASE ADD SUFFIX ITEM CODE “_II” FOR EXAMPLE FOR TYPE - Il PARALLEL

GROOVE FOR TWO CONDUCTORS TO SUIT CONDUCTOR DIA 30.00 - 32.00mm. TO 30.00 - 32.00mm
CATALOGUE NO. WILL BE OR IS A2CPG-69_II.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
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M ENGINEERING INDUSTRIES
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S.No. TYPE PAGE NO.
4.0. SPACERS
41 TWIN CONDUCTORS
411 RIGID
4111 EAPCS D1-D2
4112 EAEPS D3-D4
4113 WAPCS D5-D6
412 FLEXIBLE
4121 EAFCS D7-D8
42 QUAD CONDUCTORS
421 RIGID
4211 EAEQS D9-D10
422 FLEXIBLE
4221 EAFQS D11-D12
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ALUMINIUM CABLE SPACER
TWIN CABLE

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0
Doc. Rev. Dt. -

EAPCS

MATERIAL OF SPACER - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL ELECTRO GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

SPACER SUITABLE FOR < 245 KV

| | |
Tl (e i g % 7
g ! {r-' ! |_|§ v _ 1l
! ____________ i '!' ! _1
| s |
_TYPE-1 TYPE-II
S
S00=100 S3=225 S§7=350
S0=110 S4=250 §79=390
S1=140 S41=280 $8=400
$2=200 S5=300 §9=450
S6=330
CATALOG NO. CABLE DIMENSIONS-mm.
AAG mm. CODE NAME w J
EAPCS-2 21.00 PANTHER 36 12
EAPCS-4 21.78 HAWK 36 12
EAPCS-6 22.26 LION 36 12
EAPCS-8 23.45 BEAR 36 12
EAPCS-10 25.15 GROSBEAK 36 12
EAPCS-12 25.97 GOAT 36 12
EAPCS-14 27.00 SHEEP 36 12
EAPCS-16 27.93 BISON 36 12
EAPCS-18 28.13 DRAKE 36 12
EAPCS-20 28.62 ZEBRA 36 12
EAPCS-22 28..95 MALLARD 36 12
EAPCS-24 29.89 DEER 36 12
EAPCS-26 29.89 SCORPION 36 12
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ALUMINIUM CABLE SPACER

TWIN CABLE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EAPCS

Doc. Rev. Dt. -

CATALOG NO. CABLE DIMENSIONS-mm.
AAG mm. CODE NAME w J

EAPCS-28 30.15 CAMEL 36 12
EAPCS-30 31.50 ELK 36 12
EAPCS-32 31.68 CURLEW 36 12
EAPCS-36 31.77 MOOSE 36 12
EAPCS-37 33.12 MORCULLA 40 12
EAPCS-38 35.81 BERSIMIS 40 12
EAPCS-40 36.60 TARANTULA 40 12
EAPCS-42 38.25 BULL 40 12
EAPCS-44 39.50 800 SQ mm. 40 12
EAPCS-48 46.20 1260 THAL 40 12

NOTE:

1) PLEASE ADD SUFFIX S00, S0, S1--S9 AS REQUIRED FOR CABLE SPACING FOR e.g. CATALOG

NO. OF CABLE DIA. 21 mm. FOR SPACING 140 mm. IS EAPCS-2_S1.

2) FOR CABLE SPACING S00=100 mm, S0=110 mm, TYPE | IS OFFERED.

3) PLEASE ADD SUFFIX SS FOR SPACER WITH STAINLESS STEEL NUT BOLTS e.g. CATALOG NO.

OF 36.60 DIA.CABLE -250 mm. SPACING IS EAPCS-40_S4_SS

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
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EHv ALUMINIUM CABLE SPACER
TWIN CABLE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EAEPS
Doc. Rev. Dt. -

MATERIAL OF SPACER - ALUMINUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6)
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL ELECTRO GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

SPACER SUITABLE FOR <400 kV.

N

w2

:
®
I

—+
' |
- ™

AA @ AA @

s
ﬁ >6 S4=250 S7=350
¥ S41=280 S79=390

== S5=300 S8=400

S6=330 S9=450
CATALOG NO. CABLE DIMENSIONS-mm.
AAQ mm. CODE NAME w J
EAEPS-12 25.97 GOAT 56 12
EAEPS-14 27.00 SHEEP 56 12
EAEPS-16 27.93 BISON 56 12
EAEPS-18 28.13 DRAKE 56 12
EAEPS-20 28.62 ZEBRA 56 12
EAEPS-22 28.95 MALLARD 56 12
EAEPS-24 29.89 DEER 56 12
EAEPS-26 29.89 SCORPION 56 12
EAEPS-28 30.15 CAMEL 56 12
EAEPS-30 31.50 ELK 56 12
EAEPS-32 31.68 CURLEW 56 12
EAEPS-36 31.77 MOOSE 56 12
EAEPS-37 33.12 MORCULLA 56 12
EAEPS-38 35.81 BERSIMIS 56 12
EAEPS-40 36.60 TARANTULA 56 12
EAEPS-42 38.25 BULL 56 12
EAEPS-44 39.50 800 SQ mm. 56 12
EAEPS-48 4620 1260 THAL 56 12
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EHv ALUMINIUM CABLE SPACER
TWIN CABLE

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EAEPS
Doc. Rev. Dt. -
NOTE :
1) PLEASE ADD SUFFIX S4--S9 AS REQUIRED FOR CABLE SPACING FOR e.g. CATALOG NO. OF

CABLE DIA. 25.97 mm. FOR SPACING 250 mm. IS EAEPS-12_S4.

2) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS eg. CATALOG NO.
OF 36.60 DIA.CABLE -250 mm. CABLE SPACING IS EAEPS-40_S4_SS.
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ALUMINIUM CABLE SPACER

TWIN CABLE
Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 WAPCS
Doc. Rev. Dt. -
D MATERIAL OF SPACER - ALUMINIUM ALLOY GRADE 63401 WP MATERIAL OF NUT, BOLT, PLAIN
WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER SPRING STEEL ELECTRO
GALVANISED.
SPACER SUITABLE FOR < 245 kV

AAD

B
1

S00=100 S3=225 S6=330 S$9=450
S0=110 S4=250 S7=350

S1=140 S41=280 S79=390

S2=200 S$5=300 S8=400
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- ALUMINIUM CABLE SPACER
TWIN CABLE

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 WAPCS
Doc. Rev. Dt. -
CATALOG CABLE DIMENSIONS-mm. D
NO.
AA O mm. CODE NAME w J
WAPCS-2 21.00 PANTHER 40 10
WAPCS-4 21.78 HAWK 40 10
WAPCS-6 22.26 LION 40 10
WAPCS-8 23.45 BEAR 40 10
WAPCS-10 25.15 GROSBEAK 40 10
WAPCS-12 25.97 GOAT 40 10
WAPCS-14 27.00 SHEEP 40 10
WAPCS-16 27.93 BISON 40 10
WAPCS-18 28.13 DRAKE 40 10
WAPCS-20 28.62 ZEBRA 40 10
WAPCS-22 28..95 MALLARD 40 10
WAPCS-24 29.89 DEER 40 10
WAPCS-26 29.89 SCORPION 40 10
WAPCS-28 30.15 CAMEL 40 10
WAPCS-30 31.50 ELK 40 10
WAPCS-32 31.68 CURLEW 40 10
WAPCS-36 31.77 MOOSE 40 10
WAPCS-37 33.12 MORCULLA 40 10
WAPCS-38 35.81 BERSIMIS 40 10
WAPCS-40 36.60 TARANTULA 40 10
WAPCS-42 38.25 BULL 40 10
WAPCS-48 46.20 1260 THAL 40 10
NOTE:
1) PLEASE ADD SUFFIX S00, S0, S1--S9 AS REQUIRED FOR CABLE SPACING FOR e.g. CATALOG NO. OF
CABLE DIA. 21 mm. FOR SPACING 140 mm. IS WAPCS-2_S1.
2) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS eg. CATALOG NO.

OF 36.60 DIA.CABLE -250 mm. CABLE SPACING IS WAPCS-40_S4_SS.
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EHv ALUMINIUM FLEXIBLE CABLE SPACER
TWIN CABLE

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EAFCS
Doc. Rev. Dt. -
D MATERIAL OF SPACER - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF PIVOT AND RING- STAINLESS STEEL

MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL ELECTRO GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

SPACER SUITABLE FOR <400 kV

| S+10 |

S
S4=250 S7=350
S41=280 S79=390

S$5=300 S8=400

S6=330 $9=450
CATALOG NO. CABLE DIMENSIONS-mm.
AAG mm. CODE NAME w J
EAFCS-12 25.97 GOAT 56 12
EAFCS-14 27.00 SHEEP 56 12
EAFCS-16 27.93 BISON 56 12
EAFCS-18 28.13 DRAKE 56 12
EAFCS-20 28.62 ZEBRA 56 12
EAFCS-22 28.95 MALLARD 56 12
EAFCS-24 29.89 DEER 56 12
EAFCS-26 29.89 SCORPION 56 12
EAFCS-28 30.15 CAMEL 56 12
EAFCS-30 31.50 ELK 56 12
EAFCS-32 31.68 CURLEW 56 12
EAFCS-36 31.77 MOOSE 56 12
EAFCS-37 33.12 MORCULLA 56 12
EAFCS-38 35.81 BERSIMIS 56 12
EAFCS-40 36.60 TARANTULA 56 12
EAFCS-42 38.25 BULL 56 12
EAFCS-44 39.50 800 SQ mm. 56 12
EAFCS-48 46.20 1260 THAL 56 12
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Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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EHv ALuMINIUM FLEXIBLE CABLE SPACER
TWIN CABLE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EAFCS

Doc. Rev. Dt. -
NOTE : D
1) PLEASE ADD SUFFIX S4--S9 AS REQUIRED FOR CABLE SPACING FOR e.g. CATALOG NO. OF

CABLE DIA. 25.97 mm. FOR SPACING 250 mm. IS EAFCS-12_S4.

2) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS eg. CATALOG NO.
OF 36.60 DIA.CABLE -250 mm. CABLE SPACING IS EAFCS-40_S4_SS

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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- EHV ALUMINIUM CABLE SPACER
QUAD CABLE

Issue No. 3

Issue Dt. 02.01.15
Doc. Rev. No. 0 EAEQS

Doc. Rev. Dt. -

MATERIAL OF SPACER - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL ELECTRO GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

SPACER SUITABLE FOR <400 kV

S

S4=250 S7=350
S41=280 S79=390

S5=300 S8=400

S6=330 S$9=450

CATALOG NO. CABLE DIMENSIONS-mm.

AA G mm. CODE NAME w J
EAEQS-12 25.97 GOAT 56 12
EAEQS-14 27.00 SHEEP 56 12
EAEQS-16 27.93 BISON 56 12
EAEQS-18 28.13 DRAKE 56 12
EAEQS-20 28.62 ZEBRA 56 12
EAEQS-22 28.95 MALLARD 56 12
EAEQS-24 29.89 DEER 56 12
EAEQS-26 29.89 SCORPION 56 12
EAEQS-28 30.15 CAMEL 56 12
EAEQS-30 31.50 ELK 56 12
EAEQS-32 31.68 CURLEW 56 12
EAEQS-36 31.77 MOOSE 56 12
EAEQS-37 33.12 MORCULLA 56 12
EAEQS-38 35.81 BERSIMIS 56 12
EAEQS-40 36.60 TARANTULA 56 12
EAEQS-42 38.25 BULL 56 12
EAEQS-44 39.50 800 SQ mm. 56 12
EAEQS-48 46.20 1260 THAL 56 12

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in
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- EHV ALUMINIUM CABLE SPACER
QUAD CABLE

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EAEQS
Doc. Rev. Dt. -
NOTE :
1) PLEASE ADD SUFFIX S4--S9 AS REQUIRED FOR CABLE SPACING FOR e.g. CATALOG NO. OF

CABLE DIA. 25.97 mm. FOR SPACING 250 mm. IS EAEQS-12_S4.

2) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS eg. CATALOG NO.
OF 36.60 DIA.CABLE -250 mm. CABLE SPACING IS EAEQS-40_S4_SS

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in
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- EHV ALUMINIUM FLEXIBLE CABLE SPACER
QUAD CABLE

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0
Doc. Rev. Dt. -

EAFQS

MATERIAL OF SPACER - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL ELECTRO GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

SPACER SUITABLE FOR <400 kV

STAINLESS STE! S

S4=250 S7=350
S41=280 S79=390

S5=300 S8=400

S6=330 S9=450

CATALOG NO. CABLE DIMENSIONS-mm.
AAQ mm. CODE NAME w J

EAFQS-12 25.97 GOAT 56 12
EAFQS-14 27.00 SHEEP 56 12
EAFQS-16 27.93 BISON 56 12
EAFQS-18 28.13 DRAKE 56 12
EAFQS-20 28.62 ZEBRA 56 12
EAFQS-22 28.95 MALLARD 56 12
EAFQS-24 29.89 DEER 56 12
EAFQS-26 29.89 SCORPION 56 12
EAFQS-28 30.15 CAMEL 56 12
EAFQS-30 31.50 ELK 56 12
EAFQS-32 31.68 CURLEW 56 12
EAFQS-36 31.77 MOOSE 56 12
EAFQS-37 33.12 MORCULLA 56 12
EAFQS-38 35.81 BERSIMIS 56 12
EAFQS-40 36.60 TARANTULA 56 12
EAFQS-42 38.25 BULL 56 12
EAFQS-44 39.50 800 SQ mm. 56 12
EAFQS-48 46.20 1260 THAL 56 12

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in
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- EHV ALUMINIUM FLEXIBLE CABLE SPACER
QUAD CABLE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EAFQS

Doc. Rev. Dt. -
NOTE : D
1) PLEASE ADD SUFFIX S4--S9 AS REQUIRED FOR CABLE SPACING FOR e.g. CATALOG NO. OF

CABLE DIA. 25.97 mm. FOR SPACING 250 mm. IS EAFQS-12_8S4.

2) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS eg. CATALOG NO.
OF 36.60 DIA.CABLE -250 mm. CABLE SPACING IS EAFQS-40_S4_SS.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in
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M ENGINEERING INDUSTRIES

I ND E X

S.No. TYPE PAGE NO.

5.0. OTHER CONNECTORS - TUBE

5.1 END CAP
5.1.1 INTERNAL

51.1.1 EACBI E1-E1

5112 EACBD E2-E3
5.1.2 EXTERNAL
5121 EACBE E4-E4
5.2 COUPLER
5.2.1 RIGID
5211 EASTT E5-Eb
522 EXPANSION
5221 EAFTT E6-E7
53 WELDING SLEEVE
5.3.1 STANDARD

5311 EAWS E8-E9

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in



- ALUMINIUM END PLUG
FOR ALUMINIUM TUBING

Issue No. 3

| Dt. 02.01.15

ssue EACBI
Doc. Rev. No. 0

Doc. Rev. Dt. -

MATERIAL OF PLUG - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).

PLUG SUITABLE FOR < 245 KV

CATALOG NO. ALUMINIUM DIMENSIONS - mm.
TUBE SIZE
IPS L A DO

EACBI- 6 0.75" 40 25 20.90
EACBI-10 1.00" 40 25 26.64
EACBI-12 1.25" 40 25 35.05
EACBI-14 1.50" 40 25 40.89
EACBI-20 2.00" 40 25 52.50
EACBI-24 2.50" 40 25 62.71
EACBI-28 3.00" 40 25 77.92
EACBI-32 3.50" 40 25 90.11
EACBI-36 4.00" 40 25 102.20
EACBI-40 4.50" 40 25 114.40
EACBI-44 5.00" 40 25 128.20
EACBI-48 6.00" 40 25 154.00
EACBI-52 8.00" 40 25 190.50

NOTE:

1) TO SPECIFY END PLUG FOR HEAVY TUBING, ADD "EH" TO CATALOG NUMBER FOR EXTRA

HEAVY TUBEADD 'EH'. FOR e.g. CATALOG NO. OF PLUG FOR 2.00" IPSAL. TUBE EXTRA HEAVY
TUBE ISEACBI-20_EH
2) D@ 1S SUITABLE FOR STANDARD TUBING. FOR EXTRAHEAVY TUBE VALUE WILL DIFFER.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in



ALUMINIUM END PLUG WITH PROVISION FOR DAMPING.
FOR ALUMINIUM TUBING

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0
Doc. Rev. Dt. -

EACBD

MATERIAL OF FASTENERS- STAINLESS STEEL.

MATERIAL OF CAP- ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6)

PLUG SUITABLE FOR < 245 KV

A

|—>

95

40 L
L 4N
— >
' 20
£ se =N
— - —) s ® / MM 777, ‘
I L ol T 1 . 2
A ﬁ HOLE 142
N
SECTION A-A

STANDARD SCHEDULE-40 TUBE SIZE

EXTRA HEAVY SCHEDULE-80 TUBE SIZE

ALUMINIUM ALUMINIUM
CALP(;ITOG TUBE iz | P'MENSIONS-mm. CALA(«)L.OG TUBE SizE | D'MENSIONS-mm.
IPS L D@ ddg IPS L D@ ddg
EACBD-20 2.00” 35 | 60.32 | 52.52 || EACBD-20EH 2.00” 35 | 60.32 | 49.27
EACBD-24 2.50” 35 | 73.02 | 62.73 || EACBD-24EH 2.50” 35 | 73.02 | 59.02
EACBD-28 3.00” 35 | 88.90 | 77.92 || EACBD-28EH 3.00” 35 | 88.90 | 73.66
EACBD-32 3.50” 35 | 101.60 | 90.11 | | EACBD-32EH 3.50” 35 [ 101.60 | 85.44
EACBD-36 4.00” 35 | 114.30 | 102.26 | | EACBD-36EH 4.00” 35 | 114.30 | 97.12
EACBD-40 4.50" 35 | 127.00 | 114.45 | | EACBD-40EH 4.50” 35 | 127.00 | 108.97
EACBD-44 5.00” 37 | 141.30 | 128.19 | | EACBD-44EH 5.00” 37 | 141.30 | 122.25
EACBD-48 6.00” 37 | 168.28 | 154.05 | | EACBD-48EH 6.00” 37 | 168.28 | 146.33

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in
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E3

- ALUMINIUM END PLUG WITH PROVISION FOR DAMPING.
FOR ALUMINIUM TUBING

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EACED
Doc. Rev. Dt. -
NOTE:
1) DAMPING CONDUCTOR TERMINATION BY LUG (NOT IN EXALT'S SCOPE).
2) FOR NOMINAL TUBE SIZE > 50mm.0O.D., 60mm.0O.D., 80mm.0.D., 100mm.0.D., 120mm.0O.D. ETC.

PLEASE ADD SUITABLE SUFFIX TO THE CATALOG TYPE e.g. CATALOG NO. OF END CAP
SUITABLE FOR 80mm. OD ; 70mm.I.D. ALUMINIUM TUBE IS EACBD-80_70.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in



- ALUMINIUM END CAP
FOR ALUMINIUM TUBING

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EACBE
Doc. Rev. Dt. -

MATERIAL OF CAP -ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).

CAP SUITABLE FOR < 245 KV

R

m. L S

I =]

[

[

[

(.

\\ |

CATALOG NO. ALUMINIUM DIMENSIONS - mm.
TUBE SIZE

IPS L A DO
EACBE- 6 0.75" 40 25 26.67
EACBE-10 1.00" 40 25 33.40
EACBE-12 1.25" 40 25 42.16
EACBE-14 1.50" 40 25 48.26
EACBE-20 2.00" 40 25 60.30
EACBE-24 2.50" 40 25 73.03
EACBE-28 3.00" 40 25 88.90
EACBE-32 3.50" 40 25 101.60
EACBE-36 4.00" 40 25 114.30
EACBE-40 4.50" 40 25 127.00
EACBE-44 5.00" 42 25 141.30
EACBE-48 6.00" 42 25 168.20
EACBE-52 8.00" 42 25 203.20

NOTE:
1) FOR NOMINAL TUBE SIZE > 60mm O.D., 80mm O.D., 100mm O.D., 120mm O.D. ETC. PLEASE ADD

SUITABLE SUFFIX TO THE CATALOG TYPE e.g. CATALOG NO. OF END CAP SUITABLE FOR 80
mm. ODALUMINIUM TUBE IS EACBE-80.

FOR NOMINAL SIZE LESS THAN 60mm.O.D. PLEASE PREFIX MM TO THE NOMINAL SIZE OF
TUBE. eg. CATALOG NO.OF END CAP SUITABLE FOR 50mm.O.D. ALUMINIUM TUBE IS EACBE-
MM50

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in



ALUMINIUM STRAIGHT COUPLER
TUBE TO TUBE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EASTT
Doc. Rev. Dt. -

MATERIAL OF COUPLER -ALUMINIUMALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6). MATERIAL
OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER SPRING STEEL
ELECTRO GALVANISED.

E COUPLER SUITABLE FOR < 245 KV

D@

CATALOG NO. ALUMINIUM TUBE SIZE DIA. DIMENSIONS-mm.

IPS D2 L w J
EASTT-2 1.00" 33.40 136 74 10
EASTT-4 1.25" 42.16 145 105 10
EASTT-6 1.50" 48.26 145 105 10
EASTT-8 2.00" 60.30 160 125 10
EASTT-10 2.50" 73.03 160 140 10
EASTT-12 3.00" 88.90 190 150 12
EASTT-14 3.50" 101.6 222 160 12
EASTT-16 4.00" 114.3 220 190 16
EASTT-18 4.50" 127.0 230 196 16
EASTT-20 5.00" 141.3 315 222 16
EASTT-22 6.00" 168.2 315 248 16
EASTT-24 8.00" 203.2 380 300 16

NOTE:

1) FOR NOMINAL TUBE SIZE > 38mm. O.D.,40mm. O.D., 50mm. O.D.,60mm. O.D., 80 mm. O.D., 100mm.
0.D., 120mm. O.D. ETC. PLEASE ADD SUITABLE SUFFIX TO THE CATALOG TYPE e.g. CATALOG NO.
OF STRAIGHT COUPLER FOR 80mm. O.D.ALUMINIUMTUBE FOR IS EASTT-80

2) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS e.g. CATALOG NO. OF
8.00"ALTUBETOTUBE EASTT-24_SS

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in
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ALUMINIUM STRAIGHT EXPANSION COUPLER
TUBE TO TUBE

Issue No.
Issue Dt.
Doc. Rev. No.
Doc. Rev. Dt.

3
02.01.15
0

EAFTT

MATERIAL OF COUPLER - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.
MATERIAL OF STRANDED CONDUCTOR / LAMINATES ALL ALUMINUM .

COUPLER SUITABLE FOR < 230 kV

AACN/D@

[w -
(= ) _J0 | (] 10.
or ° 1) | Q L)
e S
L L
BG-| G-
ALUMINIUM STANDARD
CATALOG FIG.NO. | TUBESIZE. | CONDUCTOR DIA. DIMENSIONS-mm.
NO. IPS N /D@ DO L w J
EAFTT-2 | 1.00" 61/3.55 33.40 | 395 74 10
EAFTT-6 | 1.50" 61/3.55 48.26 | 405 105 10
EAFTT-8 | 2.00" 61/3.55 60.30 | 405 125 10
EAFTT-10 | 2.50" 61/3.55 73.03 | 405 140 10
EAFTT-12 | 3.00" 61/3.55 88.90 | 430 150 12
EAFTT-14 | 3.50" 61/3.55 101.60 | 430 160 12
EAFTT-16 I 4.00" 61/3.55 114.30 | 490 190 16
EAFTT-18 Il 450" 61/3.55 127.00 | 535 196 16

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
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E7

- ALUMINIUM STRAIGHT EXPANSION COUPLER
TUBE TO TUBE

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EAFTT
Doc. Rev. Dt. -
NOTE:
1) FOR NOMINAL TUBE SIZE > 38mm. 0.D.,40mm. O.D., 50mm. 0.D.,60mm. O.D., 80 mm. O.D., 100mm. O.D.,

120mm. O.D. ETC. PLEASE ADD SUITABLE SUFFIX TO THE CATALOG TYPE e.g. CATALOG NO.
OF STRAIGHT COUPLER FOR 80mm. O.D. ALUMINIUM TUBE FOR IS EAFTT-80.

2) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS e.g. CATALOG NO. OF
4.50" AL TUBE TO TUBE EAFTT-18_SS.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in



- ALUMINIUM WELDING SLEEVE
TUBE TO TUBE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EAWS
Doc. Rev. Dt. -

MATERIAL OF WELDING SLEEVE -ALUMINIUMALLOY GRADE 63401 WP CONFORMING IS 5082-1998.

WELDING SLEEVE SUITABLEFOR< 765 kV

6 3 X 45°CHF

[T S — :
L2 L2
L
AL.PIN 6 &
TUBE CENTERING SPACER (EXALT'S SCOPE)
4NOS. 12@ AL PIN 6 FIELD WELDING
W X——H_/T
S —
[ | D _____|______ ______I_ _____ PR N V A
| |
FIELD WELDING M ‘ IPS AL. TUBE
0.0.=DD mm.
Ll Ll Ll | Ll 1D. = dd mm,
L
ASSEMBLY
CATALOG NO.| NOMINAL SIZE STANDARD TUBE SIZE DIMENSIONS-mm.
IN mm. IPS |(O.D.)DD@| (1.D.)dd @ DO do L
EAWS-2 25.0 1.00" 33.40 26.64 25.5+1 18.5+1 200.00
EAWS-4 32.0 1.25" 42.16 35.05 34.0%1 26.0+1 250.00
EAWS-6 38.0 1.50" 48.26 40.25 39.0+1 31.01 450.00
EAWS-8 50.0 2.00" 60.32 52.50 52.0%1 42.01 450.00
EAWS-10 63.0 2.50" 73.03 62.71 63.0+1 52.0+1 450.00
EAWS-12 76.0 3.00" 88.9 77.92 76.911 63.0+1 600.00
EAWS-14 89.0 3.50" 101.60 90.11 90.10x1 78.0+1 600.00
EAWS-16 101.0 4.00" 114.30 102.26 102.0+2 89.0+2 600.00
EAWS-18 114.0 4.50" 127.0 114.45 114.30+2 101.60+2 600.00
EAWS-20 127.0 5.00" 141.30 128.19 127.0+2 114.30+2 760.00
EAWS-22 152.0 6.00" 168.2 154.05 150.0+2 136.012 920.00

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in
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- ALUMINIUM WELDING SLEEVE
TUBE TO TUBE

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EAWS
Doc. Rev. Dt. -
NOTE:

ABOVE OFFERED SIZES ARE SUITABLE FOR STANDARD IPS TUBE SIZES.

FOR NOMINAL TUBE SIZE PLEASE ADD SUITABLE SUFFIX TO THE CATALOG TYPE FOR e.g.
CATALOG NO.OF WELDING SLEEVE FOR 80mm. O.D.& 70mm.I.D. ALUMINIUM TUBE IS EAWS-80_70

WELDING SLEEVE FOR EXTRA HEAVY TUBE TO SUIT FOLLOWING INSIDE DIAMETER dd @ OF
TUBE.

TUBE SIZE| (I.D.) dd @ | TUBE SIZE | (I.D.) dd @ | TUBE SIZE | (I.D.) dd @ | TUBE SIZE |(I.D.) dd @
1.00" 24.30 1.25" 32.46 1.50" 38.1 2.00" 49.25
2.50" 59.00 3.00" 73.66 3.50" 85.44 4.00" 97.18
4.50" 108.96 5.00" 122.25 6.00" 146.32

FOR EXTRAHEAVY TUBE SIZE PLEASE ADD SUFFIX'EH' TO THE CATALOG NO. FOR e.g. CATALOG
NO.OF 3.00" IPS TUBE EXTRAHEAVY TUBE HAVING DIMENSION DD @=88.9mm. & dd @=73.66mm.
IS EAWS-12EH.

FOR LIGHT DUTY APPLICATION FIXED LENGTH L=300mm. IS SUPPLIED. PLEASE ADD SUFFIX L'
TO CATALOG NO TO SPECIFIY 300 mm. LONG SLEEVE FOR e.g. CATALOG NO. OF SLEEVE
LENGTH=300mm. FOR 3.00" IPSALUMINIUM TUBE IS EAWS-12L.

FOR - 4 NOS. 12mm DIA. X LENGTH ( D@). PLEASE SUFFIX_P. FOR e.g. CATALOG 110 OF 3.00”

IPS TUBE EXTRA HEAVY TUBE HAVING DIMENSION DD =88.9 & dd =73.66 mm WITH 4 ALUMINIUM
PINS 12 mm. DIA. X LENGTH 88.9 mm. IS EAWS-12_P.

FOR NOMINAL TUBE SIZE ITEM CODE 16 OBTAINED BY SUFFIXING O.D & I.D. FOR e.g. CATALOG
NO. OF 120 MM OD 96 mm |.D. IS EAWS-120_096.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
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M ENGINEERING INDUSTRIES

I ND E X

S.No. TYPE PAGE NO.

\

6.0. POST INSULATOR - TUBE

6.1 TUBE-LIGHT DUTY
6.1.1 STRAIGHT-RIGID/SLIDING
6.1.1.1  EAURC F1-F2

6.1.1.2 EAUR F3-F4

6.1.2 90 DEGREE-RIGID

6.1.21 EARR F5-F7
6.1.3 STRAIGHT-EXPANSION

6.1.3.1  EAURF F8-F9
6.14 90 DEGREE-EXPANSION

6.141 EARRF F10-F12

6.2 TUBE-HEAVY DUTY

6.2.1 STRAIGHT-RIGID/SLIDING

6.21.1  AURC F13-F14
6.2.2 STRAIGHT-EXPANSION

6.221 AURF F15-F 16

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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F1

ALUMINIUM HORIZONTAL Bus SUPPORT
TUBE TO INSULATOR

Issue No.
Issue Dt.
Doc. Rev. No.
Doc. Rev. Dt.

3

0

02.01.15

EAURC

MATERIAL OF BUS SUPPORT - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

BUS SUPPORT SUITABLE FOR < 245 KV

miSyal

8 SLOTS SIZE K ON P.C.D.

76 mm. _

T

8 SLOTS SIZE K ON P.C.D.

127 mm.

1]

4

RIGID CLAMPING

SLIDING CLAMPING

CATALOG NO. P.C.D. ALUMINIUM DIA. DIMENSIONS-mm.
mm. TUBE SIZE IPS DO L X w J K
EAURC-10_03 76 14x22
1.00" 33.40 250 60 104 10
EAURC-10_05 127 18x27
EAURC-14_03 76 14x22
1.25" 42.16 255 64 110 10
EAURC-14_05 127 18x27
EAURC-18_03 76 14x22
1.50" 48.26 255 67 116 10
EAURC-18_05 127 18x27
EAURC-22_03 76 14x22
2.00" 60.30 255 72 128 10
EAURC-22_05 127 18x27
EAURC-26_03 76 14x22
2.50" 73.03 255 79 140 10
EAURC-26_05 127 18x27
EAURC-30_03 76 14x22
3.00" 88.90 270 85 158 10
EAURC-30_05 127 18x27
EAURC-34_03 76 14x22
3.50" 101.60 270 92 168 12
EAURC-34_05 127 18x27
EAURC-36_03 76 14x22
4.00" 114.30 270 98 184 12
EAURC-36_05 127 18x27

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
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ALUMINIUM HORIZONTAL Bus SUPPORT
TUBE TO INSULATOR

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EAURC
Doc. Rev. Dt. -
CATALOG NO. P.C.D. ALUMINIUM DIA. DIMENSIONS-mm.
mm. TUBE SIZE IPS DO L X w J K
EAURC-40_03 76 14x22
4.50" 127.00 295 110 210 12
EAURC-40_05 127 18x27
EAURC-44_03 76 14x22
5.00" 141.30 295 122 222 12
EAURC-44_05 127 18x27
EAURC-48 03 76 14x22
6.00" 168.30 295 200 248 16
EAURC-48_05 127 18x27
EAURC-52_03 76 14x22
8.00" 203.20 295 200 300 16
EAURC-52_05 127 18x27
NOTE:

1)

2) GRIPPERS MAY BE ROTATED TO PROVIDE SLIP-FREE OR RIGID CLAMPING.

3) FORPCDNOTLISTED HERE. PLEASE CONTACT US.

4) FORBUS HEIGHT X=125 mm. PLEASE ADD SUFFIX'X' .E.G. CATALOG NO.OF BUS SUPPORT CLAMP
FOR3.00"IPSAL.TUBE 127 mm.PCD WITH BUS HEIGHT X=125 mm. IS EAURCX-30_05

5) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS eg. CATALOG NO.OF
5.00"IPSTUBETO 127 mm.PCD WITH STAINLESS STEELNUTBOLTS ISEAURC-44_05_SS

6) PAD MOUNTING HARDWARE IS OBTAINED FROM CATALOG TYPES EHBG, EHNG, EHFG, EHWG
FOR GALVANISED SCREWING HARDWARES.AND EHBS, EHNS, EHCNS,EHFS, EHWS. FOR
STAINLESS STEEL SCREWING HARDWARES.

7) RECOMMENDED FOR BUS SPAN LENGTH UPTO 6.0 METERS. FOR GREATER BUS SPAN LENGTH

FOR NOMINAL TUBE SIZE > 60mm O.D., 80mm. O.D., 100mm. O.D., 120mm. O.D. ETC. PLEASE ADD
SUITABLE SUFFIXTO THE CATALOG TYPE e.g. CATALOG NO. OF BUS SUPPORT WITH 127mm PCD
SUITABLE FOR 80 mm. O.D.ALUMINIUM TUBE IS EAURC-80_05.

FOR NOMINAL SIZE LESS THAN 60mm.O.D. PLEASE PREFIX MM TO THE NOMINAL SIZE OF TUBE.
eg. CATALOGNO. OF BUS SUPPORT WITH 127 mm. PCD SUITABLE FOR 50 mm. O.D. ALUMINIUM
TUBE IS EAURC-MM50_05

PLEASE CATALOGUE TYPE AURC.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.

Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in
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ALUMINIUM HORIZONTAL BUS SUPPORT
TUBE TO INSULATOR

Issue No.
Issue Dt.
Doc. Rev. No.
Doc. Rev. Dt.

3
02.01.15
0

EAUR

MATERIAL OF BUS SUPPORT - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

BUS SUPPORT SUITABLE FOR<245KV

5

H

)

Do

T
X

\L_i:J,
ol

4 SLOTS ON K P.C.D.

RIGID CLAMPING SLIDING CLAMPING
CATALOG NO. | P.C.D. | FIG. | ALUMINIUM DIA. DIMENSIONS-mm.
NO. TUBE SIZE
mm. IPS AAQD DO X w J K
EAUR-08_03 76 I 0.75" 26.67 110 60 104 10 14x22
EAUR-08_05 127 I 0.75" 26.67 160 60 104 10 14x22
EAUR-10_03 76 | 1.00" 33.40 110 60 104 10 14x22
EAUR-10_05 127 I 1.00" 33.40 160 60 104 10 18x27
EAUR-14_03 76 | 1.25" 42.16 110 64 110 10 14x22
EAUR-14_05 127 I 1.25" 42.16 160 64 110 10 18x27
EAUR-18_03 76 | 1.50" 48.26 110 67 116 10 14x22
EAUR-18_05 127 I 1.50" 48.26 160 67 116 10 18x27
EAUR-22_03 76 14 0
Il 2.00” 60.30 160 72 128 10
EAUR-22_05 127 18x27
EAUR-26_03 76 14 0
I 2.50" 73.03 160 79 140 10
EAUR-26_05 127 18x27
EAUR-90_03 0 I 3.00" 88.90 160 85 158 10 149
EAUR-30_05 127 ’ ' 18x27
EAUR-34_03 76 14 Q@
I 3.50" 101.60 160 92 168 10
EAUR-34_05 127 18x27

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in




ALUMINIUM HORIZONTAL BUS SUPPORT
TUBE TO INSULATOR

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EAUR
Doc. Rev. Dt. -
CATALOG NO. | P.C.D. | FIG. | ALUMINIUM DIA. DIMENSIONS-mm.
NO. TUBE SIZE
mm. IPS AAQ D@ X w J K
EAUR-36_03 76 149
EAUR.36_05 127 Il 4.00" 114.30 160 98 184 12 s
EAUR-40_03 76 . 149
EAUR-40_05 127 Il 4.50 127.00 160 110 210 12 18527
EAUR-44_03 76 | 5.00" 141.30 110 122 222 12 14x22
EAUR-44_05 127 Il 5.00" 141.30 160 122 222 12 18x27
EAUR-48_03 76 | 6.00" 168.20 110 200 248 16 14x22
EAUR-48_05 127 Il 6.00" 168.20 160 200 248 16 18x27
EAUR-52_05 76 | 8.00" 203.20 110 200 300 16 14x22
EAUR-52_05 127 Il 8.00" 203.20 160 200 300 16 18x27
NOTE:

1)

2)
3)
4)

5)

6)

7)

FOR NOMINAL TUBE SIZE > 60mm O.D., 80mm. O.D., 100mm. O.D., 120mm. O.D. ETC. PLEASE ADD
SUITABLE SUFFIXTO THE CATALOG TYPE e.g. CATALOG NO. OF BUS SUPPORT WITH 127mm PCD
SUITABLE FOR 80 mm. O.D.ALUMINIUM TUBE IS EAUR-80_05.

FOR NOMINAL SIZE LESS THAN 60mm.O.D. PLEASE PREFIX MM TO THE NOMINAL SIZE OF TUBE.
eg. CATALOG NO.OF BUS SUPPORT WITH 127 mm. PCD SUITABLE FOR 50 mm.O.D. ALUMINIUM
TUBE IS EAUR-MM50_05

GRIPPERS MAY BE ROTATED TO PROVIDE SLIP-FREE ORRIGID CLAMPING.
FORPCDNOTLISTED HERE. PLEASE CONTACT US.

FORBUS HEIGHT X=125 mm,PLEASE ADD SUFFIX'X'.E.G. CATALOG NO.OF BUS SUPPORT CLAMP
FOR3.00"IPSAL.TUBE. 127 mm.PCD WITHBUS HEIGHT X=125 mm. IS EAURX-30_05

PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS eg. CATALOG NO. OF
8.00" IPSALUMINIUM TUBE WITH STAINLESS STEELNUTBOLTS ISEAUR-52_05_SS

PAD MOUNTING HARDWARE IS OBTAINED FROM CATALOG TYPES EHBG, EHNG, EHFG, EHWG
FOR GALVANISED SCREWING HARDWARES.AND EHBS, EHNS, EHFS, EHWS FOR STAINLESS
STEEL SCREWING HARDWARES.

FOR TUBE SIZES 2.00”, 2.50”, 3.00”, 4.00” AND 4.50” IPS. COMMON CLAMP TO SUIT BOTH 76 mm.
& 127 mm. PCS OFFERED.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.

Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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- ALUMINIUM 90 DEGREE HORIZONTAL BUS SUPPORT
TUBE TO INSULATOR

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EARR
Doc. Rev. Dt. -

MATERIAL OF BUS SUPPORT - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6). .
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER.
SPRING STEEL ELECTRO GALVANISED.

BUS SUPPORT SUITABLE FOR = 230 KV

8 SLOTS SIZE K ON 127 PC.D. 2SS —=— 450

8 SLOTS SIZE K ON 76 PC.D.

|
can
i
2
-0

ALUMINIUM
CATALOG P.C.D TUBE SIZE DIA. DIMENSIONS-mm.
NO.
mm. IPS D@ L X w J K
EARR-10_03 76 1.00” 33.40 155 60 104 10 14x22
EARR-10_05 127 1.00” 33.40 155 60 104 10 18x27
EARR-14_03 76 1.25” 42.16 155 64 110 10 14x22
EARR-14_05 127 1.25” 42.16 155 64 110 10 18x27
EARR-18_03 76 1.50” 48.26 157 67 116 10 14x22

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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- ALUMINIUM EHV HORIZONTAL BUS SUPPORT
TUBE TO INSULATOR

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EARR
Doc. Rev. Dt. -
ALUMINIUM
CATALOG P.C.D TUBE SIZE DIA. DIMENSIONS-mm.

NO. mm. IPS D@ X J K L w
EARR-18_05 127 1.50” 48.26 67 10 18x27 157 116
EARR-22_03 76 2.00” 60.30 72 10 14x22 157 128
EARR-22_05 127 2.00” 60.30 72 10 18x27 157 128 F
EARR-26_03 76 2.50” 73.03 79 10 14x22 157 140
EARR-26_05 127 2.50” 73.03 79 10 18x27 157 140
EARR-30_03 76 3.00” 88.90 85 10 14x22 165 158
EARR-30_05 127 3.00” 88.90 85 10 18x27 165 158
EARR-34_03 76 3.50” 101.60 92 12 14x22 165 168
EARR-34_05 127 3.50” 101.60 92 12 18x27 165 168
EARR-36_03 76 4.00” 114.30 98 12 14x22 170 184
EARR-36_05 127 4.00” 114.30 98 12 18x27 170 184
EARR-40_03 76 4.50” 127.00 110 12 14x22 177 210
EARR-40_05 127 4.50” 127.00 110 12 18x27 177 210
EARR-44_03 76 5.00” 141.30 122 12 14x22 177 222
EARR-44_05 127 5.00” 141.30 122 12 18x27 177 222
EARR-48_03 76 6.00” 168.30 148 16 14x22 177 248
EARR-48_05 127 6.00” 168.30 148 16 18x27 177 248
EARR-52_03 76 8.00” 203.20 200 16 14x22 177 300
EARR-52_05 127 8.00” 203.20 200 16 18x27 177 300

NOTE:
1) FOR NOMINAL TUBE SIZE >60mm O.D., 80mm. O.D., 100mm. O.D., 120mm. O.D. ETC.

PLEASE ADD SUITABLE SUFFIX TO THE CATALOG TYPE FOR e.g. CATALOG NO. OF BUS
SUPPORT WITH 127mm. PCD SUITABLE FOR 80 mm. O.D. ALUMINIUM TUBE IS EARR-80_05.
FOR NOMINAL SIZE LESS THAN 60mm.O.D. PLEASE PREFIX MM TO THE NOMINAL SIZE OF
TUBE. FOR e.g. CATALOG NO.OF BUS SUPPORT WITH 127 mm. PCD SUITABLE FOR 50 mm.O.D.
ALUMINIUM TUBE IS EARR-MM50_05

2) GRIPPERS MAY BE ROTATED TO PROVIDE SLIP-FREE OR RIGID CLAMPING.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in

F6



F7

- ALUMINIUM 90 DEGREE HORIZONTAL BUS SUPPORT
TUBE TO INSULATOR

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EARR
Doc. Rev. Dt. -

3)

4)

5)

6)

FOR PCD NOT LISTED HERE. PLEASE CONTACT US.

FOR BUS HEIGHT X=125 mm. PLEASE ADD SUFFIX 'X' .FOR e.g.CATALOG NO.OF BUS SUPPORT
CLAMP FOR 3.00" IPS AL. TUBE 127 mm.PCD WITH BUS HEIGHT X=125 mm. IS EARR X-30_05.

PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g. CATALOG
NO.OF 5.00" IPS TUBE TO 127 mm. PCD WITH STAINLESS STEEL NUT BOLTS IS EARR-44_05_SS.

PAD MOUNTING HARDWARE IS OBTAINED FROM CATALOG TYPES EHBG, EHNG, EHFG, EHWG
FOR GALVANISED SCREWING HARDWARES.AND EHBS, EHNS, EHCNS,EHFS, EHWS
FOR STAINLESS STEEL SCREWING HARDWARES.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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ALUMINIUM HORIZONTAL EXPANSION BUs SUPPORT
TUBE TO INSULATOR

Issue No.
Issue Dt.
Doc. Rev. No.
Doc. Rev. Dt.

3

0

02.01.15

EAURF

MATERIAL OF BUS SUPPORT - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

MATERIAL OF STRANDED CONDUCTORALLALUMINUM.

BUS SUPPORT SUITABLE FOR < 245KV

8 sm;:Em':n?" P.C.D. 8 S.U::;Eml:nm P.C.D. 8 s.ur7:|'ou P.C.D. . 8 SLOTS SIZE K ON P.CD.
J _ N 127 mm.
3__( |EY| oY 0 ,H F 150 D) 2
R i L
j @
ALUMINIUM_LAMINATES EACH
AG — 1.0 mm THICK
AC N,
— — + 4 + ¢
>:_ ¢ o) % + ¢ _l_
i L ! | L D |
K6 -1 A6 -1
CATALOG NO.| P.C.D. | FIG. | ALUMINIUM | DIA. | STRANDED DIMENSIONS-mm.
mm. | NO. | TUBESIZE | D@ |CONDUCTOR
IPS N/DD L X w J K
EAURF-10_03 | 76 14x22
= | 1.00" 33.40 61/3.55 595 | 60 | 104 | 10
EAURF-10_05 | 127 18x27
EAURF-14_03 | 76 14x22
= | 1.25" 42.16 61/3.55 605 | 64 | 110 | 10
EAURF-14_05 | 127 18x27
EAURF-18_ 03| 76 14x22
= | 1.50" 48.26 61/3.55 605 | 67 | 116 | 10
EAURF-18_05 | 127 18x27
EAURF22 03] 76 | 2.00" 60.30 61/3.55 605 | 72 | 128 | 10 1922
EAURF-22 05| 127 ' ' ’ 18x27
EAURF-26_03 | 76 14x22
EAURF-26 05 | 127 | 2.50 73.03 61/3.55 605 | 79 | 140 | 10 o
EAURF-30_03 | 76 14x22
= | 3.00" 88.90 61/3.55 630 | 85 | 158 | 10
EAURF-30_05 | 127 18x27
EAURF-34 03| 76 14x22
EAURF-34 05| 127 | 3.50 101.60 61/3.55 630 | 92 | 168 | 12—

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
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ALUMINIUM HORIZONTAL EXPANSION Bus SUPPORT
TUBE TO INSULATOR

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EAURF
Doc. Rev. Dt. -
CATALOG NO.| P.C.D. | FIG. | ALUMINIUM | DIA. | STRANDED DIMENSIONS-mm
mm NO. | TUBE SIZE D@ |CONDUCTOR
IPS N/DQ L X w J K
EAURF-36_03 76 14x22
= Il 4.00" 114.30 61/3.55 690 | 98 184 | 12
EAURF-36_05 | 127 18x27
EAURF-40_03 76 14x22
Il 4.50" 127.00 61/4.00 735 | 110 | 210 | 12
EAURF-40_05 | 127 18x27
EAURF-44_03 76 14x22
= Il 5.00" 141.30 61/4.00 735 | 122 | 222 | 12
EAURF-44_05| 127 18x27
EAURF-48_03 76 14x22
= I 6.00" 168.30 61/4.00 735 | 200 | 248 | 16
EAURF-48 05| 127 18x27
EAURF-52_03 76 14x22
= Il 8.00" 203.20 61/4.00 735 | 200 | 300 | 16 X
EAURF-52_05 | 127 18x27
NOTE:

1)

FOR NOMINAL TUBE SIZE > 60mm O.D., 80mm O.D., 100mm O.D., 120mm O.D. ETC. PLEASE ADD
SUITABLE SUFFIX TO THE CATALOG TYPE e.g. CATALOG NO. OF BUS SUPPORT WITH 127mm
PCD SUITABLE FOR 80 mm. OD ALUMINIUM TUBE FOR SYSTEM VOLTAGE 245 KV IS EAURF-
80_05_|

2)  FORPCDNOTLISTED HERE. PLEASE CONTACT US.

3)  FOR SYSTEMVOLTAGE <145KV FIG. Il IS OFFERED. ALUMINIUM LAMINATIONS SIZE 50X1 mm.
WILL REPLACE STRANDED CONDUCTOR.

4)  FORBUS HEIGHT X=125 mm,PLEASE ADD SUFFIX 'X' e.g. CATALOG NO.OF BUS SUPPORT CLAMP
FOR 3.00" IPS AL. TUBE FOR SYSTEM VOLTAGE 145 KV. 127mm PCD WITH BUS HEIGHT X=125
mm IS EAURFX-30_05_|Il

5)  PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS e.g. CATALOG NO.
OF 8.00" IPS ALUMINIUM TUBE FOR SYSTEM VOLTAGE 245 KV WITH STAINLESS STEEL NUT
BOLTS IS EAURF-52_05_II_SS

6)  PAD MOUNTING HARDWARE IS OBTAINED FROM CATALOG TYPES EHBG, EHNG, EHFG, EHWG
FOR GALVANISED SCREWING HARDWARES.AND EHBS, EHNS, EHFS, EHWS FOR STAINLESS
STEEL SCREWING HARDWARES.

7)  RECOMMENDED FOR BUS SPAN LENGTH UPTO 6 METERS. FOR GREATER BUS LENGTH

PLEASE REFER CATALOG TYPE AURF.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.

Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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TUBE TO INSULATOR

ALUMINIUM HORIZONTAL 90 DEGREE
EXPANSION BUS SUPPORT

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0
Doc. Rev. Dt. -

EARRF

MATERIAL OF BUS SUPPORT - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED. MATERIAL OF STRANDED CONDUCTOR-ALL ALUMINUM .

BUS SUPPORT SUITABLE FOR < 400 KV

8 SLOTS SIZE K
ON P.C.D.

/\ 8 SLOTS SIZE K

] b HHWD
F“!!?’
AAD
eSS —-—T s
e ! \
g —
=) ! 2
S A i
FIG. TYPE-I|

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.

8 SLOTS SIZE K

5 —==<5< /N K PCD.
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ALUMINIUM HORIZONTAL 90 DEGREE
EXPANSION BUS SUPPORT

TUBE TO INSULATOR

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EARRF
Doc. Rev. Dt. -
ALUMINIUM STANDARD
CATALOG P.CD.| FIG. TUBE SIZE. DIA. CONDUCTOR DIMENSIONS-mm.
NO. NO.
mm. IPS D@ RN /D@ L X w J K
EARRF-10 03| 76 14x22
= | 1.00" 33.40 61/3.55 155 | 60 104 10
EARRF-10_05| 127 18x27
I EARRF-18 03| 76 14x22
= | 1.50" 48.26 61/3.55 157 | 67 116 10
EARRF-18 05| 127 18x27
EARRF-22 03| 76 14x22
= | 2.00" 60.30 61/3.55 157 | 72 128 10
EARRF-22_05| 127 18x27
EARRF-26 03| 76 14x22
= | 2.50" 73.03 61/3.55 157 | 79 140 10
EARRF-26_05| 127 18x27
EARRF-30 03| 76 14x22
= | 3.00" 88.90 61/3.55 165 | 85 158 10
EARRF-30_05| 127 18x27
EARRF-34 03| 76 14x22
= | 3.50" 101.60 61/3.55 165 | 92 168 12
EARRF-34_05| 127 18x27
EARRF-36 03| 76 14x22
= Il 4.00" 114.30 61/3.55 170 | 98 | 220 12
EARRF-36_05| 127 18x27
EARRF-40 03| 76 14x22
= Il 4.50" 127.00 61/3.55 177 | 110 | 220 12
EARRF-40 05| 127 18x27
EARRF-44 03| 76 14x22
= Il 5.00" 141.30 61/4.00 177 | 122 | 247 12
EARRF-44 05| 127 18x27
EARRF-48 03| 76 14x22
= 1l 6.00" 168.30 61/4.00 177 | 148 | 248 12
EARRF-48 05| 127 18x27
EARRF-52 03| 76 14x22
= 1l 8.00" 203.20 61/4.00 177 | 200 | 300 12
EARRF-52_05| 127 18x27Z
NOTE:
1) FOR NOMINAL TUBE SIZE > 60mm O.D., 80mm. O.D., 100mm. O.D., 120mm. O.D. ETC.

PLEASE ADD SUITABLE SUFFIX TO THE CATALOG TYPE e.g. CATALOG NO. OF BUS
SUPPORT WITH 127mm PCD SUITABLE FOR 80 mm. O.D. ALUMINIUM TUBE IS EARRF-80_05.
FOR NOMINAL SIZE LESS THAN 60mm.O.D. PLEASE PREFIX MM TO THE NOMINAL SIZE OF
TUBE. eg. CATALOG NO.OF BUS SUPPORT WITH 127 mm. PCD SUITABLE FOR 50 mm.O.D.
ALUMINIUM TUBE IS EARRF-MM50_05.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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ALUMINIUM HORIZONTAL 90 DEGREE
EXPANSION BUS SUPPORT

TUBE TO INSULATOR

Issue No.
Issue Dt.

Doc. Rev.
Doc. Rev.

3

02.01.15
EARRF
No. 0

Dt. -

2)

3)

4)

FOR PCD NOT LISTED HERE. PLEASE CONTACT US.

PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS eg.
CATALOG NO.OF 8.00" IPS ALUMINIUM TUBE FOR SYSTEM VOLTAGE 400 KV WITH
STAINLESS STEEL NUT BOLTS IS EARRF-52_05_SS.

PAD MOUNTING HARDWARE IS OBTAINED FROM CATALOG TYPES EHBG, EHNG, EHFG,
EHWG FOR GALVANISED SCREWING HARDWARES.AND EHBS, EHNS, EHFS, EHWS FOR
STAINLESS STEEL SCREWING HARDWARES.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.

Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in

F12



F13

- ALUMINIUM EHV HORIZONTAL BUS SUPPORT
TUBE TO INSULATOR

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 AURC
Doc. Rev. Dt. -

MATERIAL OF BUS SUPPORT - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF BASE PLATE - EXTRUDED ALUMINIUM ALLOY GRADE 63401.
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER.

SPRING STEEL ELECTRO GALVANISED.

BUS SUPPORT SUITABLE FOR =< 500 KV

8 HOLES 17.5 DIA. EQUISPACED ON 127 PCD

72\ @)
© - /s (©
= P é\@ Q=)
= @ 5 =
N = =
@ @
i N i
[
SLIDING CLAMPING RIGID CLAMPING
ALUMINIUM TUBE
CATALOG P.C.D SIZE DIA. DIMENSIONS-mm.
NO.
mm. IPS DO L X w Y
AURC-36_05 127 4.00” 114.30 305 125 220 170
AURC-36_09 225 4.00” 114.30 415 125 220 270
AURC-120_05 127 120 120.00 305 140 230 170
AURC-120_09 225 120 120.00 415 140 230 270
AURC-40_05 127 4.50” 127.00 315 140 230 170

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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ALUMINIUM EHV HORIZONTAL BUS SUPPORT
TUBE TO INSULATOR

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 AURC

Doc. Rev. Dt. -

CATALOG P.C.D ALUMI::;:\: TUBE DIA. DIMENSIONS-mm.

NO.
mm. IPS Do L X w Y
AURC-40_09 225 4.50” 127.00 415 140 230 270
AURC-44_05 127 5.00” 141.30 305 150 244 170
AURC-44_09 225 5.00” 141.30 415 150 244 270
AURC-160_05 127 160 160.00 305 155 256 170
AURC-160_09 225 160 160.00 415 155 256 270
AURC-48_05 127 6.00” 168.30 305 160 268 170
AURC-48_09 225 6.00” 168.30 415 160 268 270
AURC-200_05 127 200 200.00 305 175 306 170
AURC-200_09 225 200 200.00 415 175 306 270
NOTE:

1)

FOR NOMINAL TUBE SIZE = 120mm O.D., 160mm. O.D.ETC.PLEASE ADD SUITABLE SUFFIX TO
THE CATALOG TYPE FOR e.g. CATALOG NO. OF BUS SUPPORT WITH 127mm. PCD SUITABLE
FOR 120 mm. O.D. ALUMINIUM TUBE IS AURC-120_05.

2) GRIPPERS MAY BE ROTATED TO PROVIDE SLIP-FREE OR RIGID CLAMPING.

3) FOR PCD NOT LISTED HERE. PLEASE CONTACT US.

4) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g. CATALOG
NO.OF 5.00" IPS TUBE TO 127 mm. PCD WITH STAINLESS STEEL NUT BOLTS IS AURC-44_05_SS.

5) PAD MOUNTING HARDWARE IS OBTAINED FROM CATALOG TYPES EHBG, EHNG, EHFG, EHWG

FOR GALVANISED SCREWING HARDWARES AND EHBS, EHNS, EHCNS, EHFS, EHWS
FOR STAINLESS STEEL SCREWING HARDWARES.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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- ALUMINIUM EHV HORIZONTAL EXPANSION BUS SUPPORT
TUBE TO INSULATOR

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 AURF
Doc. Rev. Dt. -

MATERIAL OF BUS SUPPORT - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF BASE PLATE - EXTRUDED ALUMINIUM ALLOY GRADE 63401.

SPRING STEEL ELECTRO GALVANISED.

MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER.

BUS SUPPORT SUITABLE FOR = 765 kV

FIG.I FIG.II

8 HOLES 17.5 DIA. EQUISPACED 8 HOLES 17.5 DIA. EQUISPACED

ON 225 PCD ON K PCD
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- ALUMINIUM EHV HORIZONTAL BUS SUPPORT
TUBE TO INSULATOR

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 AURF
Doc. Rev. Dt. -
P.C.D ALUMINIUM TUBE DIA DIMENSIONS
CATALOG .C. SIZE (AA) ! -mm.
NO. FIG.
mm. IPS D@ L1 L2 X w Y
AURF-36_05 | 127 4.00" 114.30 735 305 125 220 170
AURF-36_09 | 225 4.00" 114.30 845 415 125 220 270
AURF-120_05 | 127 120 120.00 735 305 140 230 170
AURF-120_09 | 225 120 120.00 845 415 140 230 270
AURF-40_05 | 127 4.50" 127.00 735 305 140 230 170
AURF-40_09 | 225 4.50" 127.00 845 415 140 230 270
AURF-44_05 | 127 5.00" 141.30 735 305 150 244 170
AURF-44 09 | 225 5.00" 141.30 845 415 150 244 270
AURF-160_05 1 127 160 160.00 735 305 155 256 170
AURF-160_09 Il 225 160 160.00 845 415 155 256 270
AURF-48 05 Il 127 6.00" 168.30 735 305 160 268 170
AURF-48 09 1l 225 6.00" 168.30 845 415 160 268 270
AURF-200_05 Il 127 _ 200 200.00 735 305 175 306 170
AURF-200_09 Il 225 200 200.00 845 415 175 306 270
NOTE:
1) FOR NOMINAL TUBE SIZE > 120mm 0O.D., 160mm. O.D. ETC. PLEASE ADD SUITABLE SUFFIX TO
THE CATALOG TYPE FOR e.g. CATALOG NO. OF BUS SUPPORT WITH 127mm. PCD SUITABLE
FOR 120 mm. O.D. ALUMINIUM TUBE IS AURF-120_05.
2) GRIPPERS MAY BE ROTATED TO PROVIDE SLIP-FREE OR RIGID CLAMPING.
3) FOR PCD NOT LISTED HERE. PLEASE CONTACT US.
4) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g. CATALOG
NO.OF 5.00" IPS TUBE TO 127 mm. PCD WITH STAINLESS STEEL NUT BOLTS IS AURF-44_05_SS.
5) PAD MOUNTING HARDWARE IS OBTAINED FROM CATALOG TYPES EHBG, EHNG, EHFG, EHWG

FOR GALVANISED SCREWING HARDWARES AND EHBS, EHNS, EHCNS, EHFS, EHWS
FOR STAINLESS STEEL SCREWING HARDWARES.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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M ENGINEERING INDUSTRIES

I ND E X

S.No. TYPE PAGE NO.

7.0. POST INSULATOR - CONDUCTOR

71 SINGLE CONDUCTOR
711 57/ 76 mm PCD
7111 EEI-1844 G1-G1
712 76/ 127 mm PCD

7121 EEIF260 G2-G2

7.2 TWIN CONDUCTORS
7.21 76/ 127 mm PCD

7211 EATCR G3-G4

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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- POST INSULATOR - CONDUCTOR
SINGLE CONDUCTOR -57 /76 mm PCD

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EEI-1844
Doc. Rev. Dt. -

MATERIAL OF BUS SUPPORT - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER.
SPRING STEEL ELECTRO GALVANISED.

BUS SUPPORT SUITABLE FOR = 145 kV

4NOS.M10 (11.5 @) HOLES EQUISPACED
ON'K'PCD.

4 NOS. M10 (11.5 @)/M12 (14 @) HOLES EQUISPACED
ON'K'P.C.D.

EEI-1844_F_2_02 M10 I F 18.13-21.00
EEI-1844_C_2_02 57 02 M10 I C 10.00-16.52 2
EEI-1844_F_2_03 M12 I F 18.13-21.00
EEI-1844_C_2_03 76 03 M12 I C 10.00-16.52 2
EEI-1844_F_1_02 M10 I F 18.13-21.00
EEI-1844_C_1_02 57 02 M10 I C 10.00-16.52 !

ITEM CODE PCD | (K) O ATor. | mano. | TvPENGY COND. AAG NO. OF CLAMPS

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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G2

POST INSULATOR - CONDUCTOR
SINGLE CONDUCTOR - 76 / 127 mm PCD

Issue No.
Issue Dt.
Doc. Rev. No.
Doc. Rev. Dt.

3

02.01.15

0

EEI-1260

MATERIAL OF BUS SUPPORT - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER.
SPRING STEEL ELECTRO GALVANISED.

BUS SUPPORT SUITABLE FOR = 145 kV

EQUISPACED
ON 127 P.C.D.

I-"}‘A -_JI_I -
FIG=1I
[ %
8 SLOTS EQUISPACED
ON 127 P.C.D.
2 BLIND HOLES
14 ¢ ON 76 P.C.D
EEI-1260_05 127.0mm
EEI-1260_03 76.0mm
ITEM CODE PCD
18.13-21.00 Ml
EEI-1260B
10.00-16.52 Il
EEI-1260A 32.00-37.00
I
EEI-1260 21.00-32.00
ITEM CODE CONDUCTOR AAQ FIG.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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ALUMINIUM Bus SUPPORT
TWIN CABLE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EATCR
Doc. Rev. Dt. -

MATERIAL OF BUS SUPPORT - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

BUS SUPPORT SUITABLE FOR < 245 KV

8 SLOT EQUISPACED ON 127 P.C.D.
SLOT SIZE 27 x 18.

w2

(mm)
o
|-
S
S00=100 S3=225 S7=350
DeE=l S0=110 S4=250 S79=390
S1=140 S41=280 S8=400
S2=200 S5=300 S9=450
S6=330
CATALOG NO. CONDUCTOR RANGE DIMENSIONS-mm.
AAQ mm. X w J1
EATCR-2 22.00 - 26.00 85 36 12
EATCR-4 26.00 - 28.13 85 36 12
EATCR-6 28.00 - 30.15 85 36 12
EATCR-8 30.00 - 32.00 85 36 12
EATCR-10 32.00 - 34.00 90 40 12
EATCR-12 34.00 - 37.00 90 40 12
EATCR-14 37.00 - 40.00 90 40 12

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
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G4

ALUMINIUM BUus SUPPORT
TWIN CABLE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EATCR

Doc. Rev. Dt. -

NOTE:

1) PLEASE ADD SUFFIX S00, SO, S1---S9 AS REQUIRED FOR CABLE SPACING. FOR e.g. CATALOG
NO. OF CONDUCTORDIA. 22.00 & CABLE SPACING 140mm. ISEATCR-2_S1

2) FOR CONDUCTOR SPACING S00=100mm.,S0=110mm. TYPE | IS OFFERED.

3) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g. CATALOG

NO. OF 37.00-40.00 CONDUCTOR TO 250mm. CONDUCTOR SPACING ISEATCR-14_S4_SS

4) PAD MOUNTING HARDWARE IS OBTAINED FROM CATALOG TYPES EHBG, EHNG, EHFG, EHWG
FOR GALVANISED SCREWING HARDWARES. AND EHBS, EHNS, EHFS, EHWS FOR STAINLESS
STEEL SCREWING HARDWARES.

5) COMMON CLAMP OFFERED FOR PCD=76 mm. & PCD=127 mm.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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M ENGINEERING INDUSTRIES

Il NDE X
| S:No. TYPE PAGE NO.
8.0. TEE CONNECTORS
8.1 CONDUCTOR-CONDUCTOR
811  SINGLE/SINGLE
8111 EATCC H1-H5
812  TWIN/SINGLE
8121 AT2CC H6-H 11
813 TWIN/TWIN
8131 AT2C2C H12-H17

8.2 TEE CONNECTORS-CONDUCTOR/FLAT
8.2.1 SINGLE CONDUCTOR
8211 EATCF H18-H19
8.2.2 TWIN CONDUCTORS
8221 AT2CF H20-H22
8.3 TEE CONNECTORS- TUBE/CONDUCTOR
8.3.1 TUBE/SINGLE CONDUCTOR
83.11 EATTC H23 -H26
8.3.2 TUBE/TWIN CONDUCTORS
8321 ATT2C H27-H30
8.4 TEE CONNECTORS- TUBE/TUBE
8.4.1 STRAIGHT
8411 EATTT H31-H33
84.2 ANGLE-SINGLE / SINGLE

8421 EATT-10 H34-H36

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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M ENGINEERING INDUSTRIES

I ND E X

S.No. TYPE PAGE NO.

8422 EATT-10E H37-H38

843 ANGLE- DOUBLE / SINGLE

8431 EATT2-10 H39-H41
8432 EATT2-10E H42-H43
8.5 TEE CONNECTORS- TUBE / FLAT
8.5.1 RIGID
851.1 EATTF H44-H45
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- ALUMINIUM STRAIGHT TEE
CABLE MAIN TO CABLE TAP

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EATCC
Doc. Rev. Dt. -

MATERIAL OF TEE - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6). MATERIAL OF
NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER SPRING STEEL
ELECTRO GALVANISED.

TEE SUITABLE FOR < 145 KV

<l
@.

]

_@

TYPE- I

o

i
Y1
N TYPE-1
| OH
|
CATALOG NO. FIG. RUN FIG. TAP DIMENSIONS - mm.
TYPE CONDUCTOR | TYPE CONDUCTOR
A9 mm. AA O mm. Y1 Y2 L J
EATCC-6 Il 10.00 - 16.00 Il 10.00 - 16.00 60 60 | 130 10
EATCC-7 Il 10.00 - 16.00 | 16.00 - 18.05 60 60 | 130 10
EATCC-8 Il 10.00 - 16.00 | 18.00 - 22.26 60 60 | 130 10
EATCC-9 Il 10.00 - 16.00 | 22.00 - 26.00 60 74 130 10
EATCC-10 Il 10.00 - 16.00 | 26.00 - 28.13 60 74 130 10
EATCC-11 Il 10.00 - 16.00 | 28.00 - 30.15 60 74 130 10
EATCC-12 Il 10.00 - 16.00 | 30.00 - 32.00 60 74 130 10

EATCC-13 | 16.00 - 18.05 Il 10.00 - 16.00 60 60 130 10

EATCC-14 | 16.00 - 18.05 | 16.00 - 18.05 60 60 | 130 10
EATCC-15 | 16.00 - 18.05 | 18.00 - 22.26 60 60 | 130 10
EATCC-16 Il 16.00 - 18.05 | 22.00 - 26.00 60 74 130 10
EATCC-17 Il 16.00 - 18.05 | 26.00 - 28.13 60 74 130 10
EATCC-18 Il 16.00 - 18.05 | 28.00 - 30.15 60 74 130 10
EATCC-19 Il 16.00 - 18.05 | 30.00 - 32.00 60 74 130 10
EATCC-20 | 18.00 - 22.26 Il 10.00 - 16.00 60 60 | 130 10

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in

HA1



H2

ALUMINIUM STRAIGHT TEE
CABLE MAIN TO CABLE TAP

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EATCC

Doc. Rev. Dt. -

CATALOG NO. FIG. RUN FIG. TAP DIMENSIONS - mm

TYPE CONDUCTOR | TYPE CONDUCTOR
AQ mm. AA QD mm. Y1 Y2 L J

EATCC-21 I 18.00 - 22.26 | 16.00 - 18.05 60 60 130 10
EATCC-22 I 18.00 - 22.26 | 18.00 - 22.26 60 60 130 10
EATCC-23 Il 18.00 - 22.26 | 22.00 - 26.00 60 74 130 10
EATCC-24 I 18.00 - 22.26 | 26.00 - 28.13 60 74 130 10
EATCC-25 Il 18.00 - 22.26 | 28.00 - 30.15 60 74 130 10
EATCC-26 I 18.00 - 22.26 | 30.00 - 32.00 60 74 130 10
EATCC-27 I 22.00 - 26.00 Il 10.00 - 16.00 74 60 144 10
EATCC-28 I 22.00 - 26.00 | 16.00 - 18.05 74 60 144 10
EATCC-29 I 22.00 - 26.00 | 18.00 - 22.26 74 60 144 10
EATCC-30 I 22.00 - 26.00 | 22.00 - 26.00 74 74 144 10
EATCC-31 I 22.00 - 26.00 | 26.00 - 28.13 74 74 144 10
EATCC-32 I 22.00 - 26.00 | 28.00 - 30.15 74 74 144 10
EATCC-33 I 22.00 - 26.00 | 30.00 - 32.00 74 74 144 10
EATCC-34 I 22.00 - 26.00 | 32.00 - 34.00 74 84 160 10
EATCC-35 I 22.00 - 26.00 | 34.00 - 37.00 74 84 160 10
EATCC-36 I 22.00 - 26.00 | 37.00 - 40.00 74 84 160 10
EATCC-37 I 22.00 - 26.00 | 40.00 - 43.00 74 94 160 10
EATCC-38 I 22.00 - 26.00 | 43.00 - 46.63 74 94 160 10
EATCC-39 I 26.00 - 28.13 Il 10.00 - 16.00 74 60 144 10
EATCC-40 I 26.00 - 28.13 | 16.00 -18.05 74 60 144 10
EATCC-41 I 26.00 - 28.13 | 18.00 - 22.26 74 60 144 10
EATCC-42 I 26.00 - 28.13 | 22.00 - 26.00 74 74 144 10
EATCC-43 I 26.00 - 28.13 | 26.00 - 28.13 74 74 144 10
EATCC-44 I 26.00 - 28.13 | 28.00 - 30.15 74 74 144 10
EATCC-45 I 26.00 - 28.13 | 30.00 - 32.00 74 74 144 10
EATCC-46 I 26.00 - 28.13 | 32.00 - 34.00 74 84 160 10
EATCC-47 I 26.00 - 28.13 | 34.00 - 37.00 74 84 160 10
EATCC-48 I 26.00 - 28.13 | 37.00 - 40.00 74 84 160 10
EATCC-49 I 26.00 - 28.13 | 40.00 - 43.00 74 94 160 10
EATCC-50 I 26.00 - 28.13 | 43.00 - 46.63 74 94 160 10
EATCC-51 I 28.00 - 30.15 Il 10.00 - 16.00 74 60 144 10
EATCC-52 I 28.00 - 30.15 | 16.00 - 18.05 74 60 144 10
EATCC-53 I 28.00 - 30.15 | 18.00 - 22.26 74 60 144 10
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ALUMINIUM STRAIGHT TEE
CABLE MAIN TO CABLE TAP

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EATCC

Doc. Rev. Dt. -

CATALOG NO. FIG. RUN FIG. TAP DIMENSIONS - mm

TYPE CONDUCTOR | TYPE CONDUCTOR
A9 mm. AA O mm. Y1 Y2 L J

EATCC-54 | 28.00 - 30.15 | 22.00 - 26.00 74 74 144 10
EATCC-55 | 28.00 - 30.15 | 26.00 - 28.13 74 74 144 10
EATCC-56 | 28.00 - 30.15 | 28.00 - 30.15 74 74 144 10
EATCC-57 | 28.00 - 30.15 | 30.00 - 32.00 74 74 144 10
EATCC-58 | 28.00 - 30.15 | 32.00 - 34.00 74 84 160 10
EATCC-59 | 28.00 - 30.15 | 34.00 - 37.00 74 84 160 10
EATCC-60 | 28.00 - 30.15 | 37.00 - 40.00 74 84 160 10
EATCC-61 | 28.00 - 30.15 | 40.00 - 43.00 74 94 160 10
EATCC-62 | 28.00 - 30.15 | 43.00 - 46.63 74 94 160 10
EATCC-63 | 30.00 - 32.00 Il 10.00 -16.00 74 60 144 10
EATCC-64 | 30.00 - 32.00 | 16.00 - 18.05 74 60 144 10
EATCC-65 | 30.00 - 32.00 | 18.00 - 22.26 74 60 144 10
EATCC-66 | 30.00 - 32.00 | 22.00 - 26.00 74 74 144 10
EATCC-67 | 30.00 - 32.00 | 26.00 - 28.13 74 74 144 10
EATCC-68 | 30.00 - 32.00 | 28.00 - 30.15 74 74 144 10
EATCC-69 | 30.00 - 32.00 | 30.00 - 32.00 74 74 144 10
EATCC-70 | 30.00 - 32.00 | 32.00 - 34.00 74 84 160 10
EATCC-71 | 30.00 - 32.00 | 34.00 - 37.00 74 84 160 10
EATCC-72 | 30.00 - 32.00 | 37.00 - 40.00 74 84 160 10
EATCC-73 | 30.00 - 32.00 | 40.00 - 43.00 74 94 160 10
EATCC-74 | 30.00 - 32.00 | 43.00 - 46.63 74 94 160 10
EATCC-75 | 32.00 - 34.00 Il 10.00 - 16.00 84 60 154 10
EATCC-76 | 32.00 - 34.00 | 16.00 - 18.05 84 60 154 10
EATCC-77 | 32.00 - 34.00 | 18.00 - 22.26 84 60 154 10
EATCC-78 | 32.00 - 34.00 | 22.00 - 26.00 84 74 154 10
EATCC-79 | 32.00 - 34.00 | 26.00 - 28.13 84 74 154 10
EATCC-80 | 32.00 - 34.00 | 28.00 - 30.15 84 74 154 10
EATCC-81 | 32.00 - 34.00 | 30.00 - 32.00 84 74 154 10
EATCC-82 | 32.00 - 34.00 | 32.00 - 34.00 84 84 170 10
EATCC-83 | 32.00 - 34.00 | 34.00 - 37.00 84 84 170 10
EATCC-84 | 32.00 - 34.00 | 37.00 - 40.00 84 84 170 10
EATCC-85 | 32.00 - 34.00 | 40.00 - 43.00 84 94 170 10
EATCC-86 | 32.00 - 34.00 | 43.00 - 46.63 84 94 170 10
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ALUMINIUM STRAIGHT TEE
CABLE MAIN TO CABLE TAP

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EATCC

Doc. Rev. Dt. -

CATALOG NO. FIG. RUN FIG. TAP DIMENSIONS - mm

TYPE CONDUCTOR | TYPE CONDUCTOR
AQ mm. AA QD mm. Y1 Y2 L
EATCC-87 I 34.00 - 37.00 Il 10.00 - 16.00 84 60 154 10
EATCC-88 I 34.00 - 37.00 | 16.00 - 18.05 84 60 154 10
EATCC-89 I 34.00 - 37.00 | 18.00 - 22.26 84 60 154 10
EATCC-90 I 34.00 - 37.00 | 22.00 - 26.00 84 74 154 10
EATCC-94 I 34.00 - 37.00 | 26.00 - 28.13 84 74 154 10
EATCC-95 I 34.00 - 37.00 | 28.00 - 30.15 84 74 154 10
EATCC-96 I 34.00 - 37.00 | 30.00 - 32.00 84 74 154 10
EATCC-97 I 34.00 - 37.00 | 32.00 - 34.00 84 84 170 10
EATCC-98 I 34.00 - 37.00 | 34.00 - 37.00 84 84 170 10
H EATCC-99 I 34.00 - 37.00 | 37.00 - 40.00 84 84 170 10

EATCC-100 I 34.00 - 37.00 | 40.00 - 43.00 84 94 170 10
EATCC-101 I 34.00 - 37.00 | 43.00 - 46.63 84 94 170 10
EATCC-102 I 37.00 - 40.00 Il 10.00 - 16.00 84 60 154 10
EATCC-103 I 37.00 - 40.00 | 16.00 - 18.05 84 60 154 10
EATCC-104 I 37.00- 40.00 | 18.00 - 22.26 84 60 154 10
EATCC-105 I 37.00 - 40.00 | 22.00 - 26.00 84 74 154 10
EATCC-106 I 37.00 - 40.00 | 26.00 - 28.13 84 74 154 10
EATCC-107 I 37.00 - 40.00 | 28.00 - 30.15 84 74 154 10
EATCC-108 I 37.00 - 40.00 | 30.00 - 32.00 84 74 154 10
EATCC-109 I 37.00 - 40.00 | 32.00 - 34.00 84 84 170 10
EATCC-110 I 37.00 - 40.00 | 34.00 - 37.00 84 84 170 10
EATCC-111 I 37.00 - 40.00 | 37.00 - 40.00 84 84 170 10
EATCC-112 I 37.00 - 40.00 | 40.00 - 43.00 84 94 170 10
EATCC-113 I 37.00 - 40.00 | 43.00 - 46.63 84 94 170 10
EATCC-114 I 40.00 - 43.00 Il 10.00 - 16.00 94 60 164 10
EATCC-115 I 40.00 - 43.00 | 16.00 - 18.05 94 60 164 10
EATCC-116 I 40.00 - 43.00 | 18.00 - 22.26 94 60 164 10
EATCC-117 I 40.00 - 43.00 | 22.00 - 26.00 94 74 164 10
EATCC-118 I 40.00 - 43.00 | 26.00 - 28.13 94 74 164 10
EATCC-119 I 40.00 - 43.00 | 28.00 - 30.15 94 74 164 10
EATCC-120 I 40.00 - 43.00 | 30.00 - 32.00 94 74 164 10
EATCC-121 I 40.00 - 43.00 | 32.00 - 34.00 94 84 180 10
EATCC-122 I 40.00 - 43.00 | 34.00 - 37.00 94 84 180 10
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ALUMINIUM STRAIGHT TEE
CABLE MAIN TO CABLE TAP

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EATCC

Doc. Rev. Dt. -

CATALOG NO. FIG. RUN FIG. TAP DIMENSIONS - mm

TYPE CONDUCTOR | TYPE CONDUCTOR
A9 mm. AA O mm. Y1 Y2 L J

EATCC-123 | 40.00 - 43.00 | 37.00 - 40.00 94 84 180 10
EATCC-124 | 40.00 - 43.00 | 40.00 - 43.00 94 94 180 10
EATCC-125 | 40.00 - 43.00 | 43.00 - 46.63 94 94 180 10
EATCC-126 | 43.00 - 46.63 Il 10.00 - 16.00 94 60 164 10
EATCC-127 | 43.00 - 46.63 | 16.00 - 18.05 94 60 164 10
EATCC-128 | 43.00 - 46.63 | 18.00 - 22.26 94 60 164 10
EATCC-129 | 43.00 - 46.63 | 22.00 - 26.00 94 74 164 10
EATCC-130 | 43.00 - 46.63 | 26.00 - 28.13 94 74 164 10
EATCC-131 | 43.00 - 46.63 | 28.00 - 30.15 94 74 164 10
EATCC-132 | 43.00 - 46.63 | 30.00 - 32.00 94 74 164 10
EATCC-133 | 43.00 - 46.63 | 32.00 - 34.00 94 84 180 10
EATCC-134 | 43.00 - 46.63 | 34.00 - 37.00 94 84 180 10
EATCC-135 | 43.00 - 46.63 | 37.00 - 40.00 94 84 180 10
EATCC-136 | 43.00 - 46.63 | 40.00 - 43.00 94 94 180 10
EATCC-137 | 43.00 - 46.63 | 43.00 - 46.63 94 94 180 10

NOTE:

1) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS EXAMPLE CATALOG

NO. OF 43.00/46.63 CONDUCTOR TO 43.00/46.63 CONDUCTORIS EATCC-137_SS
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- ALUMINIUM STRAIGHT TEE
TWIN CABLE MAIN TO SINGLE CABLE TAP

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 AT2CC
Doc. Rev. Dt. -

MATERIAL OF TEE - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

TEE SUITABLE FOR < 145 KV

| S |
f\Vl% I I Wl fan)
A

S+Y1 J

TYPE-I

TYPE-I
VIEW FROM A
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ALUMINIUM STRAIGHT TEE
TWIN CABLE MAIN TO SINGLE CABLE TAP

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 AT2CC
Doc. Rev. Dt. -
S
S1=140 S4=250 S7=350
S$2=200 S41=280 S79=390
S3=225 S5=300 S8=400
S6=330 S9=450
RUN CONDUCTOR TAP CONDUCTOR
CA'L%LIOG TFYI(P3E RANGE TFYIsE RANGE DIMENSIONS-mm.
A Q. mm. AA O mm. Y1 Y2 L J
AT2CC-6 Il 10.00 - 16.00 Il 10.00 - 16.00 60 60 100 10
AT2CC-7 Il 10.00 - 16.00 | 16.00 - 18.05 60 60 100 10
AT2CC-8 Il 10.00 - 16.00 | 18.00 - 22.26 60 60 100 10
AT2CC-9 Il 10.00 - 16.00 | 22.00 - 26.00 60 74 104 10
AT2CC-10 Il 10.00 - 16.00 | 26.00 - 28.13 60 74 104 10
AT2CC-11 Il 10.00 - 16.00 | 28.00 - 30.15 60 74 104 10
AT2CC-12 Il 10.00 - 16.00 | 30.00 - 32.00 60 74 104 10
AT2CC-13 | 16.00 - 18.05 Il 10.00 - 16.00 60 60 100 10
AT2CC-14 I 16.00 - 18.05 | 16.00 - 18.05 60 60 100 10
AT2CC-15 | 16.00 - 18.05 | 18.00 - 22.26 60 60 100 10
AT2CC-16 Il 16.00 - 18.05 | 22.00 - 26.00 60 74 104 10
AT2CC-17 Il 16.00 - 18.05 | 26.00 - 28.13 60 74 104 10
AT2CC-18 Il 16.00 - 18.05 | 28.00 - 30.15 60 74 104 10
AT2CC-19 Il 16.00 - 18.05 | 30.00 - 32.00 60 74 104 10
AT2CC-20 I 18.00 - 22.26 Il 10.00 - 16.00 60 60 100 10
AT2CC-21 I 18.00 - 22.26 | 16.00 - 18.05 60 60 100 10
AT2CC-22 I 18.00 - 22.26 | 18.00 - 22.26 60 60 100 10
AT2CC-23 Il 18.00 - 22.26 | 22.00 - 26.00 60 74 104 10
AT2CC-24 Il 18.00 - 22.26 | 26.00 - 28.13 60 74 104 10
AT2CC-25 Il 18.00 - 22.26 | 28.00 - 30.15 60 74 104 10
AT2CC-26 Il 18.00 - 22.26 [ 30.00 - 32.00 60 | 74 | 104 | 10
AT2CC-27 | 22.00 - 26.00 Il 10.00 - 16.00 74 60 104 10
AT2CC-28 | 22.00 - 26.00 | 16.00 - 18.05 74 60 104 10
AT2CC-29 | 22.00 - 26.00 [ 18.00 - 22.26 74 60 104 10
AT2CC-30 | 22.00 - 26.00 [ 22.00 - 26.00 74 74 104 | 10
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ALUMINIUM STRAIGHT TEE
TWIN CABLE MAIN TO SINGLE CABLE TAP

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 AT2CC

Doc. Rev. Dt. -

RUN CONDUCTOR TAP CONDUCTOR
CA'L/:;OG T|=Y|(:E RANGE T|=Y|gE RANGE DIMENSIONS-mm.
A Q. mm. AA QD mm. Y1 Y2 L J

AT2CC-31 | 22.00 - 26.00 I 26.00 - 28.13 74 74 104 10
AT2CC-32 | 22.00 - 26.00 I 28.00 - 30.15 74 74 104 10
AT2CC-33 | 22.00 - 26.00 I 30.00 - 32.00 74 74 104 10
AT2CC-34 | 22.00 - 26.00 I 32.00 - 34.00 74 84 120 10
AT2CC-35 | 22.00 - 26.00 I 34.00 - 37.00 74 84 120 10
AT2CC-36 | 22.00 - 26.00 I 37.00 - 40.00 74 84 120 10
AT2CC-37 | 22.00 - 26.00 I 40.00 - 43.00 74 94 120 10
AT2CC-38 | 22.00 - 26.00 I 43.00 - 46.63 74 94 120 10
AT2CC-39 | 26.00 - 28.13 1] 10.00 -16.00 74 60 104 10
AT2CC-40 | 26.00 - 28.13 I 16.00 - 18.05 74 60 104 10
AT2CC-41 | 26.00 - 28.13 I 18.00 - 22.26 74 60 104 10
AT2CC-42 | 26.00 - 28.13 I 22.00 - 26.00 74 74 104 10
AT2CC-43 | 26.00 - 28.13 I 26.00 - 28.13 74 74 104 10
AT2CC-44 | 26.00 - 28.13 I 28.00 - 30.15 74 74 104 10
AT2CC-45 | 26.00 - 28.13 I 30.00 - 32.00 74 74 104 10
AT2CC-46 | 26.00 - 28.13 I 32.00 - 34.00 74 84 120 10
AT2CC-47 | 26.00 - 28.13 I 34.00 - 37.00 74 84 120 10
AT2CC-48 | 26.00 - 28.13 I 37.00 - 40.00 74 84 120 10
AT2CC-49 | 26.00 - 28.13 I 40.00 - 43.00 74 94 120 10
AT2CC-50 | 26.00 - 28.13 I 43.00 - 46.63 74 94 120 10
AT2CC-51 | 28.00 - 30.15 1] 10.00 - 16.00 74 60 104 10
AT2CC-52 | 28.00 - 30.15 I 16.00 - 18.05 74 60 104 10
AT2CC-53 | 28.00 - 30.15 I 18.00 - 22.26 74 60 104 10
AT2CC-54 | 28.00 - 30.15 I 22.00 - 26.00 74 74 104 10
AT2CC-55 | 28.00 - 30.15 I 26.00 - 28.13 74 74 104 10
AT2CC-56 | 28.00 - 30.15 I 28.00 - 30.15 74 74 104 10
AT2CC-57 | 28.00 - 30.15 I 30.00 - 32.00 74 74 104 10
AT2CC-58 | 28.00 - 30.15 I 32.00 - 34.00 74 84 120 10
AT2CC-59 | 28.00 - 30.15 I 34.00 - 37.00 74 84 120 10
AT2CC-60 | 28.00 - 30.15 I 37.00 - 40.00 74 84 120 10
AT2CC-61 | 28.00 - 30.15 I 40.00 - 43.00 74 94 120 10

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795

E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in




ALUMINIUM STRAIGHT TEE
TWIN CABLE MAIN TO SINGLE CABLE TAP
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Issue Dt. 02.01.15
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RUN CONDUCTOR TAP CONDUCTOR
CA'LA(«)L.OG TFYICP;E RANGE TI::SE RANGE DIMENSIONS-mm.
AQ. mm. AA QD mm. Y1 Y2 L J

AT2CC-62 | 28.00 - 30.15 | 43.00 - 46.63 74 94 120 10
AT2CC-63 | 30.00 - 32.00 Il 10.00 - 16.00 74 60 104 10
AT2CC-64 | 30.00 - 32.00 | 16.00 - 18.05 74 60 104 10
AT2CC-65 | 30.00 - 32.00 | 18.00 - 22.26 74 60 104 10
AT2CC-66 | 30.00 - 32.00 | 22.00 - 26.00 74 74 104 10
AT2CC-67 | 30.00 - 32.00 | 26.00 - 28.13 74 74 104 10
AT2CC-68 | 30.00 - 32.00 | 28.00 - 30.15 74 74 104 10
AT2CC-69 | 30.00 - 32.00 | 30.00 - 32.00 74 74 104 10
AT2CC-70 | 30.00 - 32.00 | 32.00 - 34.00 74 84 120 10
AT2CC-71 | 30.00 - 32.00 | 34.00 - 37.00 74 84 120 10
AT2CC-72 | 30.00 - 32.00 | 37.00 - 40.00 74 84 120 10
AT2CC-73 | 30.00 - 32.00 | 40.00 - 43.00 74 94 120 10
AT2CC-74 | 30.00 - 32.00 | 43.00 - 46.63 74 94 120 10
AT2CC-75 | 32.00 - 34.00 Il 10.00 - 16.00 84 60 104 10
AT2CC-76 | 32.00 - 34.00 | 16.00 - 18.05 84 60 104 10
AT2CC-77 | 32.00 - 34.00 | 18.00 - 22.26 84 60 104 10
AT2CC-78 | 32.00 - 34.00 I 22.00 - 26.00 84 74 104 10
AT2CC-79 | 32.00 - 34.00 | 26.00 - 28.13 84 74 104 10
AT2CC-80 | 32.00 - 34.00 | 28.00 - 30.15 84 74 104 10
AT2CC-81 | 32.00 - 34.00 | 30.00 - 32.00 84 74 104 10
AT2CC-82 | 32.00 - 34.00 | 32.00 - 34.00 84 84 120 10
AT2CC-83 | 32.00 - 34.00 I 34.00 - 37.00 84 84 120 10
AT2CC-84 | 32.00 - 34.00 | 37.00 - 40.00 84 84 120 10
AT2CC-85 | 32.00 - 34.00 | 40.00 - 43.00 84 94 120 10
AT2CC-86 | 32.00 - 34.00 | 43.00 - 46.63 84 94 120 10
AT2CC-87 | 34.00 - 37.00 I 10.00 - 16.00 84 60 104 10
AT2CC-88 | 34.00 - 37.00 | 16.00 - 18.05 84 60 104 10
AT2CC-89 | 34.00 - 37.00 | 18.00 - 22.26 84 60 104 10
AT2CC-90 | 34.00 - 37.00 | 22.00 - 26.00 84 74 104 10
AT2CC-94 | 34.00 - 37.00 | 26.00 - 28.13 84 74 104 10
AT2CC-95 | 34.00 - 37.00 | 28.00 - 30.15 84 74 104 10
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ALUMINIUM STRAIGHT TEE
TWIN CABLE MAIN TO SINGLE CABLE TAP
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Issue Dt. 02.01.15
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RUN CONDUCTOR TAP CONDUCTOR
CA-LI:,L_OG T|=Y|(:E RANGE T|=Y|(:E RANGE DIMENSIONS-mm.
A Q. mm. AA QD mm. Y1 Y2 L J

AT2CC-96 | 34.00 - 37.00 | 30.00 - 32.00 84 74 104 10
AT2CC-97 | 34.00 - 37.00 | 32.00 - 34.00 84 84 120 10
AT2CC-98 | 34.00 - 37.00 | 34.00 - 37.00 84 84 120 10
AT2CC-99 | 34.00 - 37.00 | 37.00 - 40.00 84 84 120 10
AT2CC-100 | 34.00 - 37.00 | 40.00 - 43.00 84 94 120 10
AT2CC-101 | 34.00 - 37.00 | 43.00 - 46.63 84 94 120 10
AT2CC-102 | 37.00 - 40.00 Il 10.00 - 16.00 84 60 104 10
AT2CC-103 | 37.00 - 40.00 | 16.00 - 18.05 84 60 104 10
AT2CC-104 | 37.00 - 40.00 | 18.00 - 22.26 84 60 104 10
AT2CC-105 | 37.00 - 40.00 | 22.00 - 26.00 84 74 104 10
AT2CC-106 | 37.00 - 40.00 | 26.00 - 28.13 84 74 104 10
AT2CC-107 | 37.00 - 40.00 | 28.00 - 30.15 84 74 104 10
AT2CC-108 | 37.00 - 40.00 | 30.00 - 32.00 84 74 104 10
AT2CC-109 | 37.00 - 40.00 | 32.00 - 34.00 84 84 120 10
AT2CC-110 | 37.00 - 40.00 | 34.00 - 37.00 84 84 120 10
AT2CC-111 I 37.00 - 40.00 | 37.00 - 40.00 84 84 120 10
AT2CC-112 | 37.00 - 40.00 | 40.00 - 43.00 84 94 120 10
AT2CC-113 | 37.00 - 40.00 | 43.00 - 46.63 84 94 120 10
AT2CC-114 | 37.00 - 40.00 Il 10.00 - 16.00 94 60 104 10
AT2CC-115 | 37.00 - 40.00 | 16.00 - 18.05 94 60 104 10
AT2CC-116 | 40.00 - 43.00 | 18.00 - 22.26 94 60 104 10
AT2CC-117 | 40.00 - 43.00 | 22.00 - 26.00 94 74 104 10
AT2CC-118 | 40.00 - 43.00 | 26.00 - 28.13 94 74 104 10
AT2CC-119 | 40.00 - 43.00 | 28.00 - 30.15 94 74 104 10
AT2CC-120 | 40.00 - 43.00 | 30.00 - 32.00 94 74 104 10
AT2CC-121 | 40.00 - 43.00 | 32.00 - 34.00 94 84 120 10
AT2CC-122 | 40.00 - 43.00 | 34.00 - 37.00 94 84 120 10
AT2CC-123 | 40.00 - 43.00 | 37.00 - 40.00 94 84 120 10
AT2CC-124 | 40.00 - 43.00 | 40.00 - 43.00 94 94 120 10
AT2CC-125 | 40.00 - 43.00 | 43.00 - 46.63 94 94 120 10
AT2CC-126 | 40.00 - 43.00 Il 10.00 - 16.00 94 60 104 10
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RUN CONDUCTOR TAP CONDUCTOR
CA'LA;QG TFYISE RANGE T|=Y|gE RANGE DIMENSIONS-mm.
A Q. mm. AA QD mm. Y1 Y2 L J
AT2CC-127 | 43.00 - 46.63 I 16.00 - 18.05 94 60 104 10
AT2CC-128 I 43.00 - 46.63 I 18.00 - 22.26 94 60 104 10
AT2CC-129 | 43.00 - 46.63 I 22.00 - 26.00 94 74 104 10
AT2CC-130 I 43.00 - 46.63 I 26.00 - 28.13 94 74 104 10
AT2CC-131 | 43.00 - 46.63 I 28.00 - 30.15 94 74 104 10
AT2CC-132 I 43.00 - 46.63 I 30.00 - 32.00 94 74 104 10
AT2CC-133 I 43.00 - 46.63 I 32.00 - 34.00 94 84 120 10
AT2CC-134 | 43.00 - 46.63 I 34.00 - 37.00 94 84 120 10
AT2CC-135 I 43.00 - 46.63 I 37.00 - 40.00 94 84 120 10
AT2CC-136 | 43.00 - 46.63 I 40.00 - 43.00 94 94 120 10 H
AT2CC-137 | 43.00 - 46.63 I 43.00 - 46.63 94 94 120 10

NOTE:

1)

2)

PLEASE ADD SUFFIX S1, S2, $3--S9 AS REQUIRED FOR CABLE SPACING FOR e.g. CATALOG NO. OF
CABLE DIA. (RUN) 18.00-22.26 mm. (TAP) 10.00-16.00 FOR SPACING 140 mm. IS AT2CC-20_S1.

PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS eg. CATALOG NO. OF
43.00/46.63 CONDUCTOR TO 43.00/46.63 CONDUCTOR for 250 mm.SPACING IS AT2CC-137_S4_SS.
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TWIN CABLES MAIN TO TWIN CABLES TAP
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Issue Dt. 02.01.15
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MATERIAL OF TEE - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

TEE SUITABLE FOR < 145 KV

CABLE SPACING MINIMUM 90mm

CABLES

N (- 3%
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P <

TWIN ALUMINIUM k g:[
- \a= fan)

A
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\/
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END VIEW
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VIEW FROM A
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Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 AT2C2C

Doc. Rev. Dt. -

RUN CONDUCTOR TAP CONDUCTOR
CAL,L(\;QG TFY|§,E RANGE TFYI(:E RANGE DIMENSIONS-mm.
A Q. mm. AAQ mm. Y1 Y2 L J

AT2C2C-6 Il 10.00 - 16.00 Il 10.00 - 16.00 60 60 130 10
AT2C2C-7 Il 10.00 - 16.00 | 16.00 - 18.05 60 60 130 10
AT2C2C-8 Il 10.00 - 16.00 | 18.00 - 22.26 60 60 130 10
AT2C2C-9 Il 10.00 - 16.00 | 22.00 - 26.00 74 74 144 10
AT2C2C-10 Il 10.00 - 16.00 | 26.00 - 28.13 74 74 144 10
AT2C2C-11 Il 10.00 - 16.00 | 28.00 - 30.15 74 74 144 10
AT2C2C-12 Il 10.00 - 16.00 | 30.00 - 32.00 74 74 144 10
AT2C2C-13 | 16.00 - 18.05 Il 10.00 - 16.00 60 60 130 10
AT2C2C-14 | 16.00 - 18.05 | 16.00 - 18.05 60 60 130 10
AT2C2C-15 | 16.00 - 18.05 | 18.00 - 22.26 60 60 130 10
AT2C2C-16 Il 16.00 - 18.05 | 22.00 - 26.00 74 74 144 10
AT2C2C-17 Il 16.00 - 18.05 | 26.00 - 28.13 74 74 144 10
AT2C2C-18 Il 16.00 - 18.05 | 28.00 - 30.15 74 74 144 10
AT2C2C-19 Il 16.00 - 18.05 | 30.00 - 32.00 74 74 144 10
AT2C2C-20 I 18.00 - 22.26 Il 10.00 - 16.00 60 60 130 10
AT2C2C-21 | 18.00 - 22.26 I 16.00 - 18.05 60 60 130 10
AT2C2C-22 I 18.00 - 22.26 | 18.00 - 22.26 60 60 130 10
AT2C2C-23 Il 18.00 - 22.26 | 22.00 - 26.00 74 74 144 10
AT2C2C-24 Il 18.00 - 22.26 | 26.00 - 28.13 74 74 144 10
AT2C2C-25 Il 18.00 - 22.26 | 28.00 - 30.15 74 74 144 10
AT2C2C-26 Il 18.00 - 22.26 | 30.00 - 32.00 74 74 144 10
AT2C2C-27 | 22.00 - 26.00 Il 10.00 - 16.00 74 60 144 10
AT2C2C-28 | 22.00 - 26.00 | 16.00 - 18.05 74 60 144 10
AT2C2C-29 | 22.00 - 26.00 | 18.00 - 22.26 74 60 144 10
AT2C2C-30 | 22.00 - 26.00 [ 22.00 - 26.00 74 74 144 10
AT2C2C-31 | 22.00 - 26.00 [ 26.00 - 28.13 74 74 144 10
AT2C2C-32 | 22.00 - 26.00 [ 28.00 - 30.15 74 74 144 10
AT2C2C-33 | 22.00 - 26.00 [ 30.00 - 32.00 74 74 144 10
AT2C2C-34 | 22.00 - 26.00 [ 32.00 - 34.00 74 84 160 10
AT2C2C-35 | 22.00 - 26.00 | 34.00 - 37.00 74 84 160 10
AT2C2C-36 | 22.00 - 26.00 | 37.00 - 40.00 74 84 160 10

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in

H13



ALUMINIUM STRAIGHT TEE
TWIN CABLES MAIN TO TWIN CABLES TAP

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 AT2C2C
Doc. Rev. Dt. -
RUN CONDUCTOR TAP CONDUCTOR DIMENSIONS-mm.
armos | rie | eaee | Mo | e
A Q. mm. AAQ mm. Y1 Y2 L J
AT2C2C-37 I 22.00 - 26.00 | 40.00 - 43.00 74 94 160 10
AT2C2C-38 I 22.00 - 26.00 | 43.00 - 46.63 74 94 160 10
AT2C2C-39 I 26.00 - 28.13 Il 10.00 -16.00 74 60 144 10
AT2C2C-40 I 26.00 - 28.13 | 16.00 - 18.05 74 60 144 10
AT2C2C-41 I 26.00 - 28.13 | 18.00 - 22.26 74 60 144 10
AT2C2C-42 I 26.00 - 28.13 | 22.00 - 26.00 74 74 144 10
AT2C2C-43 I 26.00 - 28.13 | 26.00 - 28.13 74 74 144 10
AT2C2C-44 I 26.00 - 28.13 | 28.00 - 30.15 74 74 144 10
AT2C2C-45 I 26.00 - 28.13 | 30.00 - 32.00 74 74 144 10
H AT2C2C-46 I 26.00 - 28.13 | 32.00 - 34.00 74 84 160 10
AT2C2C-47 I 26.00 - 28.13 | 34.00 - 37.00 74 84 160 10
AT2C2C-48 I 26.00 - 28.13 | 37.00 - 40.00 74 84 160 10
AT2C2C-49 I 26.00 - 28.13 | 40.00 - 43.00 74 94 160 10
AT2C2C-50 I 26.00 - 28.13 | 43.00 - 46.63 74 94 160 10
AT2C2C-51 I 28.00 - 30.15 Il 10.00 - 16.00 74 60 144 10
AT2C2C-52 I 28.00 - 30.15 | 16.00 - 18.05 74 60 144 10
AT2C2C-53 I 28.00 - 30.15 | 18.00 - 22.26 74 60 144 10
AT2C2C-54 I 28.00 - 30.15 | 22.00 - 26.00 74 74 144 10
AT2C2C-55 I 28.00 - 30.15 | 26.00 - 28.13 74 74 144 10
AT2C2C-56 I 28.00 - 30.15 | 28.00 - 30.15 74 74 144 10
AT2C2C-57 I 28.00 - 30.15 | 30.00 - 32.00 74 74 144 10
AT2C2C-58 I 28.00 - 30.15 | 32.00 - 34.00 74 84 160 10
AT2C2C-59 I 28.00 - 30.15 | 34.00 - 37.00 74 84 160 10
AT2C2C-60 I 28.00 - 30.15 | 37.00 - 40.00 74 84 160 10
AT2C2C-61 I 28.00 - 30.15 | 40.00 - 43.00 74 94 160 10
AT2C2C-62 I 28.00 - 30.15 | 43.00 - 46.63 74 94 160 10
AT2C2C-63 I 30.00 - 32.00 Il 10.00 - 16.00 74 60 144 10
AT2C2C-64 I 30.00 - 32.00 | 16.00 - 18.05 74 60 144 10
AT2C2C-65 I 30.00 - 32.00 | 18.00 - 22.26 74 60 144 10
AT2C2C-66 I 30.00 - 32.00 | 22.00 - 26.00 74 74 144 10
AT2C2C-67 I 30.00 - 32.00 | 26.00 - 28.13 74 74 144 10
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ALUMINIUM STRAIGHT TEE
TWIN CABLES MAIN TO TWIN CABLES TAP

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 AT2C2C

Doc. Rev. Dt. -

RUN CONDUCTOR TAP CONDUCTOR
CAL,L(\;QG TFY|§,E RANGE TFYI(:E RANGE DIMENSIONS-mm.
A Q. mm. AA QD mm. Y1 Y2 L J

AT2C2C-68 | 30.00 - 32.00 | 28.00 - 30.15 74 74 144 10
AT2C2C-69 | 30.00 - 32.00 | 30.00 - 32.00 74 74 144 10
AT2C2C-70 | 30.00 - 32.00 | 32.00 - 34.00 74 84 160 10
AT2C2C-71 | 30.00 - 32.00 | 34.00 - 37.00 74 84 160 10
AT2C2C-72 | 30.00 - 32.00 | 37.00 - 40.00 74 84 160 10
AT2C2C-73 | 30.00 - 32.00 | 40.00 - 43.00 74 94 160 10
AT2C2C-74 | 30.00 - 32.00 | 43.00 - 46.63 74 94 160 10
AT2C2C-75 | 32.00 - 34.00 Il 10.00 - 16.00 84 60 154 10
AT2C2C-76 | 32.00 - 34.00 | 16.00 - 18.05 84 60 154 10
AT2C2C-77 | 32.00 - 34.00 | 18.00 - 22.26 84 60 154 10
AT2C2C-78 | 32.00 - 34.00 | 22.00 - 26.00 84 74 154 10
AT2C2C-79 | 32.00 - 34.00 | 26.00 - 28.13 84 74 154 10
AT2C2C-80 | 32.00 - 34.00 | 28.00 - 30.15 84 74 154 10
AT2C2C-81 | 32.00 - 34.00 | 30.00 - 32.00 84 74 154 10
AT2C2C-82 | 32.00 - 34.00 | 32.00 - 34.00 84 84 170 10
AT2C2C-83 | 32.00 - 34.00 I 34.00 - 37.00 84 84 170 10
AT2C2C-84 | 32.00 - 34.00 | 37.00 - 40.00 84 84 170 10
AT2C2C-85 | 32.00 - 34.00 | 40.00 - 43.00 84 94 170 10
AT2C2C-86 | 32.00 - 34.00 | 43.00 - 46.63 84 94 170 10
AT2C2C-87 | 34.00 - 37.00 Il 10.00 - 16.00 84 60 154 10
AT2C2C-88 | 34.00 - 37.00 | 16.00 - 18.05 84 60 154 10
AT2C2C-89 | 34.00 - 37.00 | 18.00 - 22.26 84 60 154 10
AT2C2C-90 | 34.00 - 37.00 | 22.00 - 26.00 84 74 154 10
AT2C2C-94 | 34.00 - 37.00 | 26.00 - 28.13 84 74 154 10
AT2C2C-95 | 34.00 - 37.00 | 28.00 - 30.15 84 74 154 10
AT2C2C-96 | 34.00 - 37.00 | 30.00 - 32.00 84 74 154 10
AT2C2C-97 | 34.00 - 37.00 | 32.00 - 34.00 84 84 170 10
AT2C2C-98 | 34.00 - 37.00 | 34.00 - 37.00 84 84 170 10
AT2C2C-99 | 34.00 - 37.00 | 37.00 - 40.00 84 84 170 10
AT2C2C-100 | 34.00 - 37.00 | 40.00 - 43.00 84 94 170 10
AT2C2C-101 | 34.00 - 37.00 | 43.00 - 46.63 84 94 170 10
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ALUMINIUM STRAIGHT TEE
TWIN CABLES MAIN TO TWIN CABLES TAP

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 AT2C2C
Doc. Rev. Dt. -
RUN CONDUCTOR TAP CONDUCTOR DIMENSIONS-mm.
armos | re | eaee | Mo | e
A Q. mm. AA QD mm. Y1 Y2 L J
AT2C2C-102 I 37.00 - 40.00 I 10.00 - 16.00 84 60 154 10
AT2C2C-103 I 37.00 - 40.00 I 16.00 - 18.05 84 60 154 10
AT2C2C-104 I 37.00 - 40.00 I 18.00 - 22.26 84 60 154 10
AT2C2C-105 I 37.00 - 40.00 I 22.00 - 26.00 84 74 154 10
AT2C2C-106 I 37.00 - 40.00 I 26.00 - 28.13 84 74 154 10
AT2C2C-107 I 37.00 - 40.00 I 28.00 - 30.15 84 74 154 10
AT2C2C-108 I 37.00 - 40.00 I 30.00 - 32.00 84 74 154 10
AT2C2C-109 I 37.00 - 40.00 I 32.00 - 34.00 84 84 170 10
AT2C2C-110 I 37.00 - 40.00 I 34.00 - 37.00 84 84 170 10
H AT2C2C-111 I 37.00 - 40.00 I 37.00 - 40.00 84 84 170 10
AT2C2C-112 I 37.00 - 40.00 I 40.00 - 43.00 84 94 170 10
AT2C2C-113 I 37.00 -40.00 I 43.00 - 46.63 84 94 170 10
AT2C2C-114 I 40.00 - 43.00 Il 10.00 - 16.00 94 60 164 10
AT2C2C-115 I 40.00 - 43.00 I 16.00 - 18.05 94 60 164 10
AT2C2C-116 I 40.00 - 43.00 I 18.00 - 22.26 94 60 164 10
AT2C2C-117 I 40.00 - 43.00 I 22.00 - 26.00 94 74 164 10
AT2C2C-118 I 40.00 - 43.00 I 26.00 - 28.13 94 74 164 10
AT2C2C-119 I 40.00 - 43.00 I 28.00 - 30.15 94 74 164 10
AT2C2C-120 I 40.00 - 43.00 I 30.00 - 32.00 94 74 164 10
AT2C2C-121 I 40.00 - 43.00 I 32.00 - 34.00 94 84 180 10
AT2C2C-122 I 40.00 - 43.00 I 34.00 - 37.00 94 84 180 10
AT2C2C-123 I 40.00 - 43.00 I 37.00 - 40.00 94 84 180 10
AT2C2C-124 I 40.00 - 43.00 I 40.00 - 43.00 94 94 180 10
AT2C2C-125 I 40.00 - 43.00 I 43.00 - 46.63 94 94 180 10
AT2C2C-126 I 43.00 - 46.63 Il 10.00 - 16.00 94 60 164 10
AT2C2C-127 I 43.00 - 46.63 I 16.00 - 18.05 94 60 164 10
AT2C2C-128 I 43.00 - 46.63 I 18.00 - 22.26 94 60 164 10
AT2C2C-129 I 43.00 - 46.63 I 22.00 - 26.00 94 74 164 10
AT2C2C-130 I 43.00 - 46.63 I 26.00 - 28.13 94 74 164 10
AT2C2C-131 I 43.00 - 46.63 I 28.00 - 30.15 94 74 164 10
AT2C2C-132 I 43.00 - 46.63 I 30.00 - 32.00 94 74 164 10
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ALUMINIUM STRAIGHT TEE
TWIN CABLES MAIN TO TWIN CABLES TAP

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 AT2C2C
Doc. Rev. Dt. -
RUN CONDUCTOR TAP CONDUCTOR
CATALOG FIG. RANGE FIG. RANGE DIMENSIONS-mm.
NO. TYPE TYPE
A Q. mm. AA O mm. Y1 Y2 L J
AT2C2C-133 | 43.00 - 46.63 | 32.00 - 34.00 94 84 180 10
AT2C2C-134 | 43.00 - 46.63 | 34.00 - 37.00 94 84 180 10
AT2C2C-135 | 43.00 - 46.63 | 37.00 - 40.00 94 84 180 10
AT2C2C-136 | 43.00 - 46.63 | 40.00 - 43.00 94 94 180 10
AT2C2C-137 | 43.00 - 46.63 | 43.00 - 46.63 94 94 180 10
NOTE:
1) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS eg. CATALOG NO.

OF 43.00/46.63 CONDUCTOR TO 43.00/46.63 CONDUCTOR IS AT2C2C-137_SS.
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- ALUMINIUM TAP
CONDUCTOR TO FLAT

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EATCF
Doc. Rev. Dt. -

MATERIAL OF TAP -ALUMINIUMALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6). MATERIAL OF
NUT, BOLT PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER SPRING STEEL
ELECTRO GALVANISED.

TAP SUITABLEFOR <145 KV
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CONTACT SURFACE - - fou
H C w
H1=11Q0 C1=25.0 C4=44.5 WO0=50
H2=140 C2=32.0 C5=50.0 W1=80
H3=18Q C3=40.0 C6=55.0 W2=100
W3=120
CATALOG NO. CONDUCTOR RANGE DIMENSIONS-mm.
AA QD mm. L X T Y J
EATCF-6 10.00 - 16.00 115 75 12 60 10
EATCF-7 16.00 - 18.05 115 75 12 60 10
EATCF-9 18.00 - 22.26 115 75 12 60 10
EATCF-11B 22.00 - 26.00 122 82 12 74 10
EATCF-11C 26.00 - 28.13 122 82 12 74 10
EATCF-13B 28.00 - 30.15 122 82 12 74 10
EATCF-13C 30.00 - 32.00 122 82 12 74 10
EATCF-15B 32.00 - 34.00 127 87 14 84 10
EATCF-15C 34.00 - 37.00 127 87 14 84 10
EATCF-15D 37.00 - 40.00 127 87 14 84 10
EATCF-16B 40.00 - 43.00 132 92 16 94 10
EATCF-16C 43.00 - 46.63 132 92 16 94 10
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- ALUMINIUM TAP
CONDUCTOR TO FLAT

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EATCF
Doc. Rev. Dt. -
NOTE:

1)

2)

3)

4)

5)

6)

7)

PLEASE ADD SUFFIXH1, H2, H3AS REQUIRED FOR DIAMETER OF 4 HOLES HDIA. IN THE TAP FOR
e.g. CATALOG NO. OF TAP FOR CONDUCTOR DIA.10.0 TO 16.0mm. WITH 14mm. HOLE DIA IS
EATCF-6_H2.

PLEASE ADD SUFFIX C1,C2----C6 AS REQUIRED FOR CENTRE TO CENTRE DISTANCE OF 4 HOLE
IN THE PAD. FOR e.g. CATALOG NO. OF TAP FOR CONDUCTOR DIA. 10.0 TO 16.0mm. WITH 14mm
HOLE DIA.HOLE TOHOLE CENTRE 50mm. IS EATCF-6_H2_C5.

PLEASE ADD SUFFIX W0, W1, W2, W3 AS REQUIRED FOR WIDTH OF TAP. FOR e.g. CATALOG NO.
OF TAP FOR CONDUCTORDIA. 10.0 TO 16.0 mm. WITH 14mm. HOLE DIA. HOLE TO HOLE CENTRE
50mm. PAD WIDTH 80mm. IS EATCF-6_H2_C5_W1.

VALUES IN THE CATALOG IS SUITABLE FOR W=80mm. VALUES WILL DIFFER IF W CHANGES.

2 HOLE, 1 HOLE PAD IS PROVIDED FOR W0=50 mm.AS ILLUSTRATED IN FIG.| & FIG.II. PLEASE USE
SUITABLE SUFFIX TO THE CATALOG NO. FOR e.g. CATALOG NO. OF TAP FOR CONDUCTOR DIA.
10.0 TO 16.0mm. WITH 14mm. HOLE DIA., HOLE TO HOLE CENTRE 50mm. PAD WIDTH 50mm. WITH 2
HOLES IN PAD ISEATCF-9_H2_C5_WO0_I.

PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g. CATALOG
NO. OF TAP FOR CONDUCTOR DIA. 10.0 TO 16.0mm. WITH 14mm. HOLE DIA. HOLE TO HOLE
CENTRE 50mm.PAD WIDTH 80mm. WITH STAINLESS STEEL NUT BOLTS IS EATCF-
6_H2_C5 W1_SS.

PAD MOUNTING HARDWARE IS OBTAINED FROM CATALOG TYPES EHBG, EHNG, EHFG, EHWG
FOR GALVANISED SCREWING HARDWARES. AND EHBS, EHNS, EHFS, EHWS FOR STAINLESS
STEEL SCREWING HARDWARES.
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- ALUMINIUM TAP
TWIN CONDUCTORS TO FLAT

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 AT2CF
Doc. Rev. Dt. -

MATERIAL OF TAP - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT PLAIN WASHER - MILD STEEL HOT DIP GALVANISED.
SPRING WASHER SPRING STEEL ELECTRO GALVANISED.

TAP SUITABLE FOR < 145 KV
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- ALUMINIUM TAP
TWIN CONDUCTORS TO FLAT

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 AT2CF
Doc. Rev. Dt. -

H [ S W
H1=110 C1=250 | C4=445 $1=140 $4=250 §7=350 W1=80
H2=110 C2=320 | C5=50.0 $2=200 S41=280 | S$79=390 W2=100
H3=110 C3=40.0 | C6=55.0 $3=225 $5=300 $8=400 W3=120

C9=CUSTOM MADE 562330 | S9=4%0

CATALOG NO. CONDUCTOR RANGE DIMENSIONS-mm.

A Q. mm. L X T Y J
AT2CF-7 16.00 - 18.05 119 79 12 60 10
AT2CF-9 18.00 - 22.26 119 79 12 60 10 H
AT2CF-11B 22.00 - 26.00 123 83 20 74 10
AT2CF-11C 26.00 - 28.13 123 83 20 74 10
AT2CF-13B 28.00 - 30.15 123 83 20 74 10
AT2CF-13C 30.00 - 32.00 123 83 20 74 10
AT2CF-15B 32.00 - 34.00 123 83 20 84 10
AT2CF-15C 34.00 - 37.00 123 83 20 84 10
AT2CF-15D 37.00 - 40.00 123 83 20 84 10
AT2CF-16B 40.00 - 43.00 123 83 25 94 10
AT2CF-16C 43.00 - 46.63 123 83 25 94 10

NOTE:

1)

2)

PLEASE ADD SUFFIX H1, H2, H3 AS REQUIRED FOR DIAMETER OF 4 HOLES H DIA. IN THE TAP
FOR e.g. CATALOG NO. OF TAP FOR CONDUCTOR DIA.16.0 TO 18.05mm. WITH 14mm. HOLE
DIA IS AT2CF-7_H2.

PLEASE ADD SUFFIX C1,C2----C9 AS REQUIRED FOR CENTRE TO CENTRE DISTANCE OF 4
HOLE IN THE PAD. IN CASE OF CUSTOM MADE PLEASE SPECIFY NUMERICAL VALUE FOR e.g.
FOR STANDARD ITEMS:

CATALOG NO. OF TERMINAL FOR CONDUCTOR DIA. 16.0 TO 18.06mm. WITH 14mm HOLE

DIA. HOLE TO HOLE CENTRE 50mm. IS AT2CF-7_H2_CS5.
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- ALUMINIUM TAP
TWIN CONDUCTORS TO FLAT

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 AT2CF
Doc. Rev. Dt. -
NOTE:

3)

4)

5)

6)

FOR CUSTOM MADE ITEMS:
CATALOG NO. OF TERMINAL FOR CONDUCTOR DIA. 16.0 TO 18.05mm. WITH 14mm HOLE DIA. HOLE TO
HOLE CENTRE 42mm. IS AT2CF-7_H2_42.

PLEASE ADD SUFFIX W1, W2, W3 AS REQUIRED FOR WIDTH OF TAP. FOR e.g. CATALOG NO. OF TAP FOR
CONDUCTOR DIA. 10.0 TO 16.0 mm. WITH 14mm. HOLE DIA. HOLE TO HOLE CENTRE 50mm. PAD WIDTH
80mm. IS AT2CF-6_H2_C5_W1.

VALUES IN THE CATALOG IS SUITABLE FOR W=80mm. VALUES WILL DIFFER IF W CHANGES.

PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g. CATALOG NO. OF
TAP FOR CONDUCTOR DIA 16.0 TO 18.05mm. WITH 14mm. HOLE DIA. HOLE TO HOLE CENTRE 50mm.
PAD WIDTH 80mm. WITH STAINLESS STEEL NUT BOLTS IS . AT2CF-7_H2_C5_W1_SS..

PAD MOUNTING HARDWARE IS OBTAINED FROM CATALOG TYPES EHBG, EHNG, EHFG, EHWG FOR
GALVANISED SCREWING. HARDWARES. AND EHBS, EHNS, EHFS, EHWS FOR STAINLESS STEEL
SCREWING HARDWARES.
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- ALUMINIUM STRAIGHT TEE
TUBE TO CABLE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EATTC
Doc. Rev. Dt. -

MATERIAL OF TEE - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6). MATERIAL
OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER SPRING
STEEL ELECTRO GALVANISED.

TEE SUITABLE FOR < 145 KV

FiG.A Fie.B
CATALOG NO. | FIG. TYPE TUBE CONDUCTOR RANGE DIMENSIONS-mm.
Dg@ AA QD

IPS mm. mm. C w J1 J2
EATTC-2 A 0.75" 26.67 10.00-16.00 107 60 10 10
EATTC-4 A 0.75" 26.67 16.00-18.05 107 60 10 10
EATTC-6 A 0.75" 26.67 18.00-22.26 107 60 10 10
EATTC-8 A 0.75" 26.67 22.00-26.00 107 74 10 10
EATTC-10 A 1.00" 33.40 10.00-16.00 112 60 10 10
EATTC-12 A 1.00" 33.40 16.00-18.05 112 60 10 10
EATTC-14 A 1.00" 33.40 18.00-22.26 112 60 10 10
EATTC-16 A 1.00" 33.40 22.00-26.00 112 74 10 10
EATTC-18 A 1.00" 33.40 26.00-28.13 112 74 10 10
EATTC-20 A 1.00" 33.40 28.00-30.15 112 74 10 10
EATTC-22 A 1.00" 33.40 30.00-32.00 112 74 10 10
EATTC-24 A 1.25" 42.16 10.00-16.00 112 60 10 10
EATTC-26 A 1.25" 42.16 16.00-18.05 112 60 10 10
EATTC-28 A 1.25" 42.16 18.00-22.26 112 60 10 10
EATTC-30 A 1.25" 42.16 22.00-26.00 112 74 10 10
EATTC-32 A 1.25" 42.16 26.00-28.13 112 74 10 10
EATTC-34 A 1.25" 42.16 28.00-30.15 112 74 10 10
EATTC-36 A 1.25" 42.16 30.00-32.00 112 74 10 10
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ALUMINIUM STRAIGHT TEE
TUBE TO CABLE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EATTC

Doc. Rev. Dt. -

CATALOG NO. | FIG.TYPE TUBE CONDUCTOR RANGE DIMENSIONS-mm.
DO AAQ
IPS mm. mm. C w J1 J2

EATTC-38 A 1.25" 42.16 32.00-34.00 128 84 10 10
EATTC-40 A 1.25" 42.16 34.00-37.00 128 84 10 10
EATTC-42 A 1.25" 42.16 37.00-40.00 128 84 10 10
EATTC-44 A 1.50" 48.26 10.00-16.00 117 60 10 10
EATTC-46 A 1.50" 48.26 16.00-18.05 117 60 10 10
EATTC-48 A 1.50" 48.26 18.00-22.26 117 60 10 10
EATTC-50 A 1.50" 48.26 22.00-26.00 117 74 10 10
EATTC-52 A 1.50" 48.26 26.00-28.13 117 74 10 10
EATTC-54 A 1.50" 48.26 28.00-30.15 117 74 10 10
EATTC-56 A 1.50" 48.26 30.00-32.00 117 74 10 10
EATTC-58 A 1.50" 48.26 32.00-34.00 133 84 10 10
EATTC-60 A 1.50" 48.26 34.00-37.00 133 84 10 10
EATTC-62 A 1.50" 48.26 37.00-40.00 133 84 10 10
EATTC-64 A 1.50" 48.26 40.00-43.00 133 94 10 10
EATTC-66 A 1.50" 48.26 43.00-46.63 133 94 10 10
EATTC-68 B 2.00" 60.30 10.00-16.00 130 60 10 10
EATTC-70 B 2.00" 60.30 16.00-18.05 130 60 10 10
EATTC-72 B 2.00" 60.30 18.00-22.26 130 60 10 10
EATTC-74 B 2.00" 60.30 22.00-26.00 130 74 10 10
EATTC-76 B 2.00" 60.30 26.00-28.13 130 74 10 10
EATTC-78 B 2.00" 60.30 28.00-30.15 130 74 10 10
EATTC-80 B 2.00" 60.30 30.00-32.00 130 74 10 10
EATTC-82 B 2.00" 60.30 32.00-34.00 146 84 10 10
EATTC-84 B 2.00" 60.30 34.00-37.00 146 84 10 10
EATTC-86 B 2.00" 60.30 37.00-40.00 146 84 10 10
EATTC-88 B 2.00" 60.30 40.00-43.00 146 94 10 10
EATTC-90 B 2.00" 60.30 43.00-46.63 146 94 10 10
EATTC-92 B 2.50" 73.03 10.00-16.00 136 60 10 10
EATTC-94 B 2.50" 73.03 16.00-18.05 136 60 10 10
EATTC-96 B 2.50" 73.03 18.00-22.26 136 60 10 10
EATTC-98 B 2.50" 73.03 22.00-26.00 136 74 10 10
EATTC-100 B 2.50" 73.03 26.00-28.13 136 74 10 10
EATTC-102 B 2.50" 73.03 28.00-30.15 136 74 10 10
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ALUMINIUM STRAIGHT TEE
TUBE TO CABLE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EATTC

Doc. Rev. Dt. -

CATALOG NO. | FIG.TYPE TUBE CONDUCTOR RANGE DIMENSIONS-mm.
DO AAQ
IPS mm. mm. C w J1 J2

EATTC-104 B 2.50" 73.03 30.00-32.00 136 74 10 10
EATTC-106 B 2.50" 73.03 32.00-34.00 152 84 10 10
EATTC-108 B 2.50" 73.03 34.00-37.00 152 84 10 10
EATTC-110 B 2.50" 73.03 37.00-40.00 152 84 10 10
EATTC-112 B 2.50" 73.03 40.00-43.00 152 94 10 10
EATTC-114 B 2.50" 73.03 43.00-46.63 152 94 10 10
EATTC-116 B 3.00" 88.90 10.00-16.00 145 60 10 10
EATTC-118 B 3.00" 88.90 16.00-18.05 145 60 10 10
EATTC-120 B 3.00" 88.90 18.00-22.26 145 60 10 10
EATTC-122 B 3.00" 88.90 22.00-26.00 145 74 10 10
EATTC-124 B 3.00" 88.90 26.00-28.13 145 74 10 10
EATTC-126 B 3.00" 88.90 28.00-30.15 145 74 10 10
EATTC-128 B 3.00" 88.90 30.00-32.00 145 74 10 10
EATTC-130 B 3.00" 88.90 32.00-34.00 161 84 10 10
EATTC-132 B 3.00" 88.90 34.00-37.00 161 84 10 10
EATTC-134 B 3.00" 88.90 37.00-40.00 161 84 10 10
EATTC-136 B 3.00" 88.90 40.00-43.00 161 94 10 10
EATTC-138 B 3.00" 88.90 43.00-46.63 161 94 10 10
EATTC-140 B 3.50" 101.60 16.00-18.05 150 60 12 10
EATTC-142 B 3.50" 101.60 18.00-22.26 150 60 12 10
EATTC-144 B 3.50" 101.60 22.00-26.00 150 74 12 10
EATTC-146 B 3.50" 101.60 26.00-28.13 150 74 12 10
EATTC-148 B 3.50" 101.60 28.00-30.15 150 74 12 10
EATTC-150 B 3.50" 101.60 30.00-32.00 150 74 12 10
EATTC-152 B 3.50" 101.60 32.00-34.00 166 84 12 10
EATTC-154 B 3.50" 101.60 34.00-37.00 166 84 12 10
EATTC-156 B 3.50" 101.60 37.00-40.00 166 84 12 10
EATTC-158 B 3.50" 101.60 40.00-43.00 166 94 12 10
EATTC-160 B 3.50" 101.60 43.00-46.63 166 94 12 10
EATTC-162 B 4.00" 114.30 18.00-22.26 158 60 12 10
EATTC-164 B 4.00" 114.30 22.00-26.00 158 74 12 10
EATTC-166 B 4.00" 114.30 26.00-28.13 158 74 12 10
EATTC-168 B 4.00" 114.30 28.00-30.15 158 74 12 10
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- ALUMINIUM STRAIGHT TEE
TUBE TO CABLE

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EATTC
Doc. Rev. Dt. -
CATALOG NO. | FIG.TYPE TUBE CONDUCTOR RANGE DIMENSIONS-mm.
DO AAQ
IPS mm. mm. C w J1 J2
EATTC-170 B 4.00" 114.30 30.00-32.00 158 74 12 10
EATTC-172 B 4.00" 114.30 32.00-34.00 174 84 12 10
EATTC-174 B 4.00" 114.30 34.00-37.00 174 84 12 10
EATTC-176 B 4.00" 114.30 37.00-40.00 174 84 12 10
EATTC-178 B 4.00" 114.30 40.00-43.00 174 94 12 10
EATTC-180 B 4.00" 114.30 43.00-46.63 174 94 12 10
EATTC-182 B 4.50" 127.00 18.00-22.26 168 60 12 10
EATTC-184 B 4.50" 127.00 22.00-26.00 168 74 12 10
EATTC-186 B 4.50" 127.00 26.00-28.13 168 74 12 10
EATTC-188 B 4.50" 127.00 28.00-30.15 168 74 12 10
H EATTC-200 B 4.50" 127.00 30.00-32.00 168 74 12 10
EATTC-202 B 4.50" 127.00 32.00-34.00 184 84 12 10
EATTC-204 B 4.50" 127.00 34.00-37.00 184 84 12 10
EATTC-206 B 4.50" 127.00 37.00-40.00 184 84 12 10
EATTC-208 B 4.50" 127.00 40.00-43.00 184 94 12 10
EATTC-210 B 4.50" 127.00 43.00-46.63 184 94 12 10
EATTC-212 B 5.00" 141.30 26.00-28.13 177 74 12 10
EATTC-214 B 5.00" 141.30 28.00-30.15 177 74 12 10
EATTC-216 B 5.00" 141.30 30.00-32.00 177 74 12 10
EATTC-218 B 5.00" 141.30 32.00-34.00 193 84 12 10
EATTC-220 B 5.00" 141.30 34.00-37.00 193 84 12 10
EATTC-222 B 5.00" 141.30 37.00-40.00 193 84 12 10
EATTC-224 B 5.00" 141.30 40.00-43.00 193 94 12 10
EATTC-226 B 5.00" 141.30 43.00-46.63 193 94 12 10
NOTE:
1) FOR NOMINAL TUBE SIZE > 38mm. O.D.,40mm. O.D., 50mm. O.D.,60mm. O.D., 80 mm. O.D., 100mm.

0.D., 120mm.O.D. PLEASE ADD SUITABLE SUFFIX TO CATALOG TYPE FOR e.g. CATALOG NO. OF
TEE CONNECTOR.SUITABLE FOR 80mm. O.D. ALUMINIUM TUBE ON MAIN AND 16 mm. O.D.
CONDUCTORON TAP IS EATTC-MM80_MM16

2) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g. CATALOG
NO.OF TEE CONNECTOR SUITABLE FOR 5.00" IPS ALUMINIUM TUBE ON MAIN AND
43.00/46.63mm. STUD ONTAP IS EATTC-226_SS.
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ALUMINIUM STRAIGHT TEE
TUBE TO TWIN CABLES

Issue Dt.

Issue No.

Doc. Rev. No.
Doc. Rev. Dt.

3
02.01.15
0

ATT2C

MATERIAL OF TEE - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT, PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

TEE SUITABLE FOR < 145 kV
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ALUMINIUM STRAIGHT TEE
TUBE TO TWIN CABLES

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 ATT2C
Doc. Rev. Dt. -
S
S3=225 S5=300 S79=390
S4=250 S6=330 S8=400
S41=280 S7=350 S9=450
CONDUCTOR
CATALOG TUBE RANGE DIMENSIONS-mm.
NO. DO AA O
PS o mm. w1 w2 J1 J2
ATT2C-30 1.25" 42.16 22.00-26.00 94 74 10 10
ATT2C-32 1.25" 42.16 26.00-28.13 94 74 10 10
ATT2C-34 1.25" 42.16 28.00-30.15 94 74 10 10
ATT2C-36 1.25" 42.16 30.00-32.00 94 74 10 10
ATT2C-38 1.25" 42.16 32.00-34.00 94 84 10 10
ATT2C-40 1.25" 42.16 34.00-37.00 94 84 10 10
ATT2C-42 1.25" 42.16 37.00-40.00 94 84 10 10
ATT2C-50 1.50" 48.26 22.00-26.00 94 74 10 10
ATT2C-52 1.50" 48.26 26.00-28.13 94 74 10 10
ATT2C-54 1.50" 48.26 28.00-30.15 94 74 10 10
ATT2C-56 1.50" 48.26 30.00-32.00 94 74 10 10
ATT2C-58 1.50" 48.26 32.00-34.00 94 84 10 10
ATT2C-60 1.50" 48.26 34.00-37.00 94 84 10 10
ATT2C-62 1.50" 48.26 37.00-40.00 94 84 10 10
ATT2C-64 1.50" 48.26 40.00-43.00 94 94 10 10
ATT2C-66 1.50" 48.26 43.00-46.63 94 94 10 10
ATT2C-74 2.00" 60.30 22.00-26.00 128 74 10 10
ATT2C-76 2.00" 60.30 26.00-28.13 128 74 10 10
ATT2C-78 2.00" 60.30 28.00-30.15 128 74 10 10
ATT2C-80 2.00" 60.30 30.00-32.00 128 74 10 10
ATT2C-82 2.00" 60.30 32.00-34.00 128 84 10 10
ATT2C-84 2.00" 60.30 34.00-37.00 128 84 10 10
ATT2C-86 2.00" 60.30 37.00-40.00 128 84 10 10
ATT2C-88 2.00" 60.30 40.00-43.00 128 94 10 10
ATT2C-90 2.00" 60.30 43.00-46.63 128 94 10 10
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ALUMINIUM STRAIGHT TEE
TUBE TO TWIN CABLES

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 ATT2C

Doc. Rev. Dt. -

CONDUCTOR
CATALOG TUBE RANGE DIMENSIONS-mm.
NO. DO AA O
w1 w2 J1 J2
IPS mm. mm.

ATT2C-98 2.50" 73.03 22.00-26.00 140 74 10 10
ATT2C-100 2.50" 73.03 26.00-28.13 140 74 10 10
ATT2C-102 2.50" 73.03 28.00-30.15 140 74 10 10
ATT2C-104 2.50" 73.03 30.00-32.00 140 74 10 10
ATT2C-106 2.50" 73.03 32.00-34.00 140 84 10 10
ATT2C-108 2.50" 73.03 34.00-37.00 140 84 10 10
ATT2C-110 2.50" 73.03 37.00-40.00 140 84 10 10
ATT2C-112 2.50" 73.03 40.00-43.00 140 94 10 10
ATT2C-114 2.50" 73.03 43.00-46.63 140 94 10 10
ATT2C-122 3.00" 88.90 22.00-26.00 158 74 10 10
ATT2C-124 3.00" 88.90 26.00-28.13 158 74 10 10
ATT2C-126 3.00" 88.90 28.00-30.15 158 74 10 10
ATT2C-128 3.00" 88.90 30.00-32.00 158 74 10 10
ATT2C-130 3.00" 88.90 32.00-34.00 158 84 10 10
ATT2C-132 3.00" 88.90 34.00-37.00 158 84 10 10
ATT2C-134 3.00" 88.90 37.00-40.00 158 84 10 10
ATT2C-136 3.00" 88.90 40.00-43.00 158 94 10 10
ATT2C-138 3.00" 88.90 43.00-46.63 158 94 10 10
ATT2C-144 3.50" 101.60 22.00-26.00 168 74 12 10
ATT2C-146 3.50" 101.60 26.00-28.13 168 74 12 10
ATT2C-148 3.50" 101.60 28.00-30.15 168 74 12 10
ATT2C-150 3.50" 101.60 30.00-32.00 168 74 12 10
ATT2C-152 3.50" 101.60 32.00-34.00 168 84 12 10
ATT2C-154 3.50" 101.60 34.00-37.00 168 84 12 10
ATT2C-156 3.50" 101.60 37.00-40.00 168 84 12 10
ATT2C-158 3.50" 101.60 40.00-43.00 168 94 12 10
ATT2C-160 3.50" 101.60 43.00-46.63 168 94 12 10
ATT2C-164 4.00" 114.30 22.00-26.00 184 74 12 10
ATT2C-166 4.00" 114.30 26.00-28.13 184 74 12 10
ATT2C-168 4.00" 114.30 28.00-30.15 184 74 12 10
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ALUMINIUM STRAIGHT TEE
TUBE TO TWIN CABLES

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 ATT2C
Doc. Rev. Dt. -
CONDUCTOR
CATALOG TUBE RANGE DIMENSIONS-mm.
NO. D@ AA QD
w1 w2 J1 J2
IPS mm. mm.
ATT2C-170 4.00" 114.30 30.00-32.00 184 74 12 10
ATT2C-172 4.00" 114.30 32.00-34.00 184 84 12 10
ATT2C-174 4.00" 114.30 34.00-37.00 184 84 12 10
ATT2C-176 4.00" 114.30 37.00-40.00 184 84 12 10
ATT2C-178 4.00" 114.30 40.00-43.00 184 24 12 10
ATT2C-180 4.00" 114.30 43.00-46.63 184 | 94 12 10
ATT2C-184 4.50" 127.00 22.00-26.00 210 74 12 10
ATT2C-186 4.50" 127.00 26.00-28.13 210 74 12 10
H ATT2C-188 4.50" 127.00 28.00-30.15 210 74 12 10
ATT2C-200 4.50" 127.00 30.00-32.00 210 74 12 10
ATT2C-202 4.50" 127.00 32.00-34.00 210 84 12 10
ATT2C-204 4.50" 127.00 34.00-37.00 210 84 12 10
ATT2C-206 4.50" 127.00 37.00-40.00 210 84 12 10
ATT2C-208 4.50” 127.00 40.00-43.00 210 94 12 10
ATT2C-210 4.50" 127.00 43.00-46.63 210 94 12 10
ATT2C-212 5.00" 141.30 26.00-28.13 222 74 12 10
ATT2C-214 5.00" 141.30 28.00-30.15 222 74 12 10
ATT2C-216 5.00" 141.30 30.00-32.00 222 74 12 10
ATT2C-218 5.00" 141.30 32.00-34.00 222 84 12 10
ATT2C-220 5.00" 141.30 34.00-37.00 222 84 12 10
ATT2C-222 5.00" 141.30 37.00-40.00 222 84 12 10
ATT2C-224 5.00" 141.30 40.00-43.00 222 94 12 10
ATT2C-226 5.00” 141.30 43.00-46.63 222 94 12 10
NOTE:
1) FOR NOMINAL TUBE SIZE > 38mm. O.D.,40mm. O.D., 50mm. O.D.,60mm. O.D., 80 mm. O.D.,

100mm. O.D., 120mm.O.D. PLEASE ADD SUITABLE SUFFIX TO CATALOG TYPE FOR
e.g. CATALOG NO. OF TEE CONNECTOR.SUITABLE FOR 80mm. O.D. ALUMINIUM TUBE ON
MAIN AND 26mm. O.D. CONDUCTOR ON TAP IS ATT2C-MM80_MM26.

2) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR
e.g. CATALOG NO.OF TEE CONNECTOR SUITABLE FOR 5.00" IPS ALUMINIUM TUBE ON
MAIN AND 43.00/46.63mm. STUD ON TAP IS ATT2C-226_SS.
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ALUMINIUM STRAIGHT TEE
TUBING MAIN TO TUBING TAP

Issue No.
Issue Dt.
Doc. Rev. No.
Doc. Rev. Dt.

3

0

02.01.15

EATTT

MATERIAL OF TEE - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).MATERIAL
OF NUT,BOLT PLAIN WASHER-MILD STEEL HOT DIP GALVANISED. SPRING WASHER SPRING
STEEL ELECTRO GALVANISED.

TEE SUITABLE FOR < 245 KV

=0

|

[ I)s

&b °
.|| y
ALUMINIUM TUBE
MAIN

e A
FIG. A FIG. B FIG. C
CATALOG NO. FIG ALUMINIUM DIA. | ALUMINIUM DIA. DIMENSIONS-mm.
TYPE | TUBE SIZE TUBE SIZE

IPS D@ IPS DDO Cc w J1 J2
EATTT-1 A 0.75" 26.67 0.75" 26.67 107 74 10 10
EATTT-2 A 1.00" 33.40 0.75" 26.67 107 74 10 10
EATTT-4 A 1.00" 33.40 1.00" 33.40 128 84 10 10
EATTT-6 A 1.25" 42.16 1.00" 33.40 128 84 10 10
EATTT-8 A 1.25" 42.16 1.25" 42.16 128 84 10 10
EATTT-10 A 1.50" 48.26 1.00" 33.40 133 84 10 10
EATTT-12 A 1.50" 48.26 1.25" 42.16 133 84 10 10
EATTT-14 A 1.50" 48.26 1.50" 48.26 133 94 10 10
EATTT-16 B 2.00" 60.30 1.00" 33.40 124 84 10 10
EATTT-18 B 2.00" 60.30 1.25" 42.16 124 84 10 10
EATTT-20 B 2.00" 60.30 1.50" 48.26 129 94 10 10
EATTT-22 Cc 2.00" 60.30 2.00" 60.30 144 128 | 10 10
EATTT-24 B 2.50" 73.03 1.00" 33.40 124 84 10 10
EATTT-26 B 2.50" 73.03 1.25" 42.16 124 84 10 10
EATTT-28 B 2.50" 73.03 1.50" 48.26 129 94 10 10
EATTT-30 Cc 2.50" 73.03 2.00" 60.30 144 128 | 10 10
EATTT-32 C 2.50" 73.03 2.50" 73.03 150 140 | 10 10
EATTT-34 B 3.00" 88.90 1.00" 33.40 124 84 10 10
EATTT-36 B 3.00" 88.90 1.25" 42.16 124 84 10 10
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- ALUMINIUM STRAIGHT TEE
TUBING MAIN TO TUBING TAP

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EATTT
Doc. Rev. Dt. -
CATALOG NO. FIG ALUMINIUM DIA. ALUMINIUM DIA. DIMENSIONS-mm.
TYPE | TUBE SIZE TUBE SIZE
IPS DO IPS DD@ Cc w J1 J2
EATTT-38 B 3.00" 88.90 1.50" 48.26 129 94 10 10
EATTT-40 C 3.00" 88.90 2.00" 60.30 144 128 | 10 10
EATTT-42 C 3.00" 88.90 2.50" 73.03 150 140 | 10 10
EATTT-44 C 3.00" 88.90 3.00" 88.90 164 158 | 10 10
EATTT-46 B 3.50" 101.60 1.00" 33.40 124 84 12 10
EATTT-48 B 3.50" 101.60 1.25" 42.16 124 84 12 10
EATTT-50 B 3.50" 101.60 1.50" 48.26 129 94 12 10
EATTT-52 C 3.50" 101.60 2.00" 60.30 144 128 | 12 10
EATTT-54 @ 3.50" 101.60 2.50" 73.03 150 140 | 12 10
EATTT-56 C 3.50" 101.60 3.00" 88.90 164 158 | 12 10
H EATTT-58 C 3.50" 101.60 3.50" 101.60 189 168 | 12 12
EATTT-60 B 4.00" 114.30 1.00" 33.40 124 84 12 10
EATTT-62 B 4.00" 114.30 1.25" 42.16 124 84 12 10
EATTT-64 B 4.00" 114.30 1.50" 48.26 129 94 12 10
EATTT-66 G 4.00" 114.30 2.00" 60.30 144 128 | 12 10
EATTT-68 C 4.00" 114.30 2.50" 73.03 150 140 | 12 10
EATTT-70 @ 4.00" 114.30 3.00" 88.90 164 158 | 12 10
EATTT-72 C 4.00" 114.30 3.50" 101.60 189 168 | 12 12
EATTT-74 C 4.00" 114.30 4.00" 114.30 189 184 | 12 12
EATTT-76 B 4.50" 127.00 1.00" 33.40 124 84 12 10
EATTT-78 B 4.50" 127.00 1.25" 42.16 124 84 12 10
EATTT-80 B 4.50" 127.00 1.50" 48.26 129 94 12 10
EATTT-82 @ 4.50" 127.00 2.00" 60.30 144 128 | 12 10
EATTT-84 C 4.50" 127.00 2.50" 73.03 150 140 | 12 10
EATTT-86 @ 4.50" 127.00 3.00" 88.90 164 158 | 12 10
EATTT-88 C 4.50" 127.00 3.50" 101.60 189 168 | 12 12
EATTT-90 @ 4.50" 127.00 4.00" 114.30 207 184 | 12 12
EATTT-92 C 4.50" 127.00 4.50" 127.00 321 204 | 12 12
EATTT-94 B 5.00" 141.30 1.00" 33.40 124 84 12 10
EATTT-96 B 5.00" 141.30 1.25" 42.16 124 84 12 10
EATTT-98 B 5.00" 141.30 1.50" 48.26 129 94 12 10
EATTT-100 C 5.00" 141.30 2.00" 60.30 144 128 | 12 10
EATTT-102 C 5.00" 141.30 2.50" 73.03 150 140 | 12 10
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ALUMINIUM STRAIGHT TEE
TUBING MAIN TO TUBING TAP

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EATTT
Doc. Rev. Dt. -
CATALOG NO. FIG ALUMINIUM DIA. ALUMINIUM DIA. DIMENSIONS-mm.
TYPE TUBE SIZE TUBE SIZE
IPS DO IPS DDQ (o3 w J1 J2
EATTT-104 C 5.00" 141.30 3.00" 88.90 164 158 | 12 10
EATTT-106 C 5.00" 141.30 3.50" 101.60 189 168 | 12 12
EATTT-108 C 5.00" 141.30 4.00" 114.30 207 184 | 12 12
EATTT-110 C 5.00" 141.30 4.50" 127.00 227 204 | 12 12
EATTT-112 C 5.00" 141.30 5.00" 141.30 246 222 12 12
NOTE:
1) FOR NOMINAL TUBE SIZE > 38mm. O.D.,40mm. O.D., 50mm. O.D.,60mm. O.D., 80 mm. O.D.,

100mm. O.D., 120mm.O.D. PLEASE ADD SUITABLE SUFFIX TO CATALOG TYPE FOR e.g.
CATALOG NO. OF TEE CONNECTOR.SUITABLE FOR 80mm. O.D. ALUMINIUM TUBE ON MAIN

AND 60mm. ON TAP IS EATTT-MM80_MM60

2) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g.CATALOG
NO. OF TEE CONNECTOR SUITABLE FOR 5.00" IPS ALUMINIUM TUBE ON MAIN AND 5.00" IPS
TUBE ON TAP IS EATTT-112_SS
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ALUMINIUM ANGLE TEE
TUBING MAIN TO TUBING TAP

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EATT-10
Doc. Rev. Dt. -

MATERIAL OF ANGLE TEE - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

ANGLE TEE SUITABLE FOR< 145KV

IPS AL. TUBE
TAP

IPS AL. TUBE

END VIEW WITHOUT TUBES

CATALOG NO. ALUMINIUM DIA. ALUMINIUM DIA. DIMENSIONS-mm.
TUBE SIZE TUBE SIZE

IPS Do IPS DD@ C w J
EATT-10_2 1.00" 33.40 0.75" 26.67 86 74 10
EATT-10_4 1.00" 33.40 1.00" 33.40 102 84 10
EATT-10_6 1.25" 42.16 1.00" 33.40 107 84 10
EATT-10_8 1.25" 42.16 1.25" 42.16 107 84 10
EATT-10_10 1.50" 48.26 1.00" 33.40 110 84 10
EATT-10_12 1.50" 48.26 1.25" 42.16 110 84 10
EATT-10_14 1.50" 48.26 1.50" 48.26 11 94 10
EATT-10_16 2.00" 60.30 1.00" 33.40 116 84 10
EATT-10_18 2.00" 60.30 1.25" 42.16 116 84 10
EATT-10_20 2.00" 60.30 1.50" 48.26 117 94 10
EATT-10_22 2.00" 60.30 2.00" 60.30 118 116 10
EATT-10_24 2.50" 73.03 1.00" 33.40 122 84 10
EATT-10_26 2.50" 73.03 1.25" 42.16 122 84 10
EATT-10_28 2.50" 73.03 1.50" 48.26 123 94 10
EATT-10_30 2.50" 73.03 2.00" 60.30 125 116 10
EATT-10_32 2.50" 73.03 2.50" 73.03 138 128 10
EATT-10_34 3.00" 88.90 1.00" 33.40 130 84 10
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Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in




ALUMINIUM ANGLE TEE
TUBING MAIN TO TUBING TAP

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EATT-10
Doc. Rev. Dt. -
CATALOG NO. ALUMINIUM DIA. ALUMINIUM DIA. DIMENSIONS-mm.

TUBE SIZE TUBE SIZE

IPS D@ IPS DD@ C w J

EATT-10_36 3.00" 88.90 1.25" 42.16 130 84 10
EATT-10_38 3.00" 88.90 1.50" 48.26 131 94 10
EATT-10_40 3.00" 88.90 2.00" 60.30 133 116 10
EATT-10_42 3.00" 88.90 2.50" 73.03 146 128 10
EATT-10_44 3.00" 88.90 3.00" 88.90 147 142 10
EATT-10_46 3.50" 101.60 1.00" 33.40 136 84 12
EATT-10_48 3.50" 101.60 1.25" 42.16 136 84 12
EATT-10_50 3.50” 101.60 1.50" 48.26 137 94 12
EATT-10_52 3.50" 101.60 2.00" 60.30 139 116 12
EATT-10_54 3.50" 101.60 2.50" 73.03 152 128 12
EATT-10_56 3.50" 101.60 3.00" 88.90 153 142 12
EATT-10_58 3.50" 101.60 3.50" 101.60 167 154 12
EATT-10_60 4.00" 114.30 1.00" 33.40 143 84 12
EATT-10_62 4.00" 114.30 1.25" 42.16 143 84 12
EATT-10_64 4.00" 114.30 1.50" 48.26 144 94 12
EATT-10_66 4.00" 114.30 2.00" 60.30 145 116 12
EATT-10_68 4.00" 114.30 2.50" 73.03 158 128 12
EATT-10_70 4.00" 114.30 3.00" 88.90 159 142 12
EATT-10_72 4.00" 114.30 3.50" 101.60 173 154 12
EATT-10_74 4.00" 114.30 4.00" 114.30 174 168 12
EATT-10_76 4.50" 127.00 1.00" 33.40 149 84 12
EATT-10_78 4.50" 127.00 1.25" 42.16 149 84 12
EATT-10_80 4.50" 127.00 1.50" 48.26 150 94 12
EATT-10_82 4.50" 127.00 2.00" 60.30 152 116 12
EATT-10_84 4.50" 127.00 2.50" 73.03 165 128 12
EATT-10_86 4.50" 127.00 3.00" 88.90 166 142 12
EATT-10_88 4.50" 127.00 3.50" 101.60 180 154 12
EATT-10_90 4.50" 127.00 4.00" 114.30 181 168 12
EATT-10_92 4.50" 127.00 4.50" 127.00 207 180 12
EATT-10_94 5.00" 141.30 1.00" 33.40 156 84 12
EATT-10_96 5.00" 141.30 1.25" 42.16 156 84 12
EATT-10_98 5.00" 141.30 1.50" 48.26 157 94 12
EATT-10_100 5.00" 141.30 2.00" 60.30 159 116 12
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ALUMINIUM ANGLE TEE
TUBING MAIN TO TUBING TAP

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EATT-10
Doc. Rev. Dt. -
CATALOG NO. ALUMINIUM DIA. ALUMINIUM DIA. DIMENSIONS-mm.
TUBE SIZE TUBE SIZE

IPS DO IPS DD@ C w J
EATT-10_102 5.00" 141.30 2.50" 73.03 172 128 12
EATT-10_104 5.00" 141.30 3.00" 88.90 173 142 12
EATT-10_106 5.00" 141.30 3.50" 101.60 187 154 12
EATT-10_108 5.00" 141.30 4.00" 114.30 188 168 12
EATT-10_110 5.00" 141.30 4.50" 127.00 214 180 12
EATT-10_112 5.00" 141.30 5.00" 141.30 238 194 12

NOTE:

1) FOR NOMINAL TUBE SIZE > 38mm. O.D.,40mm. O.D., 50mm. O.D.,60mm. O.D., 80 mm. O.D., 100mm.
0.D., 120mm.O.D. PLEASE ADD SUITABLE SUFFIX TO CATALOG TYPE FOR e.g. CATALOG NO. OF
ANGLE TEE CONNECTOR.SUITABLE FOR 80mm. O.D.ALUMINIUM TUBE ON MAIN AND 60mm. ON
TAP IS EATT-10_MM80_MMG60

2) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS for e.g. CATALOG
NO.OF ANGLE TEE CONNECTOR.SUITABLE FOR 80mm. O.D.ALUMINIUM TUBE ON MAIN & 60mm.
ONTAP IS EATT-10_MM80_MM60_SS

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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ALUMINIUM ANGLE TEE EHV
TUBING MAIN TO TUBING TAP

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EATT-10E
Doc. Rev. Dt. -

MATERIAL OF ANGLE TEE - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

ANGLE TEE SUITABLEFOR< 245KV

IPAAL. TUBE

TAP
_ _( i :
IPAAL. TUBE - I
MAIN
2 L
|
P
END VIEW WITHOUT TUBES
CATALOG NO. ALUMINIUM DIA. ALUMINIUM DIA. DIMENSIONS-mm.
TUBE SIZE TUBE SIZE

IPS DO IPS DD@ C w J
EATT-10E_22 2.00" 60.30 2.00" 60.30 114 128 10
EATT-10E_26 2.50” 73.03 1.25” 42.16 119 116 10
EATT-10E_30 2.50" 73.03 2.00" 60.30 120 128 10
EATT-10E_32 2.50" 73.03 2.50" 73.03 121 140 10
EATT-10E_40 3.00" 88.90 2.00" 60.30 128 128 10
EATT-10E_42 3.00" 88.90 2.50" 73.03 129 140 10
EATT-10E_44 3.00" 88.90 3.00" 88.90 135 158 10
EATT-10E_54 3.50" 101.60 2.50" 73.03 135 140 12
EATT-10E_56 3.50" 101.60 3.00" 88.90 142 158 12
EATT-10E_58 3.50" 101.60 3.50" 101.60 162 168 12
EATT-10E_66 4.00” 114.30 2.00” 60.30 143 128 12
EATT-10E_68 4.007 114.30 2.501 73.03 143 140 12
EATT-10E_70 4.00" 114.30 3.00" 88.90 148 158 12
EATT-10E_72 4.00" 114.30 3.50" 101.60 169 168 12
EATT-10E_74 4.00" 114.30 4.00" 114.30 180 184 12
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ALUMINIUM ANGLE TEE EHV
TUBING MAIN TO TUBING TAP

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EATT-10E
Doc. Rev. Dt. -
CATALOG NO. ALUMINIUM DIA. ALUMINIUM DIA. DIMENSIONS-mm.
TUBE SIZE TUBE SIZE

IPS DO IPS DDg Cc w J
EATT-10E_82 4.50” 141.30 2.00” 60.30 148 128 12
EATT-10E 84 4.50" 127.00 2.50" 73.03 148 140 12
EATT-10E 86 4.50" 127.00 3.00" 88.90 155 158 12
EATT-10E 88 4.50" 127.00 3.50" 101.60 175 168 12
EATT-10E 90 4.50" 127.00 4.00" 114.30 186 184 12
EATT-10E_92 4.50" 127.00 4.50" 127.00 198 204 12
EATT-10E_102 5.00" 141.30 2.50" 73.03 155 140 12
EATT-10E_104 5.00" 141.30 3.00" 88.90 162 158 12
EATT-10E_106 5.00" 141.30 3.50" 101.60 182 168 12
EATT-10E_108 5.00" 141.30 4.00" 114.30 193 184 12
EATT-10E_110 5.00" 141.30 4.50" 127.00 205 204 12
EATT-10E_112 5.00" 141.30 5.00" 141.30 246 222 12

NOTE:

1) FOR NOMINAL TUBE SIZE > 60mm. O.D., 80mm. O.D., 100mm. O.D., 120mm. O.D. ETC.PLEASE ADD
SUITABLE SUFFIX TO THE CATALOG TYPE FOR e.g. CATALOG NO. OF ANGLE TEE
CONNECTOR.SUITABLE FOR 80mm. O.D. ALUMINIUM TUBE ON MAIN AND 60mm. O.D.ON TAP IS
EATT-10E_MM80_MM®60.

2) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g. CATALOG

NO.OF ANGLE TEE CONNECTOR.SUITABLE FOR 80mm. O.D.ALUMINIUM TUBE ON MAIN AND

60mm. ONTAP IS EATT-10E_MM80_MM60_SS

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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ALUMINIUM ANGLE TEE
TUBING MAIN TO TWO TUBING TAP

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EATT2-10
Doc. Rev. Dt. -

MATERIAL OF ANGLE TEE - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

ANGLE TEE SUITABLEFOR<145KV

D@

IPS AL TUBE

TUBES TAP ¥
20°

END VIEW WITHOUT TUBES

CATALOG NO. ALUMINIUM DIA. ALUMINIUM DIA. DIMENSIONS- mm.
TUBE SIZE TUBE SIZE

IPS D@ IPS DD@ C w J1 J2
EATT2-10_2 1.00" 33.40 0.75" 26.67 115 74 10 10
EATT2-10_4 1.00" 33.40 1.00" 33.40 130 84 10 10
EATT2-10_6 1.25" 42.16 1.00" 33.40 135 84 10 10
EATT2-10_8 1.25" 42.16 1.25" 42.16 135 84 10 10
EATT2-10_10 1.50" 48.26 1.00" 33.40 138 84 10 10
EATT2-10_12 1.50" 48.26 1.25" 42.16 138 84 10 10
EATT2-10_14 1.50" 48.26 1.50" 48.26 138 94 10 10
EATT2-10_16 2.00" 60.30 1.00" 33.40 144 84 10 10
EATT2-10_18 2.00" 60.30 1.25" 42.16 144 84 10 10
EATT2-10_20 2.00" 60.30 1.50" 48.26 144 94 10 10
EATT2-10_22 2.00" 60.30 2.00" 60.30 144 116 | 10 10
EATT2-10_24 2.50" 73.03 1.00" 33.40 150 84 10 10
EATT2-10_26 2.50" 73.03 1.25" 42.16 150 84 10 10
EATT2-10_28 2.50" 73.03 1.50" 48.26 150 94 10 10
EATT2-10_30 2.50" 73.03 2.00" 60.30 150 116 | 10 10
EATT2-10_32 2.50" 73.03 2.50" 73.03 162 128 | 10 10
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ALUMINIUM ANGLE TEE
TUBING MAIN TO TWO TUBING TAP

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EATT2-10
Doc. Rev. Dt. -
CATALOG NO. ALUMINIUM DIA. ALUMINIUM DIA. DIMENSIONS- mm.
TUBE SIZE TUBE SIZE

IPS Do IPS DD@ C w J1 J2
EATT2-10_34 3.00" 88.90 1.00" 33.40 158 84 10 10
EATT2-10_36 3.00" 88.90 1.25" 42.16 158 84 10 10
EATT2-10_38 3.00" 88.90 1.50" 48.26 158 94 10 10
EATT2-10_40 3.00" 88.90 2.00" 60.30 158 116 10 10
EATT2-10_42 3.00" 88.90 2.50" 73.03 170 128 | 10 10
EATT2-10_44 3.00" 88.90 3.00" 88.90 170 142 | 10 10
EATT2-10_46 3.50" 101.60 1.00" 33.40 170 84 12 10
EATT2-10_48 3.50" 101.60 1.25" 42.16 170 84 12 10
EATT2-10_50 3.50” 101.60 1.50" 48.26 170 94 12 10
EATT2-10_52 3.50" 101.60 2.00" 60.30 170 116 12 10
EATT2-10_54 3.50" 101.60 2.50" 73.03 182 128 | 12 10
EATT2-10_56 3.50" 101.60 3.00" 88.90 182 142 | 12 10
EATT2-10_58 3.50" 101.60 3.50" 101.60 195 154 | 12 12
EATT2-10_60 4.00" 114.30 1.00" 33.40 177 84 12 10
EATT2-10_62 4.00" 114.30 1.25" 42.16 177 84 12 10
EATT2-10_64 4.00" 114.30 1.50" 48.26 177 94 12 10
EATT2-10_66 4.00" 114.30 2.00" 60.30 177 116 12 10
EATT2-10_68 4.00" 114.30 2.50" 73.03 188 128 | 12 10
EATT2-10_70 4.00" 114.30 3.00" 88.90 188 142 | 12 10
EATT2-10_72 4.00" 114.30 3.50" 101.60 201 154 | 12 12
EATT2-10_74 4.00" 114.30 4.00" 114.30 214 168 | 12 12
EATT2-10_76 4.50" 127.00 1.00" 33.40 183 84 12 10
EATT2-10_78 4.50" 127.00 1.25" 42.16 183 84 12 10
EATT2-10_80 4.50" 127.00 1.50" 48.26 183 94 12 10
EATT2-10_82 4.50" 127.00 2.00" 60.30 183 116 12 10
EATT2-10_84 4.50" 127.00 2.50" 73.03 195 128 | 12 10
EATT2-10_86 4.50" 127.00 3.00" 88.90 195 142 | 12 10
EATT2-10_88 4.50" 127.00 3.50" 101.60 207 154 | 12 12
EATT2-10_90 4.50" 127.00 4.00" 114.30 207 168 | 12 12
EATT2-10_92 4.50" 127.00 4.50" 127.00 233 180 | 12 12
EATT2-10_94 5.00" 141.30 1.00" 33.40 190 84 12 10
EATT2-10_96 5.00" 141.30 1.25" 42.16 190 84 12 10
EATT2-10_98 5.00" 141.30 1.50" 48.26 190 94 12 10
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ALUMINIUM ANGLE TEE
TUBING MAIN TO TWO TUBING TAP

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EATT2-10
Doc. Rev. Dt. -
CATALOG NO. ALUMINIUM DIA. ALUMINIUM DIA. DIMENSIONS- mm.
TUBE SIZE TUBE SIZE

IPS D@ IPS DD@ (o w J1 J2
EATT2-10_100 5.00" 141.30 2.00" 60.30 190 116 | 12 10
EATT2-10_102 5.00" 141.30 2.50" 73.03 202 128 | 12 10
EATT2-10_104 5.00" 141.30 3.00" 88.90 202 142 | 12 10
EATT2-10_106 5.00" 141.30 3.50" 101.60 215 154 | 12 12
EATT2-10_108 5.00" 141.30 4.00" 114.30 215 168 | 12 12
EATT2-10_110 5.00" 141.30 4.50" 127.00 240 180 | 12 12
EATT2-10_112 5.00" 141.30 5.00" 141.30 263 194 | 12 12

NOTE:

1) FOR NOMINAL TUBE SIZE > 38mm. O.D.,40mm. O.D., 50mm. O.D.,60mm. O.D., 80 mm. O.D., 100mm.
0.D., 120mm.0.D. PLEASE ADD SUITABLE SUFFIX TO CATALOG TYPE FOR e.g. CATALOG NO. OF
ANGLE TEE CONNECTOR.SUITABLE FOR 80mm. O.D. ON MAIN AND 60mm. O.D. ON TAP IS EATT2-
10_MM80_MM60

2) PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS fore.g. CATALOG NO.OF
ANGLE TEE CONNECTOR.SUITABLE FOR 80mm. O.D.ALUMINIUM TUBE ON MAIN & 60mm. ON TAP IS
EATT2-10_MM80_MM60_SS

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in

H 41



H 42

ALUMINIUM ANGLE TEE EHV
TUBING MAIN TO TWO TUBING TAP

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EATT2-10E
Doc. Rev. Dt. -

MATERIAL OF ANGLE TEE - ALUMINIUM ALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).
MATERIAL OF NUT, BOLT PLAIN WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER
SPRING STEEL ELECTRO GALVANISED.

ANGLE TEE SUITABLE FOR<245KV

Do J

Loy
P
&

IPS AL TUBE
MAIN )y O

J2

\_IPSAL / — Wl
/DDz TUBES TAP | pp\@
END VIEW WITHOUT TUBES
10° 10°

CATALOG NO. ALUMINIUM DIA. ALUMINIUM DIA. DIMENSIONS- mm.
TUBE SIZE TUBE SIZE

IPS DO IPS DD@ C w J1 J2
EATT2-10E-22 2.00" 60.30 2.00" 60.30 139 128 | 10 10
EATT2-10E-30 2.50" 73.03 2.00" 60.30 145 128 | 10 10
EATT2-10E-32 2.50" 73.03 2.50" 73.03 145 140 | 10 10
EATT2-10E-40 3.00" 88.90 2.50" 60.30 153 128 | 10 10
EATT2-10E-42 3.00" 88.90 3.00" 73.03 153 140 | 10 10
EATT2-10E-44 3.00" 88.90 3.50" 88.90 158 158 | 10 10
EATT2-10E-52 3.50" 101.60 2.00" 60.30 166 128 | 12 10
EATT2-10E-54 3.50" 101.60 2.50" 73.03 166 140 | 12 10
EATT2-10E-56 3.50" 101.60 3.00" 88.90 170 158 | 12 10
EATT2-10E-58 3.50" 101.60 3.50" 101.60 190 168 | 12 12
EATT2-10E-68 4.00" 114.30 2.50" 73.03 172 140 | 12 10
EATT2-10E-70 4.00" 114.30 3.00" 88.90 177 158 | 12 10
EATT2-10E-72 4.00" 114.30 3.50" 101.60 196 168 | 12 12
EATT2-10E-74 4.00" 114.30 4.00" 114.30 206 184 | 12 12
EATT2-10E-86 4.50" 127.00 3.00" 88.90 183 158 | 12 10
EATT2-10E-88 4.50" 127.00 3.50" 101.60 203 168 | 12 12
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ALUMINIUM ANGLE TEE ERV
TUBING MAIN TO TWO TUBING TAP

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EATT2-10E
Doc. Rev. Dt. -
CATALOG NO. ALUMINIUM DIA. ALUMINIUM DIA. DIMENSIONS- mm.
TUBE SIZE TUBE SIZE

IPS Do IPS DD@ C w J1 J2
EATT2-10E-90 4.50" 127.00 4.00" 114.30 213 184 | 12 12
EATT2-10E-92 4.50" 127.00 4.50" 127.00 222 204 | 12 12
EATT2-10E-102 5.00" 141.30 2.50" 73.03 185 140 | 12 10
EATT2-10E-104 5.00" 141.30 3.00" 88.90 190 158 | 12 10
EATT2-10E-106 5.00" 141.30 3.50" 101.60 210 168 | 12 12
EATT2-10E-108 5.00" 141.30 4.00" 114.30 220 184 | 12 12
EATT2-10E-110 5.00" 141.30 4.50" 127.00 229 204 | 12 12
EATT2-10E-112 5.00" 141.30 5.00" 141.30 269 222 | 12 12

NOTE: H

1) FOR NOMINAL TUBE SIZE > 60mm. O.D., 80mm. O.D., 100mm. O.D., 120mm. O.D. ETC.PLEASE ADD
SUITABLE SUFFIX TO THE CATALOG TYPE FOR e.g. CATALOG NO. OF ANGLE TEE
CONNECTOR.SUITABLE FOR 80mm. O.D. ALUMINIUM TUBE ON MAIN AND 60mm. O.D.ON TAP IS
EATT2-10E_MM80_MM6O.

2)  PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g. CATALOG
NO.OF ANGLE TEE CONNECTOR.SUITABLE FOR 80mm. O.D.ALUMINIUM TUBE ON MAIN AND 60mm.
ONTAP IS EATT2-10E_MM80_MM60_SS
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- ALUMINIUM TAP
TUBE TO FLAT

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EATTF
Doc. Rev. Dt. -

MATERIAL OF TAP - ALUMINIUMALLOY GRADE 4600 CONFORMING IS 617-1994 (LM-6).MATERIAL OF
NUT, BOLT WASHER - MILD STEEL HOT DIP GALVANISED. SPRING WASHER SPRING STEEL
ELECTRO GALVANISED.

TAP SUITABLE FOR<245KV

i T A
S, (&) . (&)
-3 %) . zuf | %
1 ¥, 7 723\ a0\ 2HOLESH @
/ N | A
AL TUBE AL TUBE /{}} -q} 18] {}} 18]
A 4HOLES H{ S| S] ]
4HOLES H @ -€}} {}} 4= {}} = /{}9’
! 1 1HOLE H @
H c wo wo
W
W CONTACT SURFACE
CONTACT SURFACE
FIGA FIGB FIG.1 FIG. I
H (o3 w
H1=119 C1=25.0 C4=445 WO0=50
H2=140 C2=32.0 C5=50.0 W1=80
H3=180 C3=40.0 C6=55.0 W2=100
W3=120
CATALOG NO. | ALUMINIUM | TUBE DIA. FIG. DIMENSIONS-mm.
TUBE SIZE
IPS DO L Y T X J
EATTF-2 1.00" 33.40 B 127 84 12 87 10
EATTF-4 1.25" 42.16 B 127 84 12 87 10
EATTF-6 1.50" 48.26 B 132 94 12 92 10
EATTF-8 2.00" 60.30 A 149 128 12 109 10
EATTF-10 2.50" 73.03 A 155 140 12 115 10
EATTF-12 3.00" 88.90 A 164 158 14 124 10
EATTF-14 3.50" 101.60 A 170 168 14 130 12
EATTF-16 4.00" 114.30 A 177 184 20 137 12
EATTF-18 4.50" 127.00 A 190 210 25 150 12
EATTF-20 5.00" 141.30 A 196 222 30 156 12
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- ALUMINIUM TAP
TUBE TO FLAT

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EATTF
Doc. Rev. Dt. -
NOTE:

1)

2)

3)

4)

5)
6)

7)

8)

PLEASE ADD SUFFIXH1,H2, H3AS REQUIRED FOR DIAMETER OF 4 HOLES HDIA. IN THE TAP FOR
e.g. CATALOG NO. OF TAP FORTUBE DIA. 60.30mm.WITH 14mm. HOLE DIAIS EATTF-8_H2.

PLEASE ADD SUFFIX C1,C2----C6 AS REQUIRED FOR CENTRE TO CENTRE DISTANCE OF 4 HOLE
IN THE TAP PAD. FOR e.g. CATALOG NO. OF TAP FOR TUBE DIA.60.30mm. WITH 14mm. HOLE DIA.
HOLE TOHOLE CENTRE 50mm. IS EATTF-8_H2_C5.

PLEASE ADD SUFFIX W1, W2--W3 AS REQUIRED FOR WIDTH OF TAP. FOR e.g. CATALOG NO. OF
TAP FOR TUBE DIA. 60.30mm.WITH 14mm. HOLE DIA. HOLE TO HOLE CENTRE 50mm.TAP WIDTH
80mm. IS EATTF-8_H2_C5_WH1.

FOR NOMINAL TUBE SIZE > 38mm.O.D., 40mm.O.D., 50mm.O.D., 60mm.O.D., 80mm.O.D.,
100mm.O.D., 120mm.O.D. ETC. PLEASE ADD SUITABLE SUFFIX TO THE CATALOG TYPE FOR e.g.
CATALOG NO. OF TAP SUITABLE FOR 80mm. ODALUMINIUM TUBE IS EATTF-80.

VALUES IN THE CATALOG IS SUITABLE FOR W=80mm. VALUES WILL DIFFER IF W CHANGES.

PLEASE ADD SUFFIX SS FOR CLAMPS WITH STAINLESS STEEL NUT BOLTS FOR e.g. CATALOG
NO.OF TAPFOR5.00" IPSTUBE IS EATTF-20_HX_CX_SS.

2 HOLE, 1 HOLE PAD IS PROVIDED FOR W0=50 mm.AS ILLUSTRATED IN FIG.| & FIG.II. PLEASE USE
SUITABLE SUFFIX TO CATALOG NO. FOR e.g. CATALOG NO. OF TAP FOR TUBE DIA.60.30mm.WITH
14mm. HOLE DIA. HOLE TO HOLE CENTRE 50mm. TAP WIDTH 50mm. WITH 2 HOLES IN PAD IS
EATTF-8_H2_C5 WO _|

PAD MOUNTING HARDWARE IS OBTAINED FROM CATALOG TYPES EHBG, EHNG, EHFG, EHWG
FOR GALVANISED SCREWING HARDWARES AND EHBS, EHNS, EHFS, EHWS FOR STAINLESS
STEEL SCREWING HARDWARES.
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M ENGINEERING INDUSTRIES

I ND E X
S.No. TYPE PAGE NO.
9.0. BIMETAL
9.1 SLEEVE
911  FULLROUND
9111  EBMS 11-12

9.2 PLATE
9.21 SQUARE- 4 HOLES

9211 EBMP 13-14

9.3 WASHER
9.3.1 SQUARE-1 HOLE

9311 EBMW [5-15
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- BIMETTALIC SLEEVE
TRANSITION SLEEVE

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EBMS
Doc. Rev. Dt. -

MATERIAL OF BIMETAL: ELECTROLYTIC GRADE COPPER (MIN.99.9%) & ELECTROLYTIC GRADE
ALUMINIUM (MIN.99.5%) BY VOLUME 1:4 MOLECULAR BONDED. SLEEVE FORMED WITH COPPER
VISIBLE ON INNER DIAMETER OF SLEEVEAND ALUMINIUM ON OUTER DIAMETER OF SLEEVE.

CATALOG NO. DIMENSIONS-mm.

DO L
EBMS-00 16 60
EBMS-0 18 60
EBMS-1 20 60
EBMS-2 22 60
EBMS-3 24 60
EBMS-3X 24 76
EBMS-4 26 60
EBMS-4X 26 76
EBMS-5 28 60
EBMS-5X 28 76
EBMS-6 30 60
EBMS-6X 30 76
EBMS-7 32 76
EBMS-8 34 76
EBMS-10 36 76
EBMS-11 38 76
EBMS-12 40 76
EBMS-13 42 76
EBMS-14 44 76
EBMS-15 46 76
EBMS-16 48 76
EBMS-17 50 76
EBMS-18 52 76

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
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- BIMETTALIC SLEEVE
TRANSITION SLEEVE

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EBMS
Doc. Rev. Dt. -
CATALOG NO. DIMENSIONS-mm.
DO L
EBMS-19 54 76
EBMS-20 56 76
EBMS-21 58 76
EBMS-22 60 65
EBMS-23 62 65
EBMS-24 64 65
EBMS-25 66 65
EBMS-26 68 65
EBMS-27 70 65
NOTE:
1) UNSPECIFIED SIZE IS OBTAINED BY QUOTING CATALOG NO. AS EBMS-XXXD_XXXL. FOR e.g.

CATALOG NO. OF SLEEVE 73 mm.INNER DIA.160 mm.LONG IS EBMS-073D_160L.

2) SLEEVE OF HIGHER THICKNESS T=2mm., 3mm., 4mm. IS OBTAINED BY ADDING SUFFIX TO THE
CATALOG TYPE. FOR e.g. CATALOG NO. OF SLEEVE 2mm. THICK, 30mm. DIA., 60mm.LONG IS
EBMS2-6.
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Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in



BIMETTALIC PLATE
TRANSITION PLATE

Issue No.
Issue Dt.

Doc. Rev. Dt.

Doc. Rev. No.

3
02.01.15
0

EBMP

MATERIAL OF BIMETAL: ELECTROLYTIC GRADE COPPER (MIN.99.9%) & ELECTROLYTIC GRADE
ALUMINIUM (MIN.99.5%) BY VOLUME 1:4 MOLECULAR BONDED.

2 HOLES H DIA.

4 HOLES H DIA.

—/ _

OBLONG SLOTS - 4 Nos.

| T
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w ci2 | o |
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FIG. 1 FIG. Il w1
H c w
H1=11@ | C1=250 | C5=50.0 W00=38
H2=140 | C2=320 | C6=55 W0=50
H3=180 | C2A=34.0 | C7=OBLONG SLOT TO SUIT
C3,C4,C5 - PLATE SIZE W1=80
C3=400 | 80X80 W2=100
C4=445 | C8=OBLONG SLOT TO SUIT
C3,C4,C5,C6- PLATE SIZE | W3=120
100X100
CATALOG NO. FIG.NO. DIMENSIONS-mm.
w L
EBMP-2 | 38 60
EBMP-4 | 50 60
EBMP-6 I 50 50
EBMP-8 I 60 60
EBMP-10 I 75 75
EBMP-12 I 80 80
EBMP-14 I 100 100
EBMP-16 I 120 120
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- BIMETTALIC PLATE
TRANSITION PLATE

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EBMP
Doc. Rev. Dt. -
NOTE:

1)

2)

3)

PLEASE ADD SUFFIXH1, H2, H3AS REQUIRED FOR DIAMETER OF 2/4 HOLES H DIA. IN THE PLATE
AND ADD SUFFIX C1,C2----C7,C8 AS REQUIRED FOR CENTRE TO CENTRE DISTANCE C OF 2/4
HOLE IN THE PLATE. FOR e.g. CATALOG NO. OF PLATE SIZE 38mm.WIDTHAND 60mm.LONG WITH
14mm. HOLE DIAAND CENTRE TO CENTRE DISTANCE 50.0mm. ISEBMP-2_H2_C5

CUSTOM MADE PLATE IS OBTAINED IN THE FOLLOWING CATALOG NO.FORMAT. EBMP-
XXXW_XXXL_XX(HOLE DIA.)_XX( HOLE CENTRE)_N. WHERE PREFIX XXX TO W IS THE PLATE
WIDTH IN mm. AND PREFIX XXX TO L IS THE PLATE LENGTH IN mm. N= NO. OF HOLES FOR e.g.
CATALOG NO. OF PLATE 105 mm.WIDTH 45 mm.LONG WITH 2 HOLES 14mm. HOLE DIA., HOLE
CENTRE 33mm. WITH2HOLES IS EBMP-105W_045L_H2_33_2.

PLATE OF HIGHER THICKNESS T=2mm., 3mm., 4mm. IS OBTAINED BY ADDING SUFFIX TO THE
CATALOG TYPE. FOR e.g. CATALOG NO. OF PLATE 2mm.THICK FOR CATALOG TYPE EBMP-12- IS
EBMP2-12.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
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BIMETTALIC WASHER
TRANSITION WASHER

Issue No.
Issue Dt.
Doc. Rev. No.
Doc. Rev. Dt.

3
02.01.15
0

EBMW

MATERIAL OF BIMETAL: ELECTROLYTIC GRADE COPPER (MIN.99.9%) & ELECTROLYTIC GRADE
ALUMINIUM (MIN.99.5%) BY VOLUME 1:4 MOLECULAR BONDED.

NOTE:

1) FOR UNSPECIFIED SIZES PLEASE SEND CATALOG NO. IN THE FORMAT EBMW-XXd_XXD,

HOLE TO SUIT

THREADED STUD

CATALOG NO. D mm. STUD SIZE
EBMW-12 24 M12
EBMW-14 28 M14
EBMW-16 32 M16
EBMW-20 40 M20
EBMW-22 44 M22
EBMW-25 50 M25
EBMW-30 60 M30

d=INNER DIA.OF WASHER.

2) ROUND SHAPE IS OFFERED ON REQUEST.

3) WASHER OF HIGHER THICKNESS T=2mm., 3mm., 4mm. IS OBTAINED BY ADDING SUFFIX TO THE
CATALOG TYPE. FOR e.g. CATALOG NO. OF WASHER 2mm. THICK, FOR STUD SIZE M12 IS EBMW2-

12.
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M ENGINEERING INDUSTRIES

I ND E X

S.No. TYPE PAGE NO.

10.0. SCREWING HARDWARE

10.1 STEEL GALVANSIED

1011 BOLT

10.1.1.1  EHBG J1-J2
10.1.2  NUT

10.1.21 EHNG J3-J3

10.1.3  LOCK WASHER

10.1.3.1 EHWG
Ja-J4
1014  FLAT WASHER
10.14.1 EHFG J5-J5
0.2 STAINLESS STEEL
1021  BOLT
10211 EHBS J6-J7
1022  NUT
10221 EHNS J8-J8
1023  LOCK WASHER
10.2.3.1  EHWS J9-J9
1024  FLAT WASHER
10241 EHFS J10-J10
1025  UBOLTS
10251 EHUS J1-J1
1026  CHECK NUT
10.2.6.1 EHCNS J12-012
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- FASTENERS & ACCESSORIES
HEX HEAD BOLTS - GALVANISED

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EHBG

Doc. Rev. Dt. -

L
CATALOG NO. DIE & THREAD mm. LENGTH L mm.
EHBG-080_050 M8-1.25 50
EHBG-080_125 M8-1.25 125
EHBG-100_025 M10-1.50 25
EHBG-100_035 M10-1.50 35
EHBG-100_045 M10-1.50 45
EHBG-100_050 M10-1.50 50
J EHBG-100_055 M10-1.50 55

EHBG-100_060 M10-1.50 60
EHBG-100_065 M10-1.50 65
EHBG-100_070 M10-1.50 70
EHBG-100_075 M10-1.50 75
EHBG-100_080 M10-1.50 80
EHBG-100_090 M10-1.50 90
EHBG-100_100 M10-1.50 100
EHBG-100_110 M10-1.50 110
EHBG-100_130 M10-1.50 130
EHBG-120_025 M12-1.75 25
EHBG-120_050 M12-1.75 50
EHBG-120_055 M12-1.75 55
EHBG-120_060 M12-1.75 60
EHBG-120_070 M12-1.75 70
EHBG-120_075 M12-1.75 75
EHBG-120_080 M12-1.75 80
EHBG-120_100 M12-1.75 100
EHBG-160_025 M16-2.00 25
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- FASTENERS & ACCESSORIES
HEX HEAD BOLTS - GALVANISED

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EHBG

Doc. Rev. Dt. -
CATALOG NO. DIE & THREAD mm. LENGTH L mm.
EHBG-080_050 M8-1.25 50
EHBG-080_125 M8-1.25 125
EHBG-100_025 M10-1.50 25
EHBG-100_035 M10-1.50 35
EHBG-100_045 M10-1.50 45
EHBG-100_050 M10-1.50 50
EHBG-100_055 M10-1.50 55
EHBG-100_060 M10-1.50 60
EHBG-100_065 M10-1.50 65
EHBG-100_070 M10-1.50 70
EHBG-100_075 M10-1.50 75
EHBG-100_080 M10-1.50 80
EHBG-100_090 M10-1.50 90
EHBG-100_100 M10-1.50 100 J
EHBG-100_110 M10-1.50 110
EHBG-100_130 M10-1.50 130
EHBG-120_025 M12-1.75 25
EHBG-120_050 M12-1.75 50
EHBG-120_055 M12-1.75 55
EHBG-120_060 M12-1.75 60
EHBG-120_070 M12-1.75 70
EHBG-120_075 M12-1.75 75
EHBG-120_080 M12-1.75 80
EHBG-120_100 M12-1.75 100
EHBG-160_025 M16-2.00 25
EHBG-160_050 M16-2.00 50
EHBG-160_065 M16-2.00 65
EHBG-160_075 M16-2.00 75
EHBG-160_085 M16-2.00 85
EHBG-160_100 M16-2.00 100
EHBG-160_120 M16-2.00 120
EHBG-200_025 M20-2.50 25

NOTE : FOR UNSPECIFIED SIZES PLEASE SEND CATALOG NO. IN THE FORMAT EHBG-XX0_XXX AS GIVEN BELOW
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FASTENERS & ACCESSORIES
HEX NUTS - GALVANISED

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EHNG

Doc. Rev. Dt. -

W T
CATALOG NO. SIZE & PITCH mm. WIDTH W mm. THICKNESS T mm.

EHNG-080 M8-1.25 13.0 6.8
EHNG-100 M10-1.50 17.0 8.4
EHNG-120 M12-1.75 19.0 10.8
EHNG-160 M16-2.0 24.0 14.8
EHNG-200 M20-2.50 30.0 18.0
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- FASTENERS & ACCESSORIES
LOCKWASHERS - GALVANISED

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EHWG
Doc. Rev. Dt. -
CATALOG NO. BOLT DIA. THICKNESS mm.
EHWG-080 M8 2.0
EHWG-100 M10 2.2 '
EHWG-120 M12 2.5
EHWG-160 M16 3.5
EHWG-200 M20 4.0
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J5

FASTENERS & ACCESSORIES
FLAT WASHERS - GALVANISED

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EHFG

Doc. Rev. Dt. -

.
0¢
CATALOG NO. BOLT DIA. OUTSIDE DIA. D mm. THICKNESS T mm.

EHFG-080 M8 17.0 1.6
EHFG-100 M10 21.0 2.0
EHFG-120 M12 24.0 2.5
EHFG-160 M16 30.0 3.0
EHFG-200 M20 37.0 3.0

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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- FASTENERS & ACCESSORIES
HEX HEAD BOLTS - STAINLESS STEEL

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EHBS

Doc. Rev. Dt. -

L

CATALOG NO. DIE & THREAD mm. LENGTH L mm.
EHBS-080_050 M8-1.25 50
EHBS-080_125 M8-1.25 125
EHBS-100_025 M10-1.50 25
EHBS-100_035 M10-1.50 35
EHBS-100_045 M10-1.50 45
EHBS-100_050 M10-1.50 50
EHBS-100_055 M10-1.50 55
EHBS-100_060 M10-1.50 60
EHBS-100_065 M10-1.50 65 J
EHBS-100_070 M10-1.50 70
EHBS-100_075 M10-1.50 75
EHBS-100_080 M10-1.50 80
EHBS-100_090 M10-1.50 90
EHBS-100_100 M10-1.50 100
EHBS-100_110 M10-1.50 110
EHBS-100_130 M10-1.50 130
EHBS-120_025 M12-1.75 25
EHBS-120_050 M12-1.75 50
EHBS-120_055 M12-1.75 55
EHBS-120_060 M12-1.75 60
EHBS-120_070 M12-1.75 70
EHBS-120_075 M12-1.75 75
EHBS-120_080 M12-1.75 80
EHBS-120_100 M12-1.75 100
EHBS-160_025 M16-2.0 25
EHBS-160_050 M16-2.0 50
EHBS-160_065 M16-2.0 65
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- FASTENERS & ACCESSORIES
HEX HEAD BOLTS - STAINLESS STEEL

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EHBS

Doc. Rev. Dt. -
CATALOG NO. DIE & THREAD mm. LENGTH L mm.
EHBS-160_075 M16-2.0 75
EHBS-160_085 M16-2.0 85
EHBS-160_100 M16-2.0 100
EHBS-160_120 M16-2.0 120
EHBS-200_025 M20-2.50 25

NOTE:

FOR UNSPECIFIED SIZES PLEASE SEND CATALOG NO.IN THE FORMAT
EHBS - XX0_XXXAS GIVENABOVE.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
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E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in



- FASTENERS & ACCESSORIES
HEX NUTS - STAINLESS STEEL

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EHNS

Doc. Rev. Dt. -

W T
CATALOG NO. SIZE & PITCH mm. WIDTH W mm. THICKNESS T mm. '

EHNS-080 M8-1.25 13.0 6.8
EHNS-100 M10-1.50 17.0 8.4
EHNS-120 M12-1.75 19.0 10.8
EHNS-160 M16-2.0 24.0 14.8
EHNS-200 M20-2.50 30.0 18.0

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in
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- FASTENERS & ACCESSORIES
LOCKWASHERS- STAINLESS STEEL

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EHWS

Doc. Rev. Dt. -

CATALOG NO. BOLT DIA. THICKNESS mm.
EHWS-080 M8 2.0
EHWS-100 M10 2.2
' EHWS-120 M12 25

EHWS-160 M16 3.5
EHWS-200 M20 4.0

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in
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FASTENERS & ACCESSORIES
FLAT WASHERS - STAINLESS STEEL

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EHFS

Doc. Rev. Dt. -

T
o2
CATALOG NO. BOLT DIA. OUTSIDE DIA. D mm. THICKNESS T mm.

EHFS-080 M8 17.0 1.6
EHFS-100 M10 21.0 2.0
EHFS-120 M12 24.0 2.5
EHFS-160 M16 30.0 3.0
EHFS-200 M20 37.0 3.0

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.

Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in
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- FASTNERS & ACCESSORIES
‘U’ BOLTS - STAINLESS STEEL

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0 EHUS
Doc. Rev. Dt. -
/ -7 - \ \\ 4i> //
m |
| | |
1l | |
1 1 !
| |
I Ne—
e | oo |
CATALOG NO. DIE & THREAD D mm. LENGTH L mm. CENTRE C mm.
J EHUS-100-075 M10-1.50 75 56
NOTE:

1) FOR UNSPECIFIED SIZES PLEASE SEND CATALOG NO. IN THE FORMAT EHUS-
XX0_XXX_CAS GIVENABOVE.

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in
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FASTENERS & ACCESSORIES
HEX CHECK NUTS - STAINLESS STEEL

Issue No. 3

Issue Dt. 02.01.15

Doc. Rev. No. 0 EHCNS

Doc. Rev. Dt. -

W T
CATALOG NO. | SIZE & PITCH mm. WIDTH W mm. THICKNESS T mm.

EHCNS-080 M8-1.25 13.0 4.0
EHCNS-100 M10-1.50 17.0 5.0
EHCNS-120 M12-1.75 19.0 6.0
EHCNS-160 M16-2.0 24.0 8.0
EHCNS-200 M20-2.50 30.0 10.0

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.

Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in
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M ENGINEERING INDUSTRIES

I ND E X

S.No. TYPE PAGE NO.

1.0. DATA
1.1 REFERENCE DATA
1111 AAC/AAAC/ACSR CONDUCTOR

11.1.1.1  OVERALL DIAMETER K1-K1

1112 TUBULAR BUS BAR DIMENSION

11.1.2.1  PHYSICAL PROPERTIES K2-K2

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in



AAC/AAAC/ACSR CONDUCTOR
OVERALL DIAMETER

Issue No. 3
e e | o REFERENCE DATA
Doc. Rev. Dt. -

CONDUCTOR CONDUCTOR

DIA. CODE NAME DIA. CODE NAME

(mm.) (mm.)

10.05 RABBIT 21.00 PANTHER
1011 | RAVEN | | 2178 | HAWK |
e | BEAVER | | 22 | LON |
1098 | MNK | | 2345 | BEAR |
1230 | RACCOON | | 2515 | GROSBEAK |
1286 | OTTER | | 2597 | GOAT |
1295 | SKUNK | | 2673 | ANTELOPE |
4350 | car | 2680 | KUNDAH |
1395 | HORSE | | 2700 | BISON |
1415 | ooc | | 2700 | SHEEP |
116 | HARE | | 2813 | DRAKE |
a7 | HYENA | | 2862 | ZEBRA |
4825 | COuGAR | | 2895 | MALLARD |
4581 | LEoPARD | | 2089 | DEER |
1589 | covote | | 2089 | SCORPION |
1852 | TIGER | 3015 | CAMEL |
1875 | DINGO | 3150 | ELK |
4736 | MERLIN | 3168 | CURLEW |
1805 | CARACAL | BT ¢ 2 MOOSE |
1843 | WOLF | 3312 | MORCULLA |
1828 | LINNET | 358 | BERSIMIS |
1930 | JAGUAR | 3661 | TARANTULLA |
1953 | LYNX | 3825 | BULL |

3950 | 800 sQmm. |
"""" 4620 | 1260 THAL |

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in
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- TUBULAR BUS BAR DIMENSIONS

Issue No. 3
';zze;;v " 82'01 15 REFERENCE DATA
Doc. Rev. Dt. -
STANDARD TUBE SIZE ( SCHEDULE 40)
SIZE OF DIAMETER OF TUBE-mm. WALL THICKNESS AREA Weight
TUBE IPS OUTSIDE INSIDE mm. Sq.mm. Kg./M
0.75" 26.67 20.92 2.88 214.95 0.613
1.00" 33.40 26.67 3.37 317.55 0.905
1.25" 42.16 35.05 3.56 431.21 1.229
1.50" 48.26 40.94 3.66 512.89 1.462
2.00" 60.32 52.52 3.90 691.36 1.970
2.50" 73.02 62.73 515 1097.24 3.127
3.00" 88.90 77.92 5.49 1438.79 4101
3.50" 101.60 90.11 5.75 1730.26 4.931
4.00" 114.30 102.26 6.02 2048.10 5.837
4.50" 127.00 114.45 6.28 2380.22 6.784
5.00" 141.30 128.19 6.56 2775.18 7.909
6.00" 168.28 154.05 711 3602.90 10.268
EXTRA HEAVY TUBE SIZE ( SCHEDULE 80)
SIZE OF DIAMETER OF TUBE-mm. WALL THICKNESS AREA Weight
K TUBE IPS OUTSIDE INSIDE mm. Sq.mm. Kg./M
0.75" 26.67 18.84 3.92 279.91 0.798
1.00" 33.40 24.33 4.54 411.30 1172
1.25" 4216 32.46 4.85 568.56 1.620
1.50" 48.26 38.10 5.08 689.21 1.964
2.00" 60.32 49.27 5.53 951.22 2.711
2.50" 73.02 59.02 7.00 1452.04 4138
3.00" 88.90 73.66 7.62 1946.01 5.546
3.50" 101.60 85.44 8.08 2374.23 6.767
4.00" 114.30 97.12 8.59 2853.09 8.131
4.50" 127.00 108.97 9.02 3341.94 9.525
5.00" 141.30 122.25 9.53 3943.70 11.240
6.00" 168.28 146.33 10.98 5424 .42 15.460

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in
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M ENGINEERING INDUSTRIES

Il ND E X

S.No. TYPE PAGE NO.

12.0 EARTH WIRE ACCESSORIES

121 TENSION CLAMP

12.1.1 REGULAR (EEI-2210) L1-L1

1212 HEAVY DUTY (EEI-2728R1) L2-L2
12.2 PAD CLAMP

12.2.1 80 mm BOLTED TYPE (EEI-3212) L3-L3

1222 80 mm COMPRESSION TYPE (EEI-2727) L4-L4
12.3 PARALLEL GROOVE CLAMP

12.3.1 PG CLAMP (EEI-3213R1) L5-L5
12.4 T-CLAMP

12.4.1 T - CLAMP (EEI-3208) L6-L6

12.5 CLEAT CLAMP

12.5.1 CLEAT FOR WIRE (EEI-1136R2) L7-L7

1252 CLEAT FOR FLAT (EEI-1116R2) L8-L8
12.6 LUG

12.6.1 LUG (EEI-1077) L9-L9

12.7 DOWN LEAD CLAMP

12.71 DOWN CLAMP FOR WIRE (EEI-3214R1) L10-L10

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in



L1

EARTH WIRE ACCESSORIES
TENSION CLAMP REGULAR

Issue No. 3
Issue Dt. 02.01.15 EE| 2210
Doc. Rev. No. 0
Doc. Rev. Dt. -
TECHNICAL DATA :-
1) TENSION CLAMP SUITABLE FOR UP TO 15.0mm DIA
EARTHWIRE.
2) SLIP STRENGTH OF TENSION CLAMP 2000 Kg.
3) ALLTHE STEEL COMPONENTS EXCEPT SPRING WASHER
HOT DIP GALVANISED AS PER IS 2633 AND SPRING
102 'WASHER ELECTRO GALVANISED.
4) UTS. - 4000 Kg.
5) APPROX. WT. - 1.600 Kg.
6) ORD.QTY. - NOS.
3 BOLT WITH SPLIT PIN 2 M.S. H.D.G+BRASS
2 ANCHOR SHACKLE 1 FORGED STEEL
o
~ 1 BOLTED TYPE TENSION 1 MCl.
- CLAMP
S.NO. DESCRIPTION QTY. MATERIAL
ITEM CODE : EEI-2210
PR PP I BOLTED TYPE EARTH WIRE TENSION
- CLAMP FOR G.I. EARTH WIRE UPTO 15.0
APO.  |MP. prizn mm O.D.
SCALE NTS. MAT. DRG. NO.
TOLERANCE DIVENSIONS IN EEI-2210
PROJ.
+ 5% EXALT ENGINEERING INDUSTRIES

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in




EARTH WIRE ACCESSORIES
TENSION CLAMP HEAVY DUTY

Issue No.
Issue Dt.
Doc. Rev. No.
Doc. Rev. Dt.

3

0

02.01.15

EEI-2728R1

f——76

16 DIA. I-',I SPLITPIN

10.98mm DIA GS WIRE

NOTES:

1) TENSION CLAMP SUITABLE FOR UP TO 12.00mm,DIA. GS WIRE
2) MINIMUM SLIP STRENGTH OF TENSION CLAMP: 1000kg.

3) BOLT TIGHTENING TORQUE: FOR M12-48Nm
FOR M16-80Nm

4) BOLTS,NUTS & PLAIN WASHERS SHALL BE M.5.H.D.GAL AS PER
15:2629 AND TESTED AS PER 15:2633
5) SPRING WASHER SHALL BE ELECTRO GALVANISED TO SUIT

SERVICE CONDITION-3, OF I5:1573

6) APPROX. WEIGHT: 4.300 kg.

60

TOP VIEW

it

-

\

FRONT VIEW
4 |DsHAcKLEWITH HEX NUT BOLT M.5.HOT DIP GALVANISED ]
&SPLITPIN +ELECTRO GALVANISED
3 |M12x60 BOLTWITH NUTPLAIN BOLT NUTPW-MSHD.GAL 6
PRING WASHER JSW-ELECTRO GAL
2 CLAMPING PIECE M.S.HOT DIP GALVANISED 3
1 CLAMP BODY M.S.HOT DIP GALVANISED 1
ISR.NO. DESCRIPTION MATERIAL QTY.

SECTION-XX
ITEM CODE : EEI-2728R1
LIENT:
[ conTRACTOR: | CONSULTANT
PROJECT
PONO. . |\TEM CODE
o, |anr, | e | e
W HoT EARTHWIRETENSION
CHO. MP ‘CLAMPTO SUIT UP TO 12.00mm O.D. GS WIRE
a0, |mp WITH D SHACKLE ASSEMBLY
 C I e DeTAs p— o popwy
R1 120215 | AM.P.| D SHACKLE DIMENSION
MODIFIED FROM RESPECTIVELY TOLERANCE [ oNs N AS GIVEN ABOVE EEI-2728R1
T0ABEMIN. 1610 76,54,
e + 5% EXALT ENGINEERING INDUSTRIES
o om0

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.

Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in
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EARTH WIRE ACCESSORIES
PAD CLAMP 80 mm BOLTED

Issue No. 3
Issue Dt. 02.01.15

Doc. Rev. No. 0 EE|'321 2
Doc. Rev. Dt. -

160 *° NOTES:-

1) REFERENCE : IS 5561-1970 REAFFIRMED 2002
80 2) ALL NUTS, BOLTS, PLAIN WASHERS WILL BE M.S. HOT DIP

‘GALVANISED & SPRING WASHERS WILL BE ELECTRO GALVANISED.
3) THE NUTS, BOLTS, PLAIN WASHERS SHALL BE M.S. HOT DIP
GALVANISED AS PERIS:2629 & TESTED AS PER IS : 2633
40 & SPRING WASHERS SHALL BE ELECTRO GALVANISED TO SUIT
A SERVICE CONDITION 3 OF IS : 1573.
v 4) BOLT TIGHTENING TORQUE FOR M10-35Nm & M12-48Nm.
z\n [ I I I I k‘ 5) CONTINUOUS CURRENT RATING : N/A
6) SHORT TIME CURRENT RATING : N/A
H J—l 7) APPROX. WEIGHT : 0.300 Kg.
8) EQUIPMENT : EARTHING
9) ALL SHARP CORNERS WILL BE ROUNDED OFF.
10) ORD. QTY.: NOS.
TOP VIEW
2 HOLES 140 320
7/3.15 mm 945
40 40 80 40 g1 g S PR MEET 275
773.66 mm 1098
|| 77406 mm 12,18
9O ITEM CODE | WIRE SIZE AQ
< Y D .
© \/ \/ [__ [ 6| 100 PLAIN WASHER 4| M.S_HOT DIP GAL.
5| 100 SPRING WASHER 4| SP.STEEL GAL.
E 9 30 4| MIOHEX.NUT 4
2 \ N s (HO) M.S. HOT DIP GAL.
= N < 262 3| M10HEX. HEAD BOLT 4
H 2| CLAMP CAP L_{ Ms. HOTDIP GAL
f\ f\ [_— H ’:"h 1_| CLAMP BODY 1 . i
\ / K / [_ T S.NO. DESCRIPTION Qry. MATERIAL
3 ITEM CODE : EEI-3212
o L o CONTRACTOR
3T06
PROJECT
FRONT VIEW SIDE VIEW PONO. TEW NO.
DRN. | AMP. feosrs | TITLE
D, |mp beorss | MS.HOT DIP GALVANIZED PAD CLAMPTO
w0 e Beorns |SUITUPTO 12.18mm O.D. GS SHIELD WIRE.
TOLERANCE () + SCALE: NI, MAT. DRG.NO.
0 TO 50 mm 5% DIMENSIONS IN mm. AS GIVEN ABOVE EEI-3212
50TO 100 mm 4% RO
ABOVE 100 rmm 3% EXALT ENGINEERING INDUSTRIES &=
w3031 AVES RORD,

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in




EARTH WIRE ACCESSORIES
80 mm COMPRESSION TYPE

Issue No.
Issue Dt.
Doc. Rev. No.
Doc. Rev. Dt.

3
02.01.15
0

EEI-2727

170

END VIEW

G
S

N

+1

H
X

AFTER COMPRESSION

+o0s

140
4 HOLES

NOTE: PALM TYPE TERMINAL CONNECTOR TO BE MADE
BY DROP FORGING PROCESS

EQUIPMENT-EARTHING
ORDER QTY- NOS.

l-

&
&

40

65

1
1

FRONT VIEW

&
Ny
T\/

4 7711 SWG__| 945
3 7/10SWG | 9.75 00 [192 [161 [185
2 7/9SWG  [10.98 15 [21.0 175 202
1 778 SWG 2.18 36 |236
TYPEN(X) | WIRESIZE |GSWIRE g1 |d2 ' | x ' | v '
DIA.
[ 1 JeamTyPETERMINAL | 1 | MSHDGAL
[SNO. | DESCRIPTION | arv. | MATERIAL
ITEM CODE : EEI-2727_N(X)
CONTRACTOR CONSULTANT
PROJECT
orn. Jame. Jasonn | Tme
cHo._ |mp [ COMPRESSION TYPE G.Il. CONNECTOR
Ao |mp o FOR SINGLE G.S. WIRE
SCALE:NTS. MAT. DRG. NO.
TOLERANCE () + DIMMS IN mm AS GIVEN ABOVE EEI-2727
3% UNLESS OTHER- PROJ
WISE SPECIFIED. o EXALT ENGINEERII:IG InNDUSTRIES _@ 'E'

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in
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LS

EARTH WIRE ACCESSORIES
PARALLEL GROOVE CLAMP

Issue No.
Issue Dt.
Doc. Rev. No.
Doc. Rev. Dt.

3
02.01.15
0

EEI-3213R1

TOP VIEW

4 1¢
Ak

4 L LI Y
I I
||| |||
1 1
' '
||| |||
1 1
' '
||| |||
2 Il Il
~ I I
||| |||
1 1l
I I
||| |||
1l 1l
[ |ro
||| |||
N | | 1 1A
o120 |
195
FRONT VIEW

SIDE VIEW

NOTES:-

1) REFERENCE : IS 5561-1970 REAFFIRMED 2002
2) ALL NUTS, BOLTS, PLAIN WASHERS WILL BE M.S. HOT DIP
GALVANISED & SPRING WASHERS WILL BE ELECTRO GALVANISED.
3) THE NUTS, BOLTS, PLAIN WASHERS SHALL BE M.S. HOT DIP
GALVANISED AS PERIS : 2629 & TESTED AS PER IS : 2633
&SPRING WASHERS SHALL BE ELECTRO GALVANISED TO SUIT
SERVICE CONDITION 3 OF IS : 1573.
4) BOLT TIGHTENING TORQUE FOR M10-35Nm & M12-48Nm.
) CONTINUOUS CURRENT RATING : N/A
) SHORT TIME CURRENT RATING : N/A
) APPROX. WEIGHT : 0.500 Kg.
) EQUIPMENT : EARTHING
9) ALL SHARP CORNERS WILL BE ROUNDED OFF.
10) ORD. QTY.: NOS.

5)
6)
7)
8)

7735 mm 945
77325 mm 9.75
fo-3213 7/3.66 mm 10.98
774,06 mm 1218
TYPENX) | WIRESIZE AQ
5| 100 PLAIN WASHER 2| M.S.HOTDIP GAL.
4| 100 SPRING WASHER 2 | SP.STEELGAL.
3 | WIOHEX.NUT 2 M.5.HOT DIP GAL.
2| M10HEX.HEAD BOLT 2
1| cLAmPBODY 2 | MS.HOT DIP GAL.
S.NO. DESCRIPTION QrY. MATERIAL

ITEM CODE : EEI-3213R1

CONTRACTOR

PROJECT

PONO. ITEM NO.

DRN.  |AMP. feoara |TITLE

cHD. M psoria | M.S.HOT DIP GALVANIZED P.G. CLAMPTO
SUIT UPTO 12.18mm O.D. GS SHIELD WIRE.

AP0, |Mp. psoria

TOLERANCE ( ) +

0 TO 50 mm 5%
50TO 100 mm 4%
ABOVE 100 mm 3%

SCALE: NS MAT. DRG.NO

AS GIVEN ABOVE

DIMENSIONS IN mm.

EEI-3213R1

EXALT ENGINEERING INDUSTRIES
83031 5 ROAD,

PROJ.

&=

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in




EARTH WIRE ACCESSORIES

T - CLAMP

Issue No.
Issue Dt.
Doc. Rev. No.
Doc. Rev. Dt.

3
02.01.15
0

EEI-3208

160 *°

80

-

Golilia

TOP VIEW

80

<

N

™
3/

270

80

40

™
V.
™ AN
N N

%=

FRONT VIEW

H

2909

gu qﬁ iui

3706~

SIDE VIEW

NOTES:-

1) REFERENCE : IS 5561-1970 REAFFIRMED 2002

2) ALLNUTS, BOLTS, PLAIN WASHERS WILL BE M.S. HOT DIP
GALVANISED & SPRING WASHERS WILL BE ELECTRO GALVANISED.

3) BOLT TIGHTENING TORQUE FOR M10-35Nm & M12-48Nm.

4) MINIMUM THICKNESS OF ANY CURRENT CARRYING PART WILL

NOT BE LESS THAN 10mm.

) CONTINUOUS CURRENT RATING : N/A

) SHORT TIME CURRENT RATING : N/A

) APPROX. WEIGHT :

) EQUIPMENT : EARTHING

9) ALL SHARP CORNERS WILL BE ROUNDED OFF.
10) ORD. QTY. : NOS.

5,
6)
7)
8)

7/3.15 mm 945
EE13208) 77325 mm 975
7/3.66 mm 1098
77406 mm 1218
TTEM CODE "WIRE SIZE AD
5| 100 PLAINWASHER 6 | M.S.HOT DIP GAL.
4| 100 SPRING WASHER 6 | SP.STEEL GAL.
31 WIOHEX.NUT S 1 Ms.HOT DIP GAL.
2| M10HEX. HEAD BOLT 6
1 | cLAmPBODY 2 | MS.HOTDIP GAL.
S.NO. DESCRIPTION Qry. MATERIAL

ITEM CODE : EEI-3208

CONTRACTOR

PROJECT

PONO. ITEM NO.

DRN.  |AMP. poosia | TiTLE
cHp. |mp poosss | M.S.HOT DIP GALVANIZED TEE CLAMP TO
SUIT UPTO 12.18mm O.D. GS SHIELD WIRE.

AP0, |mp. pooara

TOLERANCE( ) +

0 TO 50 mm 5%
50TO 100 mm 4%
ABOVE 100 mm 3%

SCALE: NS, MAT. DRG. NO.

AS GIVEN ABOVE

DIMENSIONS IN mm.

EEI-3208

EXALT ENGINEERING INDUSTRIES

830731

PROJ.

4 =

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.

Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in
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EARTH WIRE ACCESSORIES
CLEAT CLAMP

Issue No. 3
issue Dt 020115 EEI-1136R2
Doc. Rev. No. 0
Doc. Rev. Dt. -
25 NOTES :
TACKWELD 1. ALL STEEL ITEMS TO BE HOT DIP GALVANISED AS PER
1S-2629
2. BOLT TIGHETENING TORQUE FOR M10-35 Nm
3. APPROXIMATE WEIGHT OF CLAMP - 0.180 Kg.
H ). Ci H H
R125 J
50 | 40
| | 1
FRONT VIEW END VIEW T 575
773,25 mm. 575
3 7/3.66 mm. 10.98
77406 mm. 218
< WIRE SIZE Y7
3| M10HEXHD. BOLT 7| M. HOTDIPGAL.
STRUCTURE 2| MioHEX.NUT T [ M HOTDIPGAL
1 CLAMP 1 M.S. HOT DIP GAL.
SNO.| _ DESCRIPTION Q. MATERIAL
] ITEM CODE : EE1136R2
) CUSTOMER : | CONTRACTOR:
e
DRN. AMP. 20103 TITLE
CHD.  |MP. pran CLEAT FOR G.I.SHIELD WIRE
o Tor T UPTO 12,18 mm. OD.
TOLERANCE () + SCALE nTs AT pre:No-
0 TO 50 mm 5% DIMENSIONS IN mm AS GIVEN ABOVE EEI-1136R2
ASSEMBLY 5070 100 mm 4% o)
ABOVE 100 mm 3% EXALT ENGINEERING INDUSTRIES &
501, s r00 =

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
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EARTH WIRE ACCESSORIES
CLEAT CLAMP

Issue No. 3

Issue Dt. 02.01.15 EEI-1116R2

Doc. Rev. No. 0
Doc. Rev. Dt. -

NOTES :
65 1. ALL STEEL ITEMS TO BE HOT DIP GALVANISED AS PER
15-2629

2. BOLT TIGHETENING TORQUE FOR M10-35 Nm
/—-\_/—\/\/\/I 3. APPROXIMATE WEIGHT OF CLAMP - 0.240 Kg.

1IN

78 15 30
2 M10 HEX HD. BOLT 1 M.S. HOT DIP GAL.
1 CLAMP 40X6 FLAT 1 M.S. HOT DIP GAL.
S.NO. DESCRIPTION QTY. MATERIAL
© [

ITEM CODE : EEI-1116R2

CONSULTANT

S \ > 5
FTAL N

| / PROJECT
7 [oor [
G.I. FLAT STRUCTURE LEG DRN. AMP. fozoses | TITLE
cHD.  |Mp o CLEAT FOR EQUIPMENT FOR G.I.

apo.  [mp o FLAT UPTO 75 mm.WIDTH

TOLERANCE () + SCALE NS, MAT. 'DRG. NO.
0 TO 50 mm 5% DIMENSIONS IN mm, AS GIVEN ABOVE EEI-1116R2
50TO 100 mm 4% PRO.

EXALT ENGINEERING INDUSTRIES E
ABOVE 100 mm 3% . @

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
Phone : 91-22-2821 3764, 2831 3764 Fax : 91-22-2835 2795
E-mail : exalt@vsnl.com, sales@exalt.co.in * web site : www.exalt.co.in




EARTH WIRE ACCESSORIES
LUG

Issue No. 3
Issue Dt. 02.01.15
Doc. Rev. No. 0
Doc. Rev. Dt. -

EEI-1077

NOTES :
1. ALL STEEL ITEMS TO BE HOT DIP GALVANISED AS PER

12 15-2633
2. BOLT TIGHETENING TORQUE FOR M10-35 Nm
3. APPROXIMATE WEIGHT OF CLAMP - 0.050 Kg.

g 'm
T - T — o
S| S
[ S — —
I —
25
57
TOP VIEW 5 7/2.60 mm. 7.80
Z 77315 mm. 545
3 7/3.25 mm. 9.75 0.0 [19.2 |16.1 18.5
2 7/3.66 mm. 10.98 1.5 210 175 |20.2
1 7/4.06 mm. 1218
rveeneo [ wiresize  [SSWIRE fai™ [a2™ | X" | v
[+ Twe [ 1 ] ms.HoTDIPGAL
Isno. I pescripTion [ arv. [ maTERAL
ITEM CODE : EEI-1077_N(X)
CONTRACTOR 'CONSULTANT
PROJECT
PONO. | ITEM CODE ITEM NO.
FRONT VIEW DRN. AMP. |ozo403 | TITLE
" COMPRESSION TYPE LUG FOR
S MR P ] G1.EARTHWIRE UPTO 12.18 mm.OD.
wo. [me fran
TOLERANCE () + SCALE NTS. MAT. DRG. NO.
0 TO 50 mm 5% DIMENSIONS IN mm. AS GIVEN ABOVE EEI-1077
5070 100 mm 4% B
ABOVE 100 mm 395 EXALT ENGINEERING INDUSTRIES
450 DN AT ANAIEAS FORD A VoA =

B-30/31, Nand Bhuvan Industrial Estate, Mahakali Caves Road, Andheri (E), Mumbai 400 093. INDIA.
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EARTH WIRE ACCESSORIES
DOWNLEAD CLAMP

Issue No.
Issue Dt.
Doc. Rev. No.
Doc. Rev. Dt.

3
02.01.15
0

EEI-3214R1

10.96 mm

|
(
y’
S=S==
— ]
i)

P i p—
NN
| - T
e ]
m m
B R
71
o
+H
8l & 3
-+
wn
<
1054
FRONT VIEW
0.2mm DEEP (TYPICAL)
AT 1mm PITCH.
: [T
DETAIL - X VIEW - A

105 %3

INSIDE NOTCHIN:

SEE DETAIL-X

10%3

SIDE VIEW

G

1) REFERENCE : IS 5561-1970 REAFFIRMED 2002
) ALL NUTS, BOLTS, PLAIN WASHERS WILL BE STAINLESS STEEL.
) BOLT TIGHTENING TORQUE FOR M12-15Nm.
) CONTINUOUS CURRENT RATING : N/A
) SHORT TIME CURRENT RATING : N/A
) APPROX. WEIGHT :

) EQUIPMENT : EARTHING
) AL SHARP CORNERS WILL BE ROUNDED OFF.
9) ORD. QTY.: NOS.

NOTE : THE CABLE RANGE IS FROM 9.45mm TO 12.18mm.

TOLERANCE () T

0 TO 50 mm 5%
50TO 100 mm 4%
ABOVE 100 mm 3%

+

8 120 PLAIN WASHER 2
7 M12 HEX. CHECK NUT 2 STAINLESS STEEL
6 M12 HEX. NUT 3
5 M12 STUD 1
4 M12 HEX. NUT 2
3 M12 X 50 BOLT 2 M.S. HOT DIP GAL.
2 U-BRACKET 1
1 CLAMP STRIP 2 STAINLESS STEEL
S.NO. DESCRIPTION Qry. MATERIAL
ITEM CODE :EEI-3214
CONTRACTOR
PROJECT
PONO. ITEM NO.
DRN.  [AMP. faosra | TTLE
IV P S DOWN LEAD CLAMP FOR LOWER
UPTO 12.18 mm @ GS SHIELD WIRE
apo. Jmp. faosra
SCALE: NI AT DRG. NO.
DIMENSIONS IN mm AS GIVEN ABOVE EEI-3214R1
PROJ
EXALT ENGINEERING INDUSTRIES
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